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 Town of Hilton Head Island 
Regular Design Review Board Meeting 

 

  Tuesday, January 22, 2013  
1:15 p.m. – Benjamin M. Racusin Council Chambers  

 

AGENDA 
 

As a Courtesy to Others Please Turn Off All Cell Phones and Pagers during the Meeting. 

 

1.  Call to Order  

2.  Roll Call 

3. Freedom of Information Act Compliance 
Public notification of this meeting has been published, posted, and mailed in compliance with         
the Freedom of Information Act and the Town of Hilton Head Island requirements 

4.    Approval of Agenda 

5. Approval of Minutes – Meeting of January 8, 2013    

6.    Staff Report                           

7. Board Business                          

8.    Unfinished Business  

9.  New Business 

A. New Development  

1) DR 120030 – Shelter Cove Towne Center Phase 1B FINAL (ARCHITECTURE) 

B. Minor External Change 

1) DR 130001 – Emeritus at Hawthorne Inn 

C. Alteration/Addition 

1) DR 130002 – Floors to Go 

10.    Appearance by Citizens 

11.    Adjournment 

 
 

Please note that a quorum of Town Council may result if four (4) or more of Town 
Council members attend this meeting. 
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 Town of Hilton Head Island 

                                                  Design Review Board                                     DRAFT 
Minutes of the Tuesday, January 8, 2013    

1:15p.m – Benjamin M. Racusin Council Chambers 
 

 
 
Board Members Present: Chairman Scott Sodemann, Vice Chairman Deborah Welch,   

Jake Gartner, Galen Smith and Todd Theodore   
                         
 Board Members Absent: Tom Parker and Jennifer Moffett    
         
Council Members Present: None    
 
Town Staff Present:  Jennifer Ray, Urban Designer  
    Sally Krebs, Sustainable Practices Coordinator    

Anne Cyran, Senior Planner 
Rocky Browder, Environmental Planner                                
Kathleen Carlin, Secretary 

 
 

1.      Call to Order  
Chairman Scott Sodemann called the meeting to order at 1:15 p.m. 

 
2.    Roll Call 

 
3.    Freedom of Information Act Compliance  

 
4. Approval of the Agenda  
    The Board approved the agenda as presented by general consent.   

 
5.    Approval of the Minutes  

The Board approved the minutes of the December 11, 2012 meeting as presented by general 
consent.   
 

6. Staff Report                            
   Ms. Ray stated that Board training on Native Plants will be presented by Ms. Sally Krebs following 

today’s business meeting.     
  

7. Board Business 
 Ms. Welch recommended that the Town consider upgrading the design of their Christmas lights.  

The existing display of Christmas lights along the median of William Hilton Parkway seems 
inadequate.  This may be a missed opportunity for the Town to draw visitors to Hilton Head Island.  
The staff presented a couple of photos that were previously provided by Ms. Welch showing 
Christmas light displays in other communities.  The Board discussed Sea Pines Circle as a good 
central location and a good place to start.  Ms. Ray stated that the staff will forward the Board’s 
thoughts and recommendations to Mr. Julian Walls, Facilities Manager. The staff will follow up with 
the Board when new information is available.             
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8.      Unfinished Business       

The Westin Alterations & Additions DR120032                           
Ms. Ray stated that the Board originally reviewed this application on November 13, 2012.  The 
Board directed the applicant to select a more simple, less Victorian light pole and return to the DRB 
for additional review and approval.   

The applicant proposes to replace existing site lighting fixtures with an architectural bronze fixture 
with hanging flower baskets.    

Ms. Ray presented an in-depth overhead review of the application including the site lighting plan.  
Ms. Ray also presented the site light cut sheet for the proposed lighting fixture. The fixture is a 22-
Watt LED fixture in Architectural Bronze with hanging flower baskets that will be rotated 
seasonally, three or four times a year.  Staff recommended that the application be approved as 
submitted.  Following staff’s presentation, Chairman Sodemann requested that the applicant make 
his presentation. 

Mr. Rick Sotiropoulos, with Ocean Woods Landscaping, presented statements in support of the 
application.  The applicant discussed the proposed lighting fixture with the Board.  Overall the 
Board stated that they liked the proposed fixture and hanging baskets. Chairman Sodemann agreed 
that they are an improvement over the previous application.  Mr. Smith stated some concern with the 
appearance of the brackets on the hanging baskets. Following final comments by the Board, 
Chairman Sodemann requested that a motion be made. 

   Vice Chairman Welch made a motion to approve The Westin application, DR120032, as submitted.  
Mr. Gartner seconded the motion and the motion passed with a vote of 4-1-0.  

 
9.    Appearance by Citizens  
         None 

                         

10.   Adjournment                      
   The meeting was adjourned at 1:30p.m.   

 

  Submitted By:   Approved By:   
     
 
  ____________________  __________________ 
  Kathleen Carlin   Scott Sodemann                    
  Secretary    Chairman 
 
 
 
 







 
 

 
FINAL DESIGN NARRATIVE 

SHELTER COVE MALL REDEVELOPMENT 
SHELTER COVE TOWNE CENTRE 

JANUARY 8, 2013 
 
  
To achieve an island character for the new Shelter Cove Towne Centre retail 
buildings, careful attention was paid to massing, roof shape and type, textures 
and materials for walls, pedestrian scale and detailed accents.  The buildings’ 
style may be interpreted as contemporary in design but with historical influences 
that will be familiar to all who view the property.  
 
In concert with the design of the landscape materials and the hardscape 
pedestrian paving, the buildings were designed to be integrated into the site.  
This will result in an interesting environment that should encourage walking along 
the sidewalks and window shopping from building to building. 
 
To avoid long flat retail facades along Main Street and elsewhere, there are 
many offsets in the façade.  Along with roof overhangs, canopies and awnings, 
these offsets will create strong shadow lines and varied experiences along the 
pedestrian way.  The use of sloping roof elements of varying materials will create 
a comfortable scale of what are mostly one story buildings.  Most opaque walls 
will be constructed from familiar materials:  brick, tabby stucco and painted siding 
and will be modulated with piers and columns and other details.  All storefront 
glass will be clear to allow views inside the stores and restaurants. 
 
The color palette of materials and paint will be harmonious with the 
neighborhood.  It will complement the natural surroundings, and will feature some 
accent colors that will bring life to the retail facades by adding visual interest.  
Building lighting will be low wattage, non-glaring, and decorative in nature and 
will show primarily as wall-mounted fixtures along the line of the storefronts. 
    
Island character will be maintained with the new Shelter Cove Towne Centre. 
 
 
Respectfully submitted by: 
Paul D’Arconte, RA 
MSTSD, Inc. 
   
 
    
 
 



Narrative for how the project, Kroger Store #GA-671, conforms to the conceptual approval and design 

review guidelines of Section 16-4-503: 

Several specific elements demonstrate that Kroger Store #GA-671 blends into the context of the 

surrounding area to preserve the” island character” of Shelter Cove at Hilton Head Island. With the 

demolition of the existing mall space, the new development allows Kroger and the neighboring shops to 

have better integrated form, mass, and scale while also considering the materials, details, and color to 

reflect coastal and low-country esthetics.  

Form in majority is revealed through the store’s gabled/hipped roof lines and broken parapets. While 

shadows from the undulating rhythm of the pilasters or canopies give depth along the facades. All these 

features, in addition, help reduce the mass to lessen the visual appearance of a “big box” structure and 

proportion the scale to the pedestrians. 

To keep with the native or historical materials, the outside facades are wrapped in clay brick and tabby-

like stucco and roofs are clad in muted metal standing seam. Windows of different sizes break up the 

façade’s materials to provide natural light into the interior and show activity beyond the storefront. 

Subtle color is evident with just the use of natural materials. Blending into the surrounding landscape, 

strategic darker earth tones are placed towards the bottom to draw the height of the building down 

while gradient brown to cream whites are arranged above accent the main entrances from the body of 

the store. Finally, details help to draw the eye across the store and induce the coastal vibe. Shutters hang 

over windows while towers establish the corners and beacon the entrance of the store.  







Specifications and dimensions subject to change without notice.
Consult your representative for additional options and finishes.

674 Luminous Wall Sconce features horizontal trim bars with a vertical fin

detail and is ADA compliant. Design options, such as perforated metal,

colored acrylic, and different trim bar configurations are available.

DESCRIPTION

SPECIFICATION FEATURES

Material
Painted solid aluminum with a

matte white acrylic diffuser with a

regressed aluminum perf shield.

Wet location lamp and ballast

housing with 1/8" clear acrylic

diffuser.

Finish
Premium TGIC polyester powder

coat paint, 2.5 mil nominal

thickness for superior protection

against fade and wear. 

Standard: Aluminum Paint (ALP). 

Premium: Black Paint (BK), Bronze

Metallic Paint (BM), Dark Platinum

Paint (DP), Gold Metallic Paint

(GM), Graphite Metallic Paint

(GRM), Grey Paint (GY), White Paint

or Custom Color (CC).

Optics
Refer to www.shaperlighting.com

for complete photometrics.

Bal last
Integral electronic HPF multi-volt

120/277V (347V Canada), thermally

protected with end-of-life circuitry

to accommodate the specified

lamp wattage.

Lamp/Socket
31": Two (2) 14W T5 linear miniature

bi-pin fluorescent lamps. 

43": Two (2) 21W T5 linear miniature

bi-pin fluorescent lamps. 

55": Two (2) 28W T5 linear miniature

bi-pin fluorescent lamps. 

Fluorescent socket injection

molded plastic. Lamps furnished

by others.

Instal lat ion
Supplied with a mounting back for

a standard 4" J-box or stucco ring.

Options
Modified Length - Contact factory,

Alternative Trim Bars or Perf Accent

Design - Contact factory, Green

Glass Acrylic (GGA).

Labels
U.L. and C.U.L. listed for wet

location. ADA compliant.

Modif icat ions
Shaper's skilled craftspeople with

their depth of experience offer the

designer the flexibility to modify

standard exterior wall luminaires

for project specific solutions.

Contact the factory regarding scale

options, unique finishes, mounting,

additional materials/colors, or

decorative detailing.

674-WP SERIES
E x t e r i o r  Wa l l  L u m i n a i r e

L u m i n o u s  S c o n c e

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

ADS042804

2012-03-30 16:50:53

1 Available in 31”.
2 Available in 43”.
3

Premium TGIC polyester powder coat paint, 2.5 mil nominal 
thickness for superior protection against fade and wear.

4

Available in 55”.

Sample Number: 674-55-WP-T5/2/28-277V-ALP

Finish 4

Standard

ALP Aluminum Paint=

Premium

Options

GGA Green Glass Acrylic=

Lamp
T5/2/14 1

T5/2/21 2

T5/2/28

Series

674 Luminous Wall
Sconce

=
Size
31"
43"
55"

Voltage
120V
277V
347V3

WH = White

BK = Black

BM = Bronze Metallic Paint

DP = Dark Platinum Paint

GM = Gold Metallic Paint

GRM = Graphite Metallic Paint

CC = Custom Color

GY = Grey

Mounting
Type

WP = Exterior
          Wall

ORDERING INFORMATION

Shaper offers a large selection of ADA 
interior and exterior wall luminaires. 
ADA requires all fixtures below 68" to 
have a maximum projection of 4".    

AMERICAN
DISABILITIES
ACT (ADA) 

ARRA

Shaper Lighting certifies that its products
satisfy the requirements of Section 1605 of
the American Recovery and Reinvestment
Act (also known as the ARRA Buy American
provision).
 

shaperlighting.com



Specifications and dimensions subject to change without notice.
Consult your representative for additional options and finishes.

674-WP SERIES EXTERIOR WALL

ADS042804

2012-03-30 16:50:53

674-43-WP STANDARD674-31-WP STANDARD

674-55-WP STANDARD

8-3/8”

(21.3 cm)

4”

(10.2 cm)

31”

(78.7 cm)
29”

(73.6 cm)

25”

(63.5 cm)

43”

(109.2 cm)

41”

(104 cm)

37”

(94 cm)

55”

(139.7 cm)
53”

(134.6 cm)

49”

(124.4 cm)

8-3/8” 4”

8-3/8” 4”

3/4”
(2 cm)

4”

MOUNTING TYPE

shaperlighting.com



Specifications and dimensions subject to change without notice.
Consult your representative for additional options and finishes.

FAIL-SAFE®

The Fail-Safe Terrapin provides exceptional aesthetics with remarkable

strength. The wide variety of products allow an interior and exterior

architectural theme throughout an entire facility. Cast, extra-heavy

aluminum walls of the housings offer rugged durability and afford

efficient heat dissipation. AccUView UV-Guard coating protects the inside

and outside of all UV stabilized polycarbonate lenses. The combination of

narrow prismatic blondels on the interior and a prescription texture on

the exterior of the lens provides exceptional lamp obscuration. Lifetime

Warranty against breakage.

DESCRIPTION

SPECIFICATION FEATURES

Housing
Precision, cast aluminum housing.

Extra-heavy thickness, minimum

0.125" thick, promotes durability

and efficient heat dissipation

through integral ballast heat sinks.

Marine-grade, low copper alloy

aluminum resists corrosion. All

backplates are constructed of 16

gauge aluminum.

Finish
Injection-molded color is matte

black standard or white painted.

Border paint option is a premium

baked on finish to maximize

resistance to chipping and

scratching. The VariColor option is

available on all lenses and

decorative faces. VariColor paint

option allows perfect color

matching to official organizational

color (color chip requested for

correct match).

Die-cast  Housing Finish
Polyester-powder coat paint is

applied in a five-stage process at

2.0-mil thickness and baked on at

400° F.  The finish is TGIC, textured,

thermoset, polyester powder coat.

Finish is 500-hour-salt-spray test

rated and has an impact rating of

160 inch-pounds.

Gasket
Die-cut closed cell silicone gasket

seals lens to casting. Gasket is

secured with adhesive and locked

in place to the back casting. When

the casting is not required the

gasket is mechanically attached to

the aluminum back plate. Terrapin

requires only one gasket to seal the

entire fixture.

Reflectors
Eyelid reflectors provide a

shortforward throw optical pattern.

Specular aluminum, internal,

faceted reflectors provide 95% total

reflectivity. All other decorative

faces are provided with a white

polyester powder coat reflector of

94% total reflectivity. 

Lens
One-piece, injection-molded

polycarbonate, 0.125" thick. In clear

prismatic or opal, the lens is

scientifically designed to obscure

lamp image while maintaining

efficiency. The state-of-the art

design consists of an internal prism

designed to spread the light evenly,

in combination with the texture

prescription on the exterior of the

lens. This new design concept

substantially reduces glare.

Attached with 4 recessed T20

stainless-steel TORX®-head

fasteners. All lenses are provided

with AccUView UV-Guard coating

on the interior and exterior

surfaces of the lens. The AccUView

coating guards against the

treacherous rays of the sun and the

UV radiation from lamp sources.

Decorat ive Faces
Faceplate designs consist of high-

impact, injection-molded, 0.125

minimum thickness, polycarbonate

overlay attached to lens with two

recessed T20 stainless steel  

TORX®-head fasteners. Provide true

360° backlit halo effect. Custom

faces available, consult customer

service for maximum wattage

availability. Eyelid offers optimal

lamp shielding and optical

distribution. Open face is clear or

opal lens only for continuous radial

light pattern. The Border face

utilizes the standard open lens with

premium paint process, eliminates

backlit halo effect.

Lamps
By others.

Sockets/Bal lasts
HID sockets are porcelain, medium

base sockets with a nickel-plated

brass screw shell. HID ballasts are

standard HPF, with minimum

starting temperatures of -40°C 

(-40°F) for HPS and -30°C (-20°F) for

MH. Compact fluorescent sockets

are polycarbonate and

incorporate: 26-watt GX24q3; 32-

watt GX24q3; 42-watt GX24q4;

57-watt GX24q5; or 70-watt GX24q6

base with a 2-pin reject that

ensures proper lamping. Compact

fluorescent ballasts are electronic,

universal voltage 120-277V, less

than 10% harmonic distortion, with

minimum starting temperature of -

17°C (0°F). QL induction generator

is 120V with minimum starting

temperature of -20°C (-4°F). 

Labels
UL/cUL listed for wet locations.

High pressure hose down rated for

200 PSI. HID and incandescent

units to mount on non-combustible

surface only. Fluorescent units

mount on combustible surfaces or

non-combustible surfaces.

TR 15
15" Round

Harmony Terrapin
Compact Fluorescent

High Pressure Sodium
Metal Halide
QL Induction
Incandescent

Vandal Resistant

ADC050508

2010-10-05 07:42:10

E N E R G Y  DATA
Input Watts:

Electronic

(2) 26W CFL 54.0 Watts

(2) 32W CFL 74.0 Watts

(2) 42W CFL 94.0 Watts

(2) 57W CFL 118.0 Watts

(2) 70W CFL 146.0 Watts

H i g h Powe r Fa c to r

(1) 50W HPS 60.0 Watts

(1) 70W HPS 95.0 Watts

(1) 100W HPS 130.0 Watts

(1) 150W HPS 190.0 Watts

(1) 50W MH 69.0 Watts

(1) 70W MH 94.0 Watts

(1) 100W MH 125.0 Watts

(1) 175W MH 210.0 Watts

For Energy Management related technical

data to support the performance of this

fixture series, refer to the ordering

information for input wattage.

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

5 7/8"
[149mm]

7 3/4"
[196mm]

15 3/8"
[392mm]

FLAT

 (Compact Fluorescent Units) 

SHALLOW CASTING 

(Units with CSTG and EM Option
            and SCB15 Accessory) 

9  5/8"
[244mm]

15"
[381mm]

DEEP CASTING 

(HID Units)

TRF15-O-242CT-DT-BRZ-L

SW 14

Wortmann

KR 19

10-19-10

TRF15-O-242CT-DT-BRZ-L

SW 14

Wortmann

KR 19

10-19-10



Specifications and dimensions subject to change without notice.
Fail-Safe • Customer First Center • 1121 Highway 74 South • Peachtree City, GA 30269 • TEL 770.486.4800 • FAX 770.486.4801

TR 15 - Round

ADC050508

2010-10-05 07:42:10

4

4

1 or 2/26CT
1 or 2/32CT
1 or 2/42CT
1 or 2/57CT
1 or 2/70CT

3

3

5

5

5, 6

1/70MH
1/100MH
1/150MH
1/70HPS
1/100HPS
1/150HPS

1, 2

2

2, 8

2, 8

Q= Quartz restrike
QS= Quartz socket

REG= Regress (100W max)
           Specify “REG-CP” or
           “REG-BB” (See previous
           for details.)
CSTG= Shallow casting (Same as
             SCB15, but ships with fixture) 

TORX ® is a registered trademark 

SAMPLE NUMBER: TRE15-C-232CT-DT-BK-L

Product
T = Terrapin

Shape
R = Round

Style
B = Border Paint
S
E
F
O
R

= Single Band
= Eyelid
= Four Quadrant
= Open Face
= Ring

Lens
= Clear prismatic
= Opal

Size
15 = 15”

C
O

Lamp Qty / Type
Compact Fluorescent BK

WH
= Black
= White

ColorVoltage

Compact
Fluorescent

DT

347

HID

DT

= Universal 120-277V

= 347V 

= Dual-tap 120/277V Ballast
   (Wired 277V)

Options

EM Emergency Battery Pack
(Fluorescent only)

= 

F1 = Single Fuse, 120, 277, or
   347V (with HID  specify 
   single voltage only)

L 7= With lamp

Accessories
(order separately)

Notes:

1   
     

3   
4   

Wall mount only.

Products also available in non-US voltages and 50Hz for international markets. Ceiling mount HID units to be mounted on non-combustible material only.

5

VRSD =T20 Center-pin
             tamperproof
              TORX®-head bit

10, 11

Ceiling mount two (2) 26CT & two (2) 32CT versions require CSTG Option, (e.g. TRO15-C-226CT-DT-BK-CSTG). Wall mount does not require shallow casting - can be mounted flat to the wall.

Not available with eyelid style.

Ceiling mount only.

2   

Available wired to voltages other than 277V, add desired voltage before MT or DT, (i.e. 120V/MT).

Two (2) 42CT, two (2) 57CT, two (2) 70CT, EM supplied standard with Shallow Casting (CSTG). Specify voltage.5 
6

7 Standard with MH fixtures 150W and below; QL shipped with lamp.
8

9

1/55QL
1/85QL

QL Induction

120V  
240V 
277V 
347V 
480V 
MT

= 120V Ballast
= 240V Ballast
= 277V Ballast
= 347V Ballast
= 480V Ballast
= Multi-tap 120,
   208, 240, 277V
   (Wired 277V)

 
QL Induction
120V  
      
            

= 120V

F2 =Double Fuse, 208, 240, or
   480V (with HID  specify 
   single voltage only)

9

9

5

of  Camcar Division of Textron Inc.

10

Surface Mount only.

Not available with CFL or QL options.

Not available with  QL.
11 Fixtures with F1 or F2 option ship with shallow casting.

11

Incandescent
1 or 2/75IN
1/150IN 
      
            

Incandescent

 
      
            

120V = 120V

BRZ= Bronze

SCB15= Surface conduit box,
              15” ,  shallow, with 
              drilled/tapped plugsHID

1/50MH

ORDERING INFORMATION

Lifet ime Warranty
Fail-Safe will repair or provide a replacement fixture for any VR architectural luminaire found to be inoperatiave due to physical abuse for the duration of the installation. **
This includes all VR polycarbonate lens luminaires. This warranty is only valid to proper installation of the luminaire, using the four-point mounting method for all 
luminaires. Furthermore, Fail-Safe cannot warranty product against some forms of anti-social human behavior involving corrosive chemicals, fire, paint or gunfire.

** To make a claim, contact your Cooper Lighting Agent to arrange an RMA (Return Material Authorization) for the claimed product. Upon receipt and verification of the defect, Cooper Lighting will 
     return to you a repaired or, at Cooper Lighting’s sole option, replacement fixture.

Recessed 

housing

Lens assembly

8.875"
[225mm]

3.75"
[95mm]

15" dia
[381mm]

5.88"
[149mm]

R E C E S S E D  S A M P L E  N U M B E R :

EXAMPLE: RBB-12
WITH     STUD    WALL

BRACKETS

The following recessed housings may be ordered in advance :

RBB-12-F=For Combustible (Studwall) Applications 
  - Fluorescent Fixtures Only

RBB-12=For Combustible (Studwall) Applications
  - HID and Incandescent Fixtures Only

RCP-12=For Non-Combustible (Brick, Concrete-Pour) Applications
  - HID, Fluorescent, and Incandescent Fixtures
   

SHIP
FIXTURE
COMPLETE
(1 LINE ITEM)

1. TRE-15-C-232CT-BK-REG-BB

* Specify BB for combustible material application
* Specify CP for brick or concrete pour

SHIP BACK BOX
IN ADVANCE OF
FIXTURE
(2 LINE ITEMS)

1. TRE-15-C-LH-232CT-BK-REG-BB

Less Recessed Housing

2. RBB-12-F

RECESSED HOUSING MOUNTING (AVAILABLE IN FLUORESCENT, INCANDESCENT AND HID; 100W MAX)



Specifications and dimensions subject to change without notice.
Fail-Safe • Customer First Center • 1121 Highway 74 South • Peachtree City, GA 30269 • TEL 770.486.4800 • FAX 770.486.4801

TR 15 - Round

ADC050508

2010-10-05 07:42:10

C a n d l e p o w e r  D i s t r i b u t i o n

F o o t c a n d l e  M u l t i p l i e r s

For other than 8'mounting heights use
appropriate multiplier value:

6' 8' 10' 12' 14'

x1.7 x1.0 x0.64 x0.44 x0.32

I n f o rm a t i o n a b c d

TRE15-C-226CT -DT-BK 2.0 1.0 .50 .25
BA # 10850

All  grid l ines in units  of  mounting heights ( 2 )  2 6 W  E y e l i d

( 2 )  2 6 W  C o m p a c t  F l u o re s c e n t
T R E 1 5 - C - 2 2 6 C T - D T- B K
B A #  10 8 5 0
8 '  M o u n t i n g  H e i g h t

a

b
c

d

PHOTOMETRICS

E ye l i d S i n g l e  B a n d B o r d e r

R i n g Fo u r  Q u a d r a n t O p e n

Lens Options:  Clear prismatic or Opal

DESIGN GALLERY

12"dia.
[305mm]

0.281" [7mm] dia. 
0.281" dia. 
[7mm] Hole (4)

0.313" dia. 
[8mm] Hole (4)

 F L AT

 C S T G  O p t i o n ,  E M  O p t i o n ,
     S C B 1 5  A c c e s s o r y  

D E E P  CAST I N G
  
    

8.468
[215mm]

8.468
[215mm]

8.468
[215mm]

8.468
[215mm]

K.O. (4)

S H A L LOW  CAST I N G

C T  U n i t s H I D  U n i t s ,  Q L  

MOUNTING



Catalog #

Project

Comments

Prepared by

Type

Date

SPECIFICATION FEATURES

05/14/2008 11:48:46 AMConsult your representative for additional options and finishes.

Specifications and Dimensions subject to change without notice. ADH071304

DIMENSIONS

DRILLING PATTERNS

DESCRIPTION

The Lumark Tribute is the most versatile, functionally designed, universally 
adaptable outdoor luminaire available. The Tribute brings outstanding 
performance to walkways, parking lots, roadways, loading docks, building 
areas, and any security lighting application. U.L. listed and CSA certified for 
wet locations. IP55 Rating.

Construction
Rugged one-piece die-cast 
aluminum housing and door 
frame. One-piece silicone gasket 
protects the optical chamber from 
performance degrading contami-
nants. One (1) stainless spring 
latch and two (2) stainless hinges 
allow toolless opening and 
removal of door frame.

Reflector
Choice of nine (9) high efficiency 
optical distributions, including five 
(5) segmented optical systems 
constructed of premium 95% 
reflective anodized aluminum 
sheet. Optical segments are rigidly 
mounted inside a thick gauge 
aluminum housing for superior 
protection. All segment faces
are clean of rivet heads, tabs or 
other means of attachment which 
may cause streaking in the light 
distribution. Optical modules are 
field rotatable in 90° increments 
and offered standard with mogul-

base lampholders for 150-400W 
assemblies or medium-base 
lampholders for 100W and below.

Electrical
Ballast and related electrical 
componentry are hard mounted to 
die-cast housing for optimal heat 
transfer and operating efficiency. 
Optional swing-down galvanized 
steel power tray with integral 
handle and quick disconnects 
allows tray to be completely 
removed from housing providing 
ample room for fixture installation 
and maintenance.

Mounting
Extruded 8" aluminum arm 
features internal bolt guides for 
easy positioning of fixture during 
installation to pole or wall surface. 
Standard single carton packaging 
of housing, square pole arm and

round pole adapter allow for 
consolidated product arrival to site. 
Optional internal mast arm mount 
accepts a 1 1/4" to 2 3/8" O.D. 
horizontal tenon, while a 4-bolt 
clamping mechanism secures 
fixture. Cast-in leveling guides 
provide +/-5° vertical leveling 
adjustment.

Finish
Housing and arm finished in a 5 
stage premium TGIC bronze 
polyester powder coat paint. 
Optional colors include black, grey, 
white, dark platinum and graphite 
metallic. RAL and custom color 
matches available.

TR
TRIBUTE

70 - 400W

High Pressure Sodium

Pulse Start Metal Halide

Metal Halide

AREA LUMINAIRE

EGATTAWEPYT PMAL

Metal Halide 70, 100, 175, 250, 400W

High Pressure Sodium 70, 100, 150, 250, 400W

Pulse Start Metal Halide 150, 175, 250, 320, 400W

6 1/2"
[165mm]

8" [203mm]

15 1/2" [394mm]

22" [559mm]

TNUOMNOINNURTTNUOMLLAW”M“EPYT

3/4" [20mm]
dia. hole

(2) 5/8" [16mm]
dia. holes

4 7/8" [124mm]

2 7/16" [124mm]

2 5/16"
[59mm] 12"

[305mm]
4 7/8"

[124mm]

9/16" [14mm]
Dia. Hole (4)

6 1/2"
[165mm]

8"
[203mm]

10 1/2"
[267mm]

3" [77mm]

1 1/2"
[39mm]

13/32" 
[11mm]

slot

1"
[25mm]

7/16" [12mm] 
x 3/4" [20mm]

slot (2) 

E N E R G Y  DATA

Hi-Reactance Ballast Input Watts

70W HPS HPF (95 Watts)

100W HPS HPF (130 Watts)

150W HPS HPF (190 Watts)

150W MH HPF (185 Watts)

CWI Ballast Input Watts

250W HPS HPF (300 Watts)

CWA Ballast Input Watts

175W MH HPF (210 Watts)

200W HPS HPF (250 Watts)

250W MH HPF (295 Watts)

320W MP HPF (368 Watts)

400W MP HPF (452 Watts)

400W MH HPF (455 Watts)

400W HPS HPF (465 Watts)

E PA

Effective Projected Area: (Sq. Ft.)

Without Arm: 1.19

S H I P P I N G  DATA

Approximate Net Weight:

39 lbs. (17.73 kgs.)

250W MP HPF (291 Watts)

175W MP HPF (208 Watts)

S

YSTEMS

C

E R T I F I E

D

COOPER LIGHTING - LUMARK®

HPTR-3F-250-MT-LA/MA1201BZ

THE KROGER CO.

"DARK SKY FRIENDLY"

(1) LU250/EDO

N

02/23/2011

HPTR-3F-250-MT-LA/MA1201BZ

THE KROGER CO.

"DARK SKY FRIENDLY"

(1) LU250/EDO

N

02/23/2011
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STOCK SAMPLE NUMBER (Lamp Included)

TRIBUTETR

ORDERING INFORMATION

Sample Number: MHTR-SL-400-MT-LL

Lamp Wattage 2

70 70W=

100 100W=

150 150W=

175 175W=

250 250W=

320 320W3=

400 400W4=

Options 7, 8

F1 Single Fuse (120, 277 or 347V 
only)

9=

F2 Double Fuse (208, 240 or 480V 
only)

9=

Q Quartz Restrike (Hot Strike 
Only)

10=

EM Quartz Restrike with ''Delay 
Relay'' (Quartz lamp strikes at 
both hot and cold starts)

10=

EM/SC Emergency Separate 
Circuit

10=

LL Lamp Included=

S 1 1/4" -  2 3/8" Internal Mast Arm 
Mount

=

TM Trunnion Mount=

PT Electrical Power Tray=

HS House Side Cutoff11=

LA Less Arm (Order Mounting 
Separately)

=

PER NEMA Twistlock Photocontrol 
Receptacle

=

PC Button Type Photocontrol=

WH White=

BK Black=

AP AP Grey=

DP Dark Platinum=

GM Graphite Metallic=

Accessories 12

MA1201-XX Direct Wall Mount Kit1=

MA1218-XX Direct Mount for Pole1=

MA1219-XX Wall Mounting Plate=

OA1090-XX Adjustable slipfitter Arm for Tenon Mount 2 3/8" O.D.1=

MA1221-XX External House Side Shield Kit (EPA= 0.38)=

MA1222 Internal House Side Shield Kit for 2S/3S=

MA1223 Internal House Side Shield Kit 4S=

MA1224 Internal House Side Shield Kit for 2F/3F=

MA1225 Internal House Side Shield Kit for 4F=

MA1010-XX SingleTenon Adapter for 3 1/2" O.D. Tenon=

MA1011-XX 2 @ 180 degrees Tenon Adapter for 3 1/2" O.D.Tenon=

MA1012-XX 3 @ 120 degrees Tenon Adaptor for 3 1/2" O.D. Tenon=

MA1013-XX 4 @ 90 degrees Tenon Adapter for 3 1/2" O.D. Tenon=

MA1014-XX 2 @ 90 degrees Tenon Adapter for 3 1/2" O.D. Tenon=

MA1015-XX 2 @ 120 degrees Tenon Adapter for 3 1/2"  O.D. Tenon=

MA1016-XX 3 @ 90 degrees Tenon Adapter for 3 1/2" O.D. Tenon=

MA1017-XX Single Tenon Adapter for 2 3/8 " O.D. Tenon=

MA1018-XX 2 @ 180 degrees Tenon Adapter for 2 3/8" O.D. Tenon=

MA1019-XX 3 @ 120 degrees Tenon Adapter for 2 3/8" O.D. Tenon=

MA1045-XX 4 @ 90 degrees Tenon Adapter for 2 3/8" O.D. Tenon=

MA1048-XX 2 @ 90 degrees Tenon Adapter for 2 3/8" O.D.Tenon=

MA1049-XX 3 @ 90 degrees Tenon Adapter for 2 3/8" O.D. Tenon=

OARA1016 Photoelectric Control 105-285V NEMA Type=

OARA1027 Photoelectric Control 480V NEMA Type=

OA/RA1021 Photoelectric Control 347V NEMA Type=

OARA1013 Shorting Cap=

TR/VS Field Installed Vandal Shield13=

Lamp Type

MP Pulse Start Metal 
Halide

=

MH Metal Halide=

HP High Pressure Sodium=

Distribution

2F Type II Formed=

2S Type II 
Segmented

=

3F Type III Formed=

3S Type III 
Segmented

=

4F Type IV Formed=

4S Type IV 
Segmented

=

5F Type V Formed=

5S Type V 
Segmented

=

SL Spill Light 
Eliminator

=

Series 1

TR Tribute (Arm Included)=

Voltage 5

120V 120V=

208V 208V=

240V 240V=

277V 277V=

347V 347V=

480V 480V=

DT Dual-Tap6=

MT Multi-Tap, 
wired 277V

6=

TT Triple-Tap, 
wired 347V

6=

5T 5 Tap Wired 
480V

6=

1 8 Inch Arm and pole adapter included with fixture. Specify Less Arm "LA" option when mounting accessory is ordered separately.Notes:

2 Standard with mogul-base socket for 150-400W and medium-base socket 100W and below.

3 320W Pulse Start Metal Halide lamps only.

4 Requires reduced envelope lamp.

5 Products also available in non-US voltages and 50HZ for international markets. Consult factory for availabiltiy and ordering information.

6 Dual-Tap is 120/277V wired 277V. Multi-Tap is 120/208/240/277V wired 277V. Triple-Tap ballast is 120/277/347V wired 347V. 5-Tap is 120/208/240/277/480V wired 480V..

7 Custom and RAL color matching available upon request. Consult Cooper Lighting Representative for further information.

8 Add as a suffix.

9 Must specify voltage.

10 Quartz options not available with SL optics.

11 House side shield not available on 5S, 5F, or SL optics.

12 Order separately/replace XX with color specification.

13 Not available with SLE or House Side Sheild.

SAMPLE  NUMBER: MHTR2340

Lamp Type
HP=High

Pressure
Sodium

MH=Metal Halide 

Series 1

TR=Tribute

TR

Distribution
23=Type II/III

Formed

23

Lamp Wattage
15=150W
17=175W
25=250W
40=400W

NOTES:

Short logic fixtures are finished bronze include multi-tap ballast, lamp, arm and round pole adapter. Other
options not available. Refer to standard ordering logic.

1

MP=Pulse Start Metal Halide2

2 Available in 175, 250 and 400 Watt.

2

HP TR 3F 250 MT LA MA1201BZHP TR 3F 250 MT LA MA1201BZ
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PHOTOMETRICS [Complete IES files available at www.cooperlighting.com]

MOUNTING CONFIGURATIONS

Footcand le  Tab le
Select mounting height and read across for footcandle
values of each isofootcandle line. Distance in units of
mounting height.

Mounting Footcandle Values for
Height Isofootcandle Lines

A B C D E
20' 3.00 1.50 0.75 0.30 0.15
25' 2.00 1.00 0.50 0.20 0.10
30' 1.38 0.69 0.34 0.13 0.06

Footcand le  Tab le
Select mounting height and read across for footcandle
values of each isofootcandle line. Distance in units of
mounting height.

Mounting Footcandle Values for
Height Isofootcandle Lines

A B C D E
20' 3.00 1.50 0.75 0.30 0.15
25' 2.00 1.00 0.50 0.20 0.10
30' 1.38 0.69 0.34 0.13 0.06

Footcand le  Tab le
Select mounting height and read across for footcandle
values of each isofootcandle line. Distance in units of
mounting height.

Mounting Footcandle Values for
Height Isofootcandle Lines

A B C D E
20' 3.00 1.50 0.75 0.30 0.15
25' 2.00 1.00 0.50 0.20 0.10
30' 1.38 0.69 0.34 0.13 0.06

MHTR-3S-40 0
400-Watt MH Type III Segmented
40,000-Lumen Clear Lamp

MHTR-4S-40 0
400-Watt MH Type IV Segmented
40,000-Lumen Clear Lamp

MHTR-SL-40 0
400-Watt MH Spill Light Eliminator  
40,000-Lumen Clear Lamp

Wall Mount Arm Mount Single
EPA: 1.62

Arm Mount 2 @ 180 
EPA: 3.24

Arm Mount 2 @ 90 
EPA: 3.24

Arm Mount 3 @ 120 
(Round Pole Only)
EPA: 4.43

Arm Mount 4 @ 90 
EPA: 5.03

Arm Mount 3 @ 90 
EPA: 4.43
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McGRAW-EDISON®

The IMPACT Elite Quarter Sphere cutoff wall luminaire makes an ideal

complement to site design. Rugged construction and full cutoff classified

optics provide facade and security lighting for light restricted zones

surrounding schools, office complexes, apartments, and recreational

facilities. U.L. and cUL Listed for wet locations in down mount

applications and damp locations in up mounted applications.

DESCRIPTION

SPECIFICATION FEATURES

Construct ion
Two-piece die-cast aluminum

housing and removable hinged

door frame nests securely for

precise tolerance control and

repeatability. Hinged door frame

inset for clean mating with housing

surface and secured via two [2]

captive stainless steel fasteners.

Optional tamper resistant torx head

fasteners [TR] offer vandal resistant

access to the electrical

compartment. 1/8" clear, heat and

impact resistant tempered flat

glass lens combined with molded

silicone gasket to seal the

integrated optical assembly while

ensuring peak optical performance.

Electr ical
Integral hard mount electrical

components are secured and

grounded within the die-cast

aluminum housing for optimal heat

sinking and extended component

life. Minimum starting

temperatures are -40°C (-40°F) for

HPS and -30°C (-22°F) for MP.

Compact fluorescent luminaires

feature electronic universal 120-

277V high efficiency 50/60Hz ballast

with -18°C (-0°F) minimum starting.

Available in 50-175W HID or 26-

84W CF.

Optical
Premium anodized 95% reflective

aluminum optical assemblies

provide high efficiency Type II

distribution. Optional silk screened

house side flat glass shield

provides decreased wall

brightness. All Impact Elite Wall

Series luminaires classify as IESNA

full cutoff in downlight

applications.

Mounting
Gasketed and zinc plated rigid steel

mounting attachment fits directly to

4" j-box or wall with the Impact

Elite “Hook-N-Lock” system for fast 

installation and mounting in both

traditional downlighting [wet

location] or inverted uplighting

[damp location] mounting

positions. Secured via two [2]

captive corrosion resistant allen

head set screws concealed from

view, but accessible from bottom

of fixture.

Finish
Housing and door are protected

with 5-stage premium TGIC

polyester powder coat paint.

Premium TGIC powder coat

finishes withstand extreme climate

changes while providing optimal

color and gloss retention over the

fixture’s installed life. Standard

colors include black, bronze, grey,

white, dark platinum and graphite

metallic. RAL and custom color

matches available. Consult

McGraw-Edison Architectural

Colors Brochure for complete

selection.

ISS
IMPACT ELITE

QUARTER SPHERE

50 - 175W

Pulse Start Metal Halide

Metal Halide

High Pressure Sodium

26 - 84W

Compact Fluorescent

FULL CUTOFF 
WALL MOUNT LUMINAIRE

S

YSTEM

S

C

E R T I F I E

D

(Mounting attachment included.  J-Box not included.)

HOOK-N-LOCK MOUNTING

T E C H N I C A L  DATA
UL1598 Listed, CUL Listed

25°C Maximum Ambient Temperature

External Supply Wiring 90°C Minimum

Down Mounted—Wet Location

Up Mounted—Damp Location

E N E R G Y  DATA
High Reactance Ballast Input Watts
50W HPS HPF (66 Watts)

50W MH HPF (72 Watts)

70W HPS HPF (91 Watts)

70W MH HPF (90 Watts)

100W HPS HPF (130 Watts)

100W MH HPF (129 Watts)

150W HPS HPF (190 Watts)

150W MH HPF (185 Watts)

CWA Ballast Input Watts
175W MH HPF (210 Watts)

Electronic Ballast Input Watts
26W CF HPF (29 Watts)

32W CF HPF (36 Watts)

42W CF HPF (46 Watts)

52W CF HPF (55 Watts)

S H I P P I N G  DATA
Approximate Net Weight:
18 lbs. (8 kgs.)

ADH100163

2010-01-20 15:55:18

NOTE:  In downlight applications only.

9"
[229mm]

9" [229mm]18" [457mm]

DIMENSIONS

2010-06-23 11:06:17

ISS-52-CF-E1-2S-BZ-L

SW-14

Wortmann

N2A

10-19-10

ISS-52-CF-E1-2S-BZ-L

SW-14

Wortmann

N2A

10-19-10



NOTE: Specifications and dimensions subject to change without notice.
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ISS IMPACT ELITE QUARTER SPHERE

ADH100163

2010-01-20 15:55:18

Footcandle Table
Select mounting height and read across for
footcandle values of each isofootcandle line. 
Distance in units of mounting height.
Mounting Footcandle Values for
Height Isofootcandle Lines
 A B C D E
150-MP / 150-HPS
10' 7.20 2.88 1.44 0.72 0.29
12' 5.00 2.00 1.00 0.50 0.20
14' 3.65 1.46 0.73 0.37 0.07
42-CF
18' 2.46 1.23 0.62 0.25 0.12
20' 2.00 1.00 0.50 0.20 0.10
25' 1.28 0.64 0.32 0.13 0.06

ISS-150-MP-XX-2S
150—Watt MP
14,000—Lumen Clear Lamp

ISS-42-CF-XX-2S
42—Watt CF
3,200—Lumen Lamp

ISS-150-HPS-XX-2S
150—Watt HP
16,000—Lumen Clear Lamp
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PHOTOMETRICS (Complete IES f i les avai lable at  www.cooperl ighting.com)

2010-06-23 11:06:17

ORDERING INFORMATION

Sample Number: ISS-150-MP-120-2S-BZ

Options

F Single Fuse (120, 277 or 347V)7=

FF Double Fuse (208, 240 or 480V)7=

L Lamp Included=

P Button Type Photocontrol (120V, 208, 240, or 277V)7=

TR Tamper Resistant Fasteners=

HS House Side Shield Glass5=

PL Polycarbonate Lens5, 8=

Q Quartz Restrike T4 Lamp9=

EM Emergency Quartz Restrike T4 Lamp w/ Time Delay Relay9=

EM/SC Emergency Separate Circuit T4 Lamp9, 10=

QMR Quartz Restrike MR16 Lamp9, 11=

EMMR Emergency Quartz Restrike MR16 Lamp w/ Time Delay Relay11, 12=

EM/SC/MR Emergency Separate Circuit MR16 Lamp10, 12, 13=

2EM/SC/MR Emergency Separate Circuit with (2) MR16 Lamps10, 12, 13=

EM/SC/12V Emergency Separate Circuit 12V Low Voltage (1) MR16 
Lamp

10, 14=

EMI40 Emergency Cold Temperature (UL924 Listed) Power Pack -18 
degrees C / 0 degrees F, (1) CF Lamp

7, 15=

CFEM Emergency CF Power Pack (UL924 Listed) (1) CF Lamps, 0 
Degrees C/32 Degrees F

7, 16=

Distribution

2S Type II Segmented=

Lamp Type

MP Pulse Start Metal 
Halide

=

HPS High Pressure Sodium=

MH Metal Halide1=

CF Compact Fluorescent=

Product Family

ISS Impact Elite Small 
Quarter Sphere

=

Lamp Wattage 1

MP

50 50W2=

70 70W2=

100 100W=

150 150W=

HPS

50 50W2=

70 70W2=

100 100W=

150 150W=

MH

175 175W1=

CF

26 (1) 26W=

32 (1) 32W=

42 (1) 42W=

52 (2) 26W=

64 (2) 32W=

84 (2) 42W=

Color 6

AP Grey=

BZ Bronze=

BK Black=

WH White=

DP Dark Platinum=

GM Graphite Metallic=

Voltage 3

120 120V=

208 208V=

240 240V=

277 277V=

347 347V=

480 480V=

DT Dual-Tap4=

MT Multi-Tap4=

TT Triple-Tap4=

E1 Electronic 120-277V5=

1 HID lamps are medium base. 175W MH is available for non-U.S. markets only.Notes:

2 Not available in 480V.

3 Products also available in non-US voltages and 50Hz for international markets.  Consult your Cooper Representative for availability and ordering information.

4 Dual-Tap ballast is 120/277V wired 277V.  Multi-Tap ballast is 120/208/240/277V wired 277V.  Triple-Tap ballast is 120/277/347V wired 347V.

5 Available with CF Option only. In cold temperatures, compact fluorescent lamps produce lower illumination levels.

6 Add as suffix.

7 Must specify voltage.

8 Down lighting position only.

9 (1) 120W Lamp, 100W maximum quartz lamp. Utility power may need to cycle to allow HID lamp to cool in warm climates. Not available with CF Option. Lamp supplied by others.

10 Leads out of the back of the unit for auxillary power. 

11 Not available with CF lamps.

12 (1) or (2) 120V Lamps. GU10 base, 50W maximum each. Lamps supplied by others.

13 Not available with 52, 64, 84 CF wattages.

14  (1) or (2) 12V bi-pin lamp, socket GU5.3 base, 35W maximum.Power supplied by low voltage DC source (supplied by others). Lamp supplied by others.

15 Specify 120 or 277V, (-18°C) minimum temperature.

16 Specify 120 or 277V,  (0°C) minimum temperature.
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TOWN OF HILTON HEAD
ISLAND

COVER SHEET

CheckerAuthor 2010-026

SHELTER COVE
TOWNE CENTRE

A001

BLANCHARD &
CALHOUN

SHELTER COVE TOWNE CENTRE
TOWN OF HILTON HEAD ISLAND

DESIGN REVIEW BOARD - FINAL APPROVAL SUBMITTAL

No. Date Description

ARCHITECTURAL - GENERAL

Sheet
Number Sheet Name 01

.0
8.

20
13

 - 
D

D
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E
T

A001 COVER SHEET
A002 LEASE / REFERENCE PLAN

BLOCK A - ARCHITECTURAL

Sheet
Number Sheet Name 01

.0
8.

20
13

 - 
D

D
 S

E
T

A.A111 FLOOR PLANS
A.A112 FLOOR PLANS
A.A201 EXTERIOR ELEVATIONS
A.A202 EXTERIOR ELEVATIONS
A.A203 EXTERIOR ELEVATIONS
A.A311 SECTIONS AND DETAILS
A.A312 SECTIONS AND DETAILS
A.A313 SECTIONS AND DETAILS
A.A314 SECTIONS AND DETAILS

BLOCK B - ARCHITECTURAL

Sheet
Number Sheet Name 01

.0
8.

20
13

 - 
D

D
 S

E
T

B.A110 BLDG 121 -130 PLAN
B.A111 BLDG 131 FLOOR PLAN
B.A130 BLDG 121 -130 ROOF PLAN
B.A131 BLDG 131 ROOF PLAN
B.A201 BLDG 121 -130 WEST ELEVATIONS
B.A202 BLDG 121 -130 EAST ELEVATIONS
B.A203 BLDG 131 ELEVATIONS
B.A301 BUILDING B2 WALL SECTIONS
B.A302 BUILDING B2 WALL SECTIONS

BLOCK C - ARCHITECTURAL

Sheet
Number Sheet Name 01

.0
8.

20
13

 - 
D

D
 S

E
T

C.A111 CONSTRUCTION PLANS - BLDG. 101
C.A112 CONSTRUCTION PLANS - BLDG. 102
C.A113 CONSTRUCTION PLANS - BLDG. 103
C.A114 CONSTRUCTION PLANS - BLDG. 104
C.A201 EXTERIOR ELEVATIONS - BLDG. 101
C.A202 EXTERIOR ELEVATIONS - BLDG. 102
C.A203 EXTERIOR ELEVATIONS - BLDG. 103
C.A204 EXTERIOR ELEVATIONS - BLDG. 104
C.A301 BUILDING SECTIONS - BLDG. 101
C.A302 BUILDING SECTIONS - BLDG. 102
C.A303 BUILDING SECTIONS - BLDG. 103
C.A304 BUILDING SECTIONS - BLDG. 104

BLOCK D - ARCHITECTURAL

Sheet
Number Sheet Name 01

.0
8.

20
13

 - 
D

D
 S

E
T

D.A111 CONSTRUCTION PLANS BLDG. 105, 106, & 109
D.A201 EXTERIOR ELEVATIONS - BLDG. 105 -109
D.A202 EXTERIOR ELEVATIONS - BLDG. 105 -109

FINISH SCHEDULE
NUMBER DESCRIPTION MANUFACTURER STYLE COLOR/FINISH COMMENTS

BELK STORE
BK1 BRICK BORAL SHADOW GREY VELOUR MATCH EXISTING BRICK
BK2 BRICK BORAL SABLE VELOUR MATCH EXISTING BRICK
BK3 STUCCO MATCH EXISTING STUCCO

BRICK
B1 RUSTIC BRICK BORAL SPANISH MOSS WHITE MORTAR JOINTS
B2 RUSTIC BRICK BORAL OUTTER BANKS WHITE MORTAR JOINTS
B3 RUSTIC BRICK BORAL BASTILLE WHITE MORTAR JOINTS
B4 RUSTIC BRICK BORAL STEEPLECHASE WHITE MORTAR JOINTS
B5 RUSTIC BRICK GEN. SHALE CAMBRIDGE WHITE MORTAR JOINTS
B6 RUSTIC BRICK GEN. SHALE MORNING SMOKE WHITE MORTAR JOINTS
B7 RUSTIC BRICK BORAL SANTE FE WHITE MORTAR JOINTS
B8 RUSTIC BRICK BORAL CORDOBA WHITE MORTAR JOINTS

CONCRETE
TB TABBY CONCRETE NATURAL WARM GREY NATURAL FINISH, WARM TONE

CEMENT
KROGER

KB1 STUCCO MATCH P20
KB2
KB3
KB4
KB5 BRICK BORAL BRIARWOOD
KB6 BRICK BORAL PEBBLE

PAINT
P1 PAINT SHERWIN WILLIAMS SW 6430 GREAT GREEN
P2 PAINT SHERWIN WILLIAMS SW 6427 SPROUT
P3 PAINT SHERWIN WILLIAMS SW 6172 HARDWARE
P4 PAINT SHERWIN WILLIAMS SW 6471 HAZEL
P5 PAINT SHERWIN WILLIAMS SW 6473 SURF GREEN
P6 PAINT SHERWIN WILLIAMS SW 6451 NUTURE GREEN
P7 PAINT SHERWIN WILLIAMS SW 6199 RARE GREY
P8 PAINT SHERWIN WILLIAMS SW 2840 HAMMERED SILVER
P9 PAINT SHERWIN WILLIAMS SW 7073 NETWORK GREY
P10 PAINT SHERWIN WILLIAMS SW 7075 WEB GREY
P11 PAINT SHERWIN WILLIAMS SW 6071 POPULAR GREY
P12 PAINT SHERWIN WILLIAMS SW 6150 UNIVERSAL KHAKI
P13 PAINT SHERWIN WILLIAMS SW 6222 RIVERWAY
P14 PAINT SHERWIN WILLIAMS SW 6115 TOTALLY TAN
P15 PAINT SHERWIN WILLIAMS SW 6429 BAIZE GREEN
P16 PAINT SHERWIN WILLIAMS SW 6453 REDDENED EARTH
P17 PAINT SHERWIN WILLIAMS SW 6158 SAWDUST
P18 PAINT SATIN BLACK (ENAMEL)
P19 PAINT METALLIC SILVER
P20 PAINT SHERWIN WILLIAMS SW 6098 PACER WHITE

ROOFING
R1 SHINGLE ROOF NATURAL GREY
R2 SHINGLE ROOF MEDIUM GREY
R3 STANDING SEAM METAL ROOF LIGHT GREY
R4 STANDING SEAM METAL ROOF MEDIUM GREY
R5 STANDING SEAM METAL ROOF COPPER-BROWN
R6 CLAY TILE ROOF BORAL VILLA 900 CASA GRANDE

SHINGLE SIDING
SH1 SHINGLE SIDING NATURAL GREY UNLESS NOTED OTHERWISE
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PRE-ENGINEERED METAL
TRUSS OVERBUILD.

ROOFING. METAL R4.

METAL GUTTER. COLOR
P5.

FIBER CEMENT FASCIA
TRIM. COLOR P5.

STUCCO SOFFIT.

PAINTED STEEL COLUMN.
COLOR P4.

PROJECTED BRICK
ROWLOCK COURSE.

BRICK B5.

RUNNING BOND.
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POWDER COATED
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POWDER COATED
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2013.01.08 DESIGN DEVELOPMENT SET

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O
P
Y
R
IG
H
T 
É
 2
01
0:
 M
S
TS
D
, I
N
C
.

P
rin

te
d:

revisions

D
E

S
IG

N
 R

E
V

IE
W

 B
O

A
R

D
FI

N
A

L 
A

P
P

R
O

V
A

L
S

U
B

M
IT

TA
L

1
/1

3
/2

0
1

3
 9

:2
0

:2
6

 A
M

TOWN OF HILTON HEAD
ISLAND

2010-026

SHELTER COVE
TOWNE CENTRE

BLANCHARD &
CALHOUN

No. Date Description

SCALE: 1/2" = 1'-0"1 SHOP 125 SECTION

BLOCK B

BUILDING B2 WALL
SECTIONS

DTF



ROOF PINNACLE  POINT

35'-7" A.F.F.

T. O. PARAPET
19'-6" A.F.F.

T. O.KNEE WALL
23'-0" A.F.F.

T.O. WALL

27'-10" A.F.F.

T. O. STL. BEAM
17'-10" A.F.F.
T. O. STL. BEAM
17'-6 3/8" A.F.F.

T. O. STOREFRONT
10'-0" A.F.F.

T. O. DOOR
8'-0" A.F.F.

POWDER COATED METAL
LOUVER. COLOR P_

3'
-2

"

1"

1"

6"

2"7 1/2"

6 3/4"

3 5/8"

6" MTL. STUD BOX HEADER

6" MTL. STUD

1/2" F.R. WD. SHEATHING

STL. POST - SEE STRUCT.

STL. BEAM - SEE STRUCT.

MTL. ROOF CAP
 COLOR P_

T.O. STL.
30'-10 1/2" A.F.F.

MEMBRANE ROOFING.

RIGID ROOF INSULATION

STL. ROOF DECK. SEE
STRUCT.

STL. BAR JOIST. SEE
STRUCT.

LITE GAUGE MTL. TRUSSES

POWDER COATED METAL
LOUVER. COLOR P_

6" MTL. STUD BOX HEADER

STL. POST - SEE STRUCT.

STL. BEAM - SEE STRUCT.

T. O. PARAPET
19'-6" A.F.F.

T. O.KNEE WALL
23'-0" A.F.F.

T. O. STL. BEAM
17'-10" A.F.F.
T. O. STL. BEAM
17'-6 3/8" A.F.F.

T. O. STOREFRONT
8'-0" A.F.F.

3'
-2

"

1"

1"

6"

9"
2" 7 1/2"3 5/8"

B. O. CLEARSTORY
10'-11" A.F.F.

T. O. CLEARSTORY
15'-4" A.F.F.

MEMBRANE ROOFING.

RIGID ROOF INSULATION

STL. ROOF DECK. SEE
STRUCT.

STL. BAR JOIST. SEE
STRUCT.

1'
-5

"

9 1/2"

3"
2'

-0
"

6"

2 1/8" 1"

1"

6" MTL. STUD BOX HEADER

STL. BEAM. SEE STRUCT

6" MTL. STUD WITH BOX
HEADERS AND BATT
INSULATION

6"

1"

SCALE: 1/2" = 1'-0"2 SHOP 130 SECTION

2013.01.08 DESIGN DEVELOPMENT SET

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O
P
Y
R
IG
H
T 
É
 2
01
0:
 M
S
TS
D
, I
N
C
.

P
rin

te
d:

revisions

D
E

S
IG

N
 R

E
V

IE
W

 B
O

A
R

D
FI

N
A

L 
A

P
P

R
O

V
A

L
S

U
B

M
IT

TA
L

1
/1

3
/2

0
1

3
 9

:2
0

:2
6

 A
M

TOWN OF HILTON HEAD
ISLAND

2010-026

SHELTER COVE
TOWNE CENTRE

BLANCHARD &
CALHOUN

No. Date Description

SCALE: 1/2" = 1'-0"1 SHOP 130 SECTION

BLOCK B

DTF

BUILDING B2 WALL
SECTIONS



HWY 278

4.627 SF

3,980 SF

3,965 SF
528 SF

4.627 SF

3

C.A201

1

C.A2012

C.A201

4

C.A201

1

2

3

4

5

A B C D E

BLDG. - 101

2.1

2.2

8' - 4" 27' - 6" 13' - 10" 8' - 4"

1' - 4"

1'
 - 

4"
11

' -
 4

"
22

' -
 4

"
7'

 - 
4"

22
' -

 8
"

7'
 - 

4"
22

' -
 4

"

2' - 0" 10' - 0" 3' - 8" 10' - 0" 3' - 8" 10' - 0" 2' - 0" 1' - 4"

5'
 - 

2"
4'

 - 
0"

4'
 - 

0"
4'

 - 
0"

5'
 - 

2"
10

' -
 0

"

2' - 3"

20
' -

 0
"

10
' -

 0
"

8' - 4"

5'
 - 

2"
4'

 - 
0"

4'
 - 

0"
4'

 - 
0"

5'
 - 

2"
2'

 - 
0"

10
' -

 0
"

3' - 4" 10' - 0" 3' - 8" 10' - 0" 3' - 8" 10' - 0" 3' - 4"

C.A301
1

C.A301
1

BLDG. 101
1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 9
:1

9:
51

 A
M

TOWN OF HILTON HEAD
ISLAND

CONSTRUCTION PLANS
- BLDG. 101

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

C.A111

BLANCHARD &
CALHOUN

 3/16" = 1'-0"1 BLDG 101 - LEVEL 1
 3/16" = 1'-0"2 BLDG 101 - ROOF LEVEL

 1" = 100'-0"3 KEY PLAN

No. Date Description

HVAC UNIT
SCREEN WALL



12346

BLDG 102 - LEVEL 1
0"

5

C.A302
1

C.A302
1

3.5

ALUMINUM FRAME
AWNING

P3

SHINGLE ROOFING, R1

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER WRAPPED STEEL
COL., COLOR P4

POWDER COATED METAL
LOUVERS, COLOR P3

POWDER COATED METAL
LOUVERS, COLOR P3

POWDER COATED METAL
LOUVERS, COLOR P3

CEMENT FIBER FASCIA, P3

CEMENT FIBER COPING, P4

RUNNING BOND
BRICK, B1

CEMENT FIBER
COPING, P4

CEMENT FIBER FASCIA &
TRIM, COLOR P3

13
' -

 0
"

13
' -

 0
"

1'
 - 

3"

EL. +22'-10" EL. +22'-10"

1 2 3 4 6

BLDG 102 - LEVEL 1
0"

53.5

E D C
B

A

BLDG 102 - LEVEL 1
0"

D.1

ALUMINUM FRAME
AWNING

SHINGLE ROOFING, R1

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER WRAPPED STEEL
COL., COLOR P4

CEMENT FIBER FASCIA, P3

CEMENT FIBER COPING, P4

RUNNING BOND
BRICK, B1

2'
 - 

8"
4"

10
' -

 0
"

1'
 - 

3"
1'

 - 
9"

EL. +25'-9"

13
' -

 0
"

13
' -

 0
"

1'
 - 

3"

13
' -

 0
"

EDCBA

BLDG 102 - LEVEL 1
0"

D.1

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 8
:4

9:
27

 A
M

TOWN OF HILTON HEAD
ISLAND

BUILDING ELEVATIONS -
BLDG. 102

CheckerAuthor 2010-026

SHELTER COVE
TOWNE CENTER

C.A202

BLANCHARD &
CALHOUN

 3/16" = 1'-0"3 EAST ELEVATION

 3/16" = 1'-0"4 WEST ELEVATION

 3/16" = 1'-0"1 NORTH ELEVATION

 3/16" = 1'-0"2 SOUTH ELEVATION

No. Date Description



HWY 278

4.627 SF

3,980 SF

3,965 SF
528 SF

4.627 SF

1

C.A203

3

C.A203

4

C.A203

2

C.A203

1

3

4

A

5

B C D EA.1

2

BLDG. - 103

4.1

6' - 10" 3' - 8" 16' - 8" 30' - 8" 10' - 6"

8'
 - 

0"
4'

 - 
0"

1'
 - 

8"
8'

 - 
0"

18
' -

 4
"

18
' -

 0
"

18
' -

 0
"

29
' -

 8
"

13
' -

 8
"

4'
 - 

0"
11

' -
 2

"
4'

 - 
0"

11
' -

 2
"

4'
 - 

0"
13

' -
 8

"
4'

 - 
0"

13
' -

 8
"

4'
 - 

0"

1'
 - 

8"

4' - 0" 12' - 0" 3' - 6" 12' - 0" 3' - 6"

10
' -

 0
"

4' - 0" 12' - 0" 4' - 0" 11' - 0" 4' - 0" 12' - 0" 4' - 0"

HVAC UNIT
SCREEN WALL

BLDG. 103

C.A303
1

C.A303
1

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 9
:1

8:
31

 A
M

TOWN OF HILTON HEAD
ISLAND

CONSTRUCTION PLANS
- BLDG. 103

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

C.A113

BLANCHARD &
CALHOUN

 3/16" = 1'-0"1 BLDG 103 - LEVEL 1

 1" = 80'-0"3 KEY PLAN

 3/16" = 1'-0"2 BLDG 103 - ROOF PLAN

No. Date Description



30'-0" 28'-8"

1
9'-10"

6'-0"

4'-7"

102'-9"

R1
5'-0"

42'-9"38'-1"21'-11"

20'-11"

1
0'-3"

4'-9" 1'-0" 9'-6"

HWY 278

Q
P

31

1
.4

2
.7

1
.9 2

1 3

Q

P

1.4 2.71.9 2

4.627 SF

3,980 SF

3,965 SF
528 SF

4.627 SF

1

C.A204

3

C.A204
4

C.A204

2

C.A204

1

2

3

4

A.1 B C D E

BLDG. 104

2.2

2.1

5' - 10" 27' - 6" 13' - 10" 5' - 10"

A F

6' - 1"6' - 1"

1'
 - 

4"

22
' -

 4
"

7'
 - 

4"
22

' -
 8

"
7'

 - 
4"

22
' -

 4
"

3'
 - 

10
"

4'
 - 

0"
4'

 - 
0"

4'
 - 

0"
5'

 - 
2"

10
' -

 0
"

20
' -

 0
"

10
' -

 0
"

5'
 - 

2"
4'

 - 
0"

4'
 - 

0"
4'

 - 
0"

5'
 - 

2"

1' - 4" 2' - 0" 10' - 0" 3' - 8" 10' - 0" 3' - 8" 10' - 0" 2' - 0"1' - 4"

8' - 4"2' - 3"

3' - 0 3/4"

BLDG. 104

C.A304
1

C.A304
1

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 9
:2

2:
04

 A
M

TOWN OF HILTON HEAD
ISLAND

CONSTRUCTION PLANS
- BLDG. 104

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

C.A114

BLANCHARD &
CALHOUN

 3/16" = 1'-0"1 BLDG. 104 - LEVEL 1

 1" = 100'-0"3 KEY PLAN

 3/16" = 1'-0"2 BLDG. 104 - ROOF PLAN

No. Date Description



12345

Bldg. 101 - Level 1
0"

2.12.2

C.A301
1

C.A301
1

METAL ROOFING, R5

CEMENT FIBER FASCIA, P17

CEMENT FIBER TRIM, P17

CEMENT FIBER SIDING, P12METAL ROOFING, R5

CEMENT FIBER FASCIA, P10

POWDER COATED METAL
LOUVERS, COLOR P4

CEMENT FIBER TRIM, P12

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER WRAPPED STEEL
COL., COLOR P11

CEMENT FIBER WRAPPED STEEL
COL., COLOR P11

POWDER COATED ALUM. WINDOW
SHUTTERS, COLOR P4

RUNNING BOND
BRICK, B7

SOLDIER COURSE BRICK
HEADER, B7

ALUMINUM TRELLIS STRUCTURE,
COLOR P11

1 2 3 4 5

Bldg. 101 - Level 1
0"

2.1 2.2
C.A301

1

C.A301
1

2'
 - 

8"
4"

9'
 - 

2"
10

"
8"

EL.+20'-6"

EL.+30'-0"

EL.+23'-10"

ABCDE

Bldg. 101 - Level 1
0"

METAL ROOFING, R5

CEMENT FIBER FASCIA, P17

CEMENT FIBER TRIM, P17

CEMENT FIBER SIDING,
P12

METAL ROOFING, R5

CEMENT FIBER FASCIA, P10

POWDER COATED METAL
LOUVERS, COLOR P4

CEMENT FIBER TRIM, P12

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER WRAPPED STEEL
COL., COLOR P11

RUNNING BOND
BRICK, B7

SOLDIER COURSE BRICK
HEADER, B7

3'
 - 

0"
7'

 - 
9 

3/
8"

3'
 - 

0"
7'

 - 
9 

3/
8"

A B C D E

Bldg. 101 - Level 1
0"

ROLL-UP OVERHEAD DOOR ROLL-UP OVERHEAD DOOR

FIXED CLERESTORY OVER
ROLL-UP DOOR

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 1
0:

07
:2

0 
AM

TOWN OF HILTON HEAD
ISLAND

BUILDING ELEVATIONS -
BLDG. 101

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

C.A201

BLANCHARD &
CALHOUN

 3/16" = 1'-0"1 EAST ELEVATION

 3/16" = 1'-0"2 WEST ELEVATION

 3/16" = 1'-0"3 NORTH ELEVATION

 3/16" = 1'-0"4 SOUTH ELEVATION

No. Date Description



12346

BLDG 102 - LEVEL 1
0"

5

C.A302
1

C.A302
1

3.5

ALUMINUM FRAME
AWNING

P3

SHINGLE ROOFING, R1

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER WRAPPED STEEL
COL., COLOR P4

POWDER COATED METAL
LOUVERS, COLOR P3

POWDER COATED METAL
LOUVERS, COLOR P3

POWDER COATED METAL
LOUVERS, COLOR P3

CEMENT FIBER FASCIA, P3

CEMENT FIBER COPING, P4

RUNNING BOND
BRICK, B1

CEMENT FIBER
COPING, P4

CEMENT FIBER FASCIA &
TRIM, COLOR P3

13
' -

 0
"

13
' -

 0
"

1'
 - 

3"

EL. +22'-10" EL. +22'-10"

1 2 3 4 6

BLDG 102 - LEVEL 1
0"

53.5

E D C
B

A

BLDG 102 - LEVEL 1
0"

D.1

ALUMINUM FRAME
AWNING

SHINGLE ROOFING, R1

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER WRAPPED STEEL
COL., COLOR P4

CEMENT FIBER FASCIA, P3

CEMENT FIBER COPING, P4

RUNNING BOND
BRICK, B1

2'
 - 

8"
4"

10
' -

 0
"

1'
 - 

3"
1'

 - 
9"

EL. +25'-9"

13
' -

 0
"

13
' -

 0
"

1'
 - 

3"

13
' -

 0
"

EDCBA

BLDG 102 - LEVEL 1
0"

D.1

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 8
:5

7:
48

 A
M

TOWN OF HILTON HEAD
ISLAND

BUILDING ELEVATIONS -
BLDG. 102

CheckerAuthor 2010-026

SHELTER COVE
TOWNE CENTER

C.A202

BLANCHARD &
CALHOUN

 3/16" = 1'-0"3 EAST ELEVATION

 3/16" = 1'-0"4 WEST ELEVATION

 3/16" = 1'-0"1 NORTH ELEVATION

 3/16" = 1'-0"2 SOUTH ELEVATION

No. Date Description



134

Bldg. 103 - LEVEL 1
0"

5 24.1

C.A303
1

C.A303
1

POWDER COATED METAL
SHUTTERS, COLOR P1

SHINGLE ROOFING, COLOR R1

PROJECTED WATER TABLE AND
BASE, STUCCO TB

RUNNING BOND
BRICK, B6

POWDER COATED METAL
LOUVERS, COLOR P3

CEMENT FIBER FASCIA &
TRIM, COLOR P3

CEMENT FIBER FASCIA &
TRIM, COLOR P3

CEMENT FIBER WRAPPED STEEL
COL., COLOR P1

POWDER COATED METAL
LOUVERS, COLOR P1

CEMENT FIBER COPING &
TRIM, COLOR P1

CEMENT FIBER FASCIA &
TRIM, COLOR P3

3'
 - 

0"
10

' -
 0

"
2'

 - 
0"

1'
 - 

0"

8'
 - 

0"
2'

 - 
6"

2'
 - 

6"

8'
 - 

0"
2'

 - 
6"

2'
 - 

6"
1'

 - 
3"

1'
 - 

9"

TY
P.

 S
TO

RE
FR

ON
T 

HE
IG

HT
13

' -
 0

"

1 3 4

Bldg. 103 - LEVEL 1
0"

BLDG 103 - ROOF PLAN
16' - 0"

52

Bldg. 103 - CANOPY
13' - 0"

4.1

C.A303
1

C.A303
1

8'
 - 

0"
2'

 - 
6"

2'
 - 

6"

1'
 - 

3"

1'
 - 

9"

A

Bldg. 103 - LEVEL 1
0"

BCDE A.1

POWDER COATED METAL
SHUTTERS, COLOR P1

SHINGLE ROOFING, COLOR R1

PROJECTED WATER TABLE AND
BASE, STUCCO TB

CEMENT FIBER WRAPPED STEEL
COLS., COLOR P1

ALUMINUM TRELLIS,
COLOR P1

RUNNING BOND
BRICK, B6

POWDER COATED METAL
LOUVERS, COLOR P3

CEMENT FIBER FASCIA &
TRIM, COLOR P3

CEMENT FIBER FASCIA &
TRIM, COLOR P3

CEMENT FIBER WRAPPED STEEL
COL., COLOR P1

POWDER COATED METAL
LOUVERS, COLOR P1

ROLL-UP OVERHEAD DOOR

3'
 - 

0"
8'

 - 
4"

1'
 - 

8"
1'

 - 
0"

11
 1

/2
"

1'
 - 

0 
1/

2"

FIXED CLERESTORY WINDOW
OVER ROLL-UP DOOR

A

Bldg. 103 - LEVEL 1
0"

B C D EA.1
---
-

1'
 - 

9"
1'

 - 
3"

2'
 - 

6"
2'

 - 
6"

8'
 - 

0"

TY
PI

CA
L 

ST
OR

EF
RO

NT
 H

EI
GH

T
13

' -
 0

"

TY
PI

CA
L 

ST
OR

EF
RO

NT
 H

EI
GH

T
13

' -
 0

"

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

1/
8/

20
13

 1
0:

00
:5

4 
AM

TOWN OF HILTON HEAD
ISLAND

BUILDING ELEVATIONS -
BLDG. 103

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

C.A203

BLANCHARD &
CALHOUN

Issue Date

 3/16" = 1'-0"3 EAST ELEVATION

 3/16" = 1'-0"4 WEST ELEVATION

No. Date Description

 3/16" = 1'-0"1 NORTH ELEVATION

 3/16" = 1'-0"2 SOUTH ELEVATION



1234

Bldg. 104 - Level 1
0"

BLDG. 104 - ROOF LEVEL
14' - 0"

2.2 2.1

C.A304
1

C.A304
1

1 2 3 4

Bldg. 104 - Level 1
0"

BLDG. 104 - ROOF LEVEL
14' - 0"

2.22.1

METAL ROOFING, R5

CEMENT FIBER FASCIA, P17

CEMENT FIBER TRIM, P17

CEMENT FIBER SIDING, P12METAL ROOFING, R5

CEMENT FIBER FASCIA, P10

POWDER COATED METAL
LOUVERS, COLOR P4

CEMENT FIBER TRIM, P12

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER WRAPPED STEEL
COL., COLOR P11

POWDER COATED ALUM. WINDOW
SHUTTERS, COLOR P4

RUNNING BOND
BRICK, B7

SOLDIER COURSE BRICK
HEADER, B7

A.1BCDE

Bldg. 104 - Level 1
0"

AF

METAL ROOFING, R5

CEMENT FIBER FASCIA, P17

CEMENT FIBER TRIM, P17

CEMENT FIBER SIDING,
P12

METAL ROOFING, R5

CEMENT FIBER FASCIA, P10

POWDER COATED METAL
LOUVERS, COLOR P4

CEMENT FIBER TRIM, P12

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER WRAPPED STEEL
COL., COLOR P11

RUNNING BOND
BRICK, B7

SOLDIER COURSE BRICK
HEADER, B7

3'
 - 

0"
9'

 - 
0"

1'
 - 

8"

13
' -

 8
"

10
' -

 8
"

A.1 B C D E

Bldg. 104 - Level 1
0"

BLDG. 104 - ROOF LEVEL
14' - 0"

A F

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 9
:2

9:
57

 A
M

TOWN OF HILTON HEAD
ISLAND

BUILDING ELEVATIONS -
BLDG. 104

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

C.A204

BLANCHARD &
CALHOUN

 3/16" = 1'-0"3 EAST ELEVATION

 3/16" = 1'-0"4 WEST ELEVATION

 3/16" = 1'-0"1 NORTH ELEVATION

 3/16" = 1'-0"2 SOUTH ELEVATION

No. Date Description



A B C D E

Bldg. 101 - Level 1
0"

BLDG 101 - ROOF LEVEL
14' - 0"

PROJECTED FINISHED CEILNG HEIGHT

REFER TO STRUCTURAL DRAWINGS

TY
P.

 S
TO

RE
FR

ON
T 

HE
IG

HT
13

' -
 0

"

TY
P.

 S
TO

RE
FR

ON
T 

HE
IG

HT
13

' -
 0

"

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 9
:4

0:
17

 A
M

TOWN OF HILTON HEAD
ISLAND

BUILDING SECTIONS -
BLDG. 103

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

C.A301

BLANCHARD &
CALHOUN

 1/4" = 1'-0"1 BUILDING SECTION

No. Date Description



EDCBA

BLDG 102 - LEVEL 1
0"

BLDG 102 - ROOF PLAN
16' - 0"

D.1

BLDG 102 - ENTRY CANOPY
13' - 0"

PROJECTED FINISHED CEILNG HEIGHT

ST
OR

EF
RO

NT
 H

EI
GH

T
13

' -
 0

"

ST
OR

EF
RO

NT
 H

EI
GH

T
13

' -
 0

"

REFER TO STRUCTURAL DRAWINGS

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 8
:5

5:
31

 A
M

TOWN OF HILTON HEAD
ISLAND

BUILDING SECTIONS

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

C.A302

BLANCHARD &
CALHOUN

 1/4" = 1'-0"1 BUILDING SECTION A-A

No. Date Description



A

Bldg. 103 - LEVEL 1
0"

B C D EA.1

Bldg. 103 - CANOPY
13' - 0"

PROJECTED FINISHED CEILNG HEIGHT

REFER TO STRUCTURAL DRAWINGS

OPEN TO CLERESTORY

TY
P.

 S
TO

RE
FR

ON
T 

HE
IG

HT
13

' -
 0

"

TY
P.

 S
TO

RE
FR

ON
T 

HE
IG

HT
13

' -
 0

"

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 9
:3

3:
33

 A
M

TOWN OF HILTON HEAD
ISLAND

BUILDING SECTIONS -
BLDG. 103

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

C.A303

BLANCHARD &
CALHOUN

 1/4" = 1'-0"1 BUILDING SECTION A-A

No. Date Description



A.1 B C D E

Bldg. 104 - Level 1
0"

A F

PROJECTED FINISHED CEILNG HEIGHT

REFER TO STRUCTURAL DRAWINGS

TY
P.

 S
TO

RE
FR

ON
T 

HE
IG

HT
13

' -
 0

"

TY
P.

 S
TO

RE
FR

ON
T 

HE
IG

HT
13

' -
 0

"

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

1/
8/

20
13

 9
:2

9:
35

 A
M

TOWN OF HILTON HEAD
ISLAND

BUILDING SECTIONS -
BLDG. 104

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

C.A304

BLANCHARD &
CALHOUN

Issue Date

No. Date Description

 1/4" = 1'-0"1 BUILDING SECTION



80
'-0

"

30
'-6

"

19
'-0

"

80'-0"

30'-0"

16'-6"

30'-0"

1'-7"

30
'-6

"

70
'-0

"
25

'-0
"

119'-0"

19'-0"

44'-6"

66'-1"

26'-2"

32'-0"

41'-10" 8'-4"

8"

18'-5"

60
'-0

"

20
'-0

"
3'

-4
"

28
'-8

"

11
'-4

"

21'-0"

64'-8"

38'-4"

41'-0"

30
'-0

"

20
'-0

"

30
'-0

"

5'-0"
11'-0"

5'-0" 3'-0"
19'-0"

3'-0" 8'-6"
9'-0"

6'-0"
9'-0"

7'-2" 5'-0"

13'-0"

5'-0" 9'-0"
9'-0"

6'-0"
9'-0"

8'-0"

5'-
4"

7'-
0"

5'-
4"

7'-
0"

5'-
4"

4'-
0"

12
'-0

"

4'-
0"

5'-
4"

7'-
2"

5'-
2"

7'-
0"

5'-
4"

146.06°

1'-0"

1'-0"
6'-8"

6'-8"

1

D.A201

2D.A
20

1

3

D.A201

1D.A
20

2

2

D.A202

2908 SF
BLDG. 105

7573 SF
BLDG. 106

6418 SF
BLDG. 109

939 SF
STORAGE

A

B

C

D
F

E

G

H

J

4.1

4.1

3.5

3.5

2.7

2.7

2.2

2.2

4

4 3

3

2.9

2.9

3.8

3.8

2

2

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 8
:1

5:
24

 A
M

TOWN OF HILTON HEAD
ISLAND

CONSTRUCTION PLAN -
BLDG. 105 - 109

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

D.A111

BLANCHARD &
CALHOUN

 1/8" = 1'-0"1 BLDG. 105, 106, & 109 - LEVEL 1

No. Date Description



BLDG. 105 - 109_LEVEL 1
0"

A B C D

E

CEMENT FIBER LAP
SIDING, P14

METAL ROOFING, R5

CEMENT FIBER TRIM, COLOR
P11

PROJECTED WATER TABLE AND
BASE, B3

CEMENT FIBER WRAPPED STEEL COL.
BASE, COLOR P6

RUNNING BOND BRICK, B3

EL. 33'-3"

CEMENT FIBER WRAPPED STEEL COL.
SHAFT, COLOR P17

DOUBLE STACK SOLDIER COURSE
BRICK, B3

CEMENT FIBER CANOPY TRIM, COLOR
P17

SHINGLE FACADE, R2

PROJECTED SOLDIER COURSE
BRICK, B3

FABRIC AWNING STRETCHED
OVER ALUM. FRAME, TYP.

SHINGLE ROOFING, R1

CEMENT FIBER FASCIA &
TRIM, COLOR P3

PROJECTED WATER TABLE AND
BASE, BRICK B4

RUNNING BOND BRICK, B4

FIBER CEMENT CLADDING, COLOR
P9

CEMENT FIBER SIDING, P6

METAL ROOFING, R5

EL. +31'-4"

TIMBER BRACKET, COLOR
P18

POWDERED COATED METAL
LOUVER, P3

EL. +26'-5"

PROJECTED WATER TABLE AND
BASE, BRICK B4

SOLDIER COURSE HEADER
BRICK, B4

11
' -

 1
1"

3'
 - 

1"

TIMBER BRACKET,
COLOR P18

SOLDIER COURSE TRIM
BRICK, B4

2'
 - 

4"
TY

P.
8'

 - 
8"

2'
 - 

4"
TY

P.
8'

 - 
8"

3'
 - 

0"
8'

 - 
0"

2'
 - 

8"

+26'-11"

BLDG. 105 - 109_LEVEL 1
0"

Top of Wall - Bldg. 106 & 109
17' - 0"

F G H J

SHINGLE ROOFING, R1

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER SIDING, COLOR P4

FIBER CEMENT SIGN BAND
SIDING, P7

CEMENT FIBER TRIM, COLOR P5

ALUMINUM FRAMED TRELLIS
STRUCTURE, COLOR P5

POWDER COATED METAL SHUTTERS,
COLOR P1

CEMENT FIBER FASCIA, COLOR
P8

FIBER CEMENT FASCIA &
COPING, P12

TIMBER BRACKET, COLOR P12

EL. +25'-6"
FIBER CEMENT COPING, P8

2'
 - 

0"
1'

 - 
8"

3'
 - 

0"
8"

6'
 - 

10
"

8"
1'

 - 
6"

1'
 - 

0"
1'

 - 
0"

2'
 - 

4"

EL.+20'-6"

+13'-2"

CEMENT FIBER TRIM, P5

CEMENT FIBER TRIM, COLOR P5

2'
 - 

0"
9'

 - 
0"

 T
YP

.

2'
 - 

0"
9'

 - 
0"

 T
YP

.

BLDG. 105 - 109_LEVEL 1
0"

Top of Wall - Bldg. 106 & 109
17' - 0"

4.13.52.72.2

SHINGLE ROOFING, R1

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER SIDING, COLOR P4

CEMENT FIBER TRIM, COLOR P5

ALUMINUM FRAMED TRELLIS
STRUCTURE, COLOR P5

POWDER COATED METAL SHUTTERS,
COLOR P1

CEMENT FIBER FASCIA, COLOR
P8

CEMENT FIBER TRIM, COLOR P5

TIMBER BRACKET, COLOR P12

FIBER CEMENT FASCIA &
TRIM, P8

CEMENT FIBER SIDING, COLOR P4

EL. +25'-6"

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

D
ES

IG
N

 R
EV

IE
W

 B
O

AR
D

FI
N

AL
 A

PP
R

O
VA

L
SU

BM
IT

TA
L

2013.01.08 - DESIGN DEVELOPMENT SET

1/
8/

20
13

 8
:1

4:
03

 A
M

TOWN OF HILTON HEAD
ISLAND

BUILDING ELEVATIONS

CheckerAuthor 2010-026

SHELTER COVE
TOWNE CENTER

D.A201

BLANCHARD &
CALHOUN

 3/16" = 1'-0"1 SOUTH ELEVATION 105 & 106

 3/16" = 1'-0"2 SOUTH ELEVATION 109

 3/16" = 1'-0"3 EAST ELEVATION 109

No. Date Description



BLDG. 105 - 109_LEVEL 1
0"

FGHJ

SHINGLE ROOFING, R1

PROJECTED WATER TABLE AND BASE,
STUCCO TB

CEMENT FIBER TRIM, COLOR P5

CEMENT FIBER FASCIA,
COLOR P8

CEMENT FIBER TRIM,
COLOR P5

CEMENT FIBER SIDING, COLOR P4

2'
 - 

4"
3'

 - 
6"

7'
 - 

6"
8"

3'
 - 

0"

EL. +25'-6"

BLDG. 105 - 109_LEVEL 1
0"

ABCD

SHINGLE ROOFING, R1

CEMENT FIBER FASCIA &
TRIM, COLOR P3

PROJECTED WATER TABLE AND
BASE, BRICK B4

CEMENT FIBER SIDING, P6

CEMENT FIBER TRIM,
COLOR P11

METAL ROOFING, R5

PROJECTED WATER TABLE AND
BASE, B3

RUNNING BOND,
BRICK B3

EL. 33'-3"

DOUBLE STACK SOLDIER COURSE
BRICK, B3

EL. +25'-6"EL. +25'-6"

CEMENT FIBER TRIM,
COLOR P11

1776 Peachtree Road, N.W.

checked by project no.

sheet title

project name

architect's seal

drawn by

sheet no.

Atlanta, Georgia 30309

MSTSD, INC.

404.962.9680

Suite 200

submittals

This drawing is the property of the architect and may not be reproduced or used
without his written permission.

C
O

PY
R

IG
H

T 
©

 2
01

0:
 M

ST
SD

, I
N

C
.

P
rin

te
d:

revisions

1/
8/

20
13

 8
:1

3:
13

 A
M

TOWN OF HILTON HEAD
ISLAND

BUILDING ELEVATIONS

PJDMRR 2010-026

SHELTER COVE
TOWNE CENTER

D.A202

BLANCHARD &
CALHOUN

Issue Date

No. Date Description

 3/16" = 1'-0"1 NORTH ELEVATION 109

 3/16" = 1'-0"2 NORTH ELEVATION 105 & 106



7
7
0
-
6
7
4
-
2
6
0
0
 
 
.
 
 
F

a
x
 
6
7
8
-
3
1
9
-
0
7
4
5

3
4
6
0
 
P

r
e
s
t
o
n
 
R

i
d
g
e
 
R

o
a
d
 
 
.
 
 
S

u
i
t
e
 
2
7
5
 
 
.
 
 
A

l
p
h
a
r
e
t
t
a
,
 
G

e
o
r
g
i
a
 
3
0
0
0
5

FO
R:

REVISIONS

SH
EE

T 
TI

TL
E

SHEET NUMBER

PROJECT NUMBER

DATE

11-15-12

11-202

Th
e 

Kr
og

er
 C

om
pa

ny

Kr
og

er
 G

A-
67

1
H

ilt
on

 H
ea

d 
Is

la
nd

, S
.C

. 2
99

28
24

 S
he

lte
r C

ov
e 

La
ne

21
75

 P
ar

kl
ak

e 
Dr

iv
e 

At
la

nt
a,

 G
A 

30
34

5

OV
ER

AL
L 

FL
OO

R 
PL

AN

SCALE:

1

DR.1

FLOOR PLAN

1/16" = 1'-0"

N



7
7
0
-
6
7
4
-
2
6
0
0
 
 
.
 
 
F

a
x
 
6
7
8
-
3
1
9
-
0
7
4
5

3
4
6
0
 
P

r
e
s
t
o
n
 
R

i
d
g
e
 
R

o
a
d
 
 
.
 
 
S

u
i
t
e
 
2
7
5
 
 
.
 
 
A

l
p
h
a
r
e
t
t
a
,
 
G

e
o
r
g
i
a
 
3
0
0
0
5

FO
R:

REVISIONS

SH
EE

T 
TI

TL
E

SHEET NUMBER

PROJECT NUMBER

DATE

11-15-12

11-202

Th
e 

Kr
og

er
 C

om
pa

ny

Kr
og

er
 G

A-
67

1
H

ilt
on

 H
ea

d 
Is

la
nd

, S
.C

. 2
99

28
24

 S
he

lte
r C

ov
e 

La
ne

21
75

 P
ar

kl
ak

e 
Dr

iv
e 

At
la

nt
a,

 G
A 

30
34

5

RO
OF

 P
LA

N

SCALE:

1

DR.2

ROOF PLAN

1/16" = 1'-0"

N



7
7
0
-
6
7
4
-
2
6
0
0
 
 
.
 
 
F

a
x
 
6
7
8
-
3
1
9
-
0
7
4
5

3
4
6
0
 
P

r
e
s
t
o
n
 
R

i
d
g
e
 
R

o
a
d
 
 
.
 
 
S

u
i
t
e
 
2
7
5
 
 
.
 
 
A

l
p
h
a
r
e
t
t
a
,
 
G

e
o
r
g
i
a
 
3
0
0
0
5

FO
R:

REVISIONS

SH
EE

T 
TI

TL
E

SHEET NUMBER

PROJECT NUMBER

DATE

11-15-12

11-202

Th
e 

Kr
og

er
 C

om
pa

ny

Kr
og

er
 G

A-
67

1
H

ilt
on

 H
ea

d 
Is

la
nd

, S
.C

. 2
99

28
24

 S
he

lte
r C

ov
e 

La
ne

21
75

 P
ar

kl
ak

e 
Dr

iv
e 

At
la

nt
a,

 G
A 

30
34

5

EL
EV

AT
IO

N
S

SCALE:

1

DR.3

FRONT ELEVATION

1/16" = 1'-0"

SCALE:

2

DR.3

REAR ELEVATION

1/16" = 1'-0"

SCALE:

3

DR.3

SIDE ELEVATION

1/16" = 1'-0"

SCALE:

4

DR.3

SIDE ELEVATION

1/16" = 1'-0"



1

DR.7

2

DR.7

1

DR.8

3

DR.8

2

DR.8

7
7
0
-
6
7
4
-
2
6
0
0
 
 
.
 
 
F

a
x
 
6
7
8
-
3
1
9
-
0
7
4
5

3
4
6
0
 
P

r
e
s
t
o
n
 
R

i
d
g
e
 
R

o
a
d
 
 
.
 
 
S

u
i
t
e
 
2
7
5
 
 
.
 
 
A

l
p
h
a
r
e
t
t
a
,
 
G

e
o
r
g
i
a
 
3
0
0
0
5

FO
R:

REVISIONS

SH
EE

T 
TI

TL
E

SHEET NUMBER

PROJECT NUMBER

DATE

11-15-12

11-202

Th
e 

Kr
og

er
 C

om
pa

ny

Kr
og

er
 G

A-
67

1
H

ilt
on

 H
ea

d 
Is

la
nd

, S
.C

. 2
99

28
24

 S
he

lte
r C

ov
e 

La
ne

21
75

 P
ar

kl
ak

e 
Dr

iv
e 

At
la

nt
a,

 G
A 

30
34

5

EL
EV

AT
IO

N
S 

AN
D 

PL
AN

S

SCALE:

1

DR.4

FRONT ELEVATION

1/8" = 1'-0"

SCALE:

2

DR.4

FLOOR PLAN

1/8" = 1'-0"

SCALE:

4

DR.4

FLOOR PLAN

1/8" = 1'-0"

SCALE:

3

DR.4

FRONT ELEVATION

1/8" = 1'-0"



7
7
0
-
6
7
4
-
2
6
0
0
 
 
.
 
 
F

a
x
 
6
7
8
-
3
1
9
-
0
7
4
5

3
4
6
0
 
P

r
e
s
t
o
n
 
R

i
d
g
e
 
R

o
a
d
 
 
.
 
 
S

u
i
t
e
 
2
7
5
 
 
.
 
 
A

l
p
h
a
r
e
t
t
a
,
 
G

e
o
r
g
i
a
 
3
0
0
0
5

FO
R:

REVISIONS

SH
EE

T 
TI

TL
E

SHEET NUMBER

PROJECT NUMBER

DATE

11-15-12

11-202

Th
e 

Kr
og

er
 C

om
pa

ny

Kr
og

er
 G

A-
67

1
H

ilt
on

 H
ea

d 
Is

la
nd

, S
.C

. 2
99

28
24

 S
he

lte
r C

ov
e 

La
ne

21
75

 P
ar

kl
ak

e 
Dr

iv
e 

At
la

nt
a,

 G
A 

30
34

5

EL
EV

AT
IO

N
S 

AN
D 

PL
AN

S

SCALE:

2

DR.5

FLOOR PLAN

1/8" = 1'-0"

SCALE:

1

DR.5

SIDE ELEVATION

1/8" = 1'-0"

SCALE:

3

DR.5

SIDE ELEVATION

1/8" = 1'-0"

SCALE:

4

DR.5

FLOOR PLAN

1/8" = 1'-0"



7
7
0
-
6
7
4
-
2
6
0
0
 
 
.
 
 
F

a
x
 
6
7
8
-
3
1
9
-
0
7
4
5

3
4
6
0
 
P

r
e
s
t
o
n
 
R

i
d
g
e
 
R

o
a
d
 
 
.
 
 
S

u
i
t
e
 
2
7
5
 
 
.
 
 
A

l
p
h
a
r
e
t
t
a
,
 
G

e
o
r
g
i
a
 
3
0
0
0
5

FO
R:

REVISIONS

SH
EE

T 
TI

TL
E

SHEET NUMBER

PROJECT NUMBER

DATE

11-15-12

11-202

Th
e 

Kr
og

er
 C

om
pa

ny

Kr
og

er
 G

A-
67

1
H

ilt
on

 H
ea

d 
Is

la
nd

, S
.C

. 2
99

28
24

 S
he

lte
r C

ov
e 

La
ne

21
75

 P
ar

kl
ak

e 
Dr

iv
e 

At
la

nt
a,

 G
A 

30
34

5

EL
EV

AT
IO

N
S 

AN
D 

PL
AN

S

SCALE:

1

DR.6

SIDE ELEVATION

1/8" = 1'-0"

SCALE:

3

DR.6

SIDE ELEVATION

1/8" = 1'-0"

SCALE:

2

DR.6

FLOOR PLAN

1/8" = 1'-0"

SCALE:

4

DR.6

FLOOR PLAN

1/8" = 1'-0"



7
7
0
-
6
7
4
-
2
6
0
0
 
 
.
 
 
F

a
x
 
6
7
8
-
3
1
9
-
0
7
4
5

3
4
6
0
 
P

r
e
s
t
o
n
 
R

i
d
g
e
 
R

o
a
d
 
 
.
 
 
S

u
i
t
e
 
2
7
5
 
 
.
 
 
A

l
p
h
a
r
e
t
t
a
,
 
G

e
o
r
g
i
a
 
3
0
0
0
5

FO
R:

REVISIONS

SH
EE

T 
TI

TL
E

SHEET NUMBER

PROJECT NUMBER

DATE

11-15-12

11-202

Th
e 

Kr
og

er
 C

om
pa

ny

Kr
og

er
 G

A-
67

1
H

ilt
on

 H
ea

d 
Is

la
nd

, S
.C

. 2
99

28
24

 S
he

lte
r C

ov
e 

La
ne

21
75

 P
ar

kl
ak

e 
Dr

iv
e 

At
la

nt
a,

 G
A 

30
34

5

SE
CT

IO
N

S

SCALE:

1

DR.7

WALL SECTION

1/2" = 1'-0"SCALE:

2

DR.7

WALL SECTION

1/2" = 1'-0"



7
7
0
-
6
7
4
-
2
6
0
0
 
 
.
 
 
F

a
x
 
6
7
8
-
3
1
9
-
0
7
4
5

3
4
6
0
 
P

r
e
s
t
o
n
 
R

i
d
g
e
 
R

o
a
d
 
 
.
 
 
S

u
i
t
e
 
2
7
5
 
 
.
 
 
A

l
p
h
a
r
e
t
t
a
,
 
G

e
o
r
g
i
a
 
3
0
0
0
5

FO
R:

REVISIONS

SH
EE

T 
TI

TL
E

SHEET NUMBER

PROJECT NUMBER

DATE

11-15-12

11-202

Th
e 

Kr
og

er
 C

om
pa

ny

Kr
og

er
 G

A-
67

1
H

ilt
on

 H
ea

d 
Is

la
nd

, S
.C

. 2
99

28
24

 S
he

lte
r C

ov
e 

La
ne

21
75

 P
ar

kl
ak

e 
Dr

iv
e 

At
la

nt
a,

 G
A 

30
34

5

SE
CT

IO
N

S

SCALE:

1

DR.8

WALL SECTION

1/2" = 1'-0"SCALE:

2

DR.8

WALL SECTION

1/2" = 1'-0"SCALE:

3

DR.8

WALL SECTION

1/2" = 1'-0"



 1 

  
DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
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ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood     
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment     

Utilizes natural materials and colors    
Many buildings include elements painted metallic or 
hammered silver.  Many buildings contain more than 
2 accent colors. 

Avoids distinctive vernacular styles     
Design is appropriate for its use     

All facades are have equal design characteristics    

Most pedestrian spaces have equal design 
characteristics, however more attention should be 
given to buildings 105, 106, & 109 visible from 
Shelter Cove Lane, parking lot, or pedestrian 
corridors. 

Avoids monotonous planes or unrelieved repetition     
Has a strong roof form with enough variety to provide 
visual interest     
Minimum roof pitch of 6/12    Roof pitch varies (9:12, 6:12, 2:12, flat) with mostly 



 2 

appropriate variation (flat sections are small and 
located between pitches sections, etc).  Attention 
should be given to buildings 120 and 131 which are 
mostly flat with large, mostly flat roofs beyond 
(Kroger & Belk). 

Overhangs are sufficient for the façade height.     
Forms an details are sufficient to reduce the mass of the 
structure     
Human scale is achieved by the use of proper proportions 
and architectural elements     

Utilizes a variety of materials, textures and colors    Lots of metal/powder-coated aluminum products used 
(louvers, shutters, trellis, columns, guardrails, etc). 

Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     
Utilities and equipment are concealed from view    Provide details for utility screens. 
Decorative lighting is limited and low wattage and adds 
to the visual character    Some proposed light fixtures are very contemporary 

in nature. 
Accessory elements are design to coordinate with the 
primary structure     
 
 
MISC COMMENTS/QUESTIONS 
Site plans, including landscaping and site lighting, will be submitted and reviewed as a separate package.   
A written Notice of Action from the Shelter Cove ARB is required 7 days in advance of DRB approval.        
A sign system is being prepared and will be submitted and reviewed at a later date.  All signage indicated on building elevations is a 
place holder only. 
Details and fabric samples should be submitted for all canopies and awnings. 
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Emeritus at Hawthorne Inn – MINOR EXTERNAL CHANGE DRB#: DR 130001    
 
DATE: January 22, 2013  
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      
 
Emeritus at Hawthorne Inn proposes to repaint the fascia/trim/portico, the body of the building, and the shutters/guard rail at the 
handicap ramp.  The proposed change will result in a building with colors in keeping with the Design Guide. 
 
Staff recommends approval of this application as submitted.   
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Floors to Go – ALTERATION/ADDITION    DRB#: DR 130002    
 
DATE: January 22, 2013  
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      
 
Floors to Go is relocated to 123B Mathews Drive and proposes to install a 6’ height chain link fence with barbed wire behind their 
warehouse.  
 
Staff recommends approval of this application with the conditions that the proposed fence meet the requirements of the LMO section 
16-5-706 (only aesthetically acceptable fences less than 4’ in height be allowed within the required setbacks along streets), that any 
chain link fence be dark green vinyl coated without barbed wire, and that landscaping be added in front of the section of fence along 
Thompson Street ROW and supplemented as necessary to screen the fence along the ROW on the rear of the property.  
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