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 Town of Hilton Head Island 
Regular Design Review Board Meeting 

 

  Tuesday, February 12, 2013  
1:15 p.m. – Benjamin M. Racusin Council Chambers  

 

AGENDA 
 

As a Courtesy to Others Please Turn Off All Cell Phones and Pagers during the Meeting. 

 

1.  Call to Order  

2.  Roll Call 

3. Freedom of Information Act Compliance 
Public notification of this meeting has been published, posted, and mailed in compliance with         
the Freedom of Information Act and the Town of Hilton Head Island requirements 

4.    Approval of Agenda 

5. Approval of Minutes – Meeting of January 22, 2013    

6.    Staff Report                           

7. Board Business                          

8.    Unfinished Business  

9.  New Business 

A. New Development  

1) DR 120030 – Shelter Cove Towne Center Phase 1B FINAL (HARDSCAPE & 
LANDSCAPE) 

B. Alteration/Addition 

1) DR 130003 - Vine 

2) DR 130004 – Kangaroo Express-Mathews Drive 

3) DR 130005 – Kangaroo Express-Gum Tree Road 

C. Minor External Change 

1) DR 130006 – Kangaroo Express-Repaint 

2) DR 120033 – Sands Village-Repaint 

D. Sign 

1) DR 130008 – Reilley’s Plaza Directional Sign 

10.    Appearance by Citizens 

11.    Adjournment 
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Please note that a quorum of Town Council may result if four (4) or more of Town 
Council members attend this meeting. 
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 Town of Hilton Head Island 

                                                  Design Review Board                                     DRAFT 
Minutes of the Tuesday, January 22, 2013 Meeting   
1:15p.m – Benjamin M. Racusin Council Chambers 

 
 
 
Board Members Present: Chairman Scott Sodemann, Jake Gartner, Tom Parker,                        

Jennifer Moffett, Galen Smith and Todd Theodore   
                         
 Board Members Absent: Vice Chairman Deborah Welch   
         
Council Members Present: None    
 
Town Staff Present:  Jennifer Ray, Urban Designer  
    Teri Lewis, LMO Official 
    Richard Spruce, Plans Review Administrator 

Kathleen Carlin, Secretary 
 
 

1.      Call to Order  
Chairman Scott Sodemann called the meeting to order at 1:15p.m. 

 
2.    Roll Call 

 
3.    Freedom of Information Act Compliance  

 
4. Approval of the Agenda  
    The Board approved the agenda as presented by general consent.   

 
5.    Approval of the Minutes  

The Board approved the minutes of the January 8, 2013 meeting as presented by general consent.   
 

6. Staff Report                            
   Each Board member has received a copy of the 2013 Town of Hilton Head Island Town Council 

Adopted Goals/Policy Agenda booklet.        
  

7. Board Business                                                                                                                                      
None  

  
8.      New Business  
 (Mr. Parker and Mr. Theodore recused themselves from review of the following application due to 

professional conflicts of interest.  A Conflict of Interest Form was completed and signed by Mr. 
Parker and Mr. Theodore and attached to the record.) 
A.  Shelter Cove Towne Center Phase 1B Final Review Architecture DR120030                  
Ms. Ray stated that the Board provided Conceptual approval of this project on November 13, 2012.  
At that meeting the Board complimented the quality of the project and provided the following design 
comments:  (1) the north elevation of the Kroger store is in need of additional character and detail; 
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(2) the Board is concerned with the potential conflict between the vehicular traffic and the pedestrian 
traffic; (3) the entrances and facades of the existing Belk stores (including the backside service 
loading area) are in need of additional attention; (4) the east facade of the Kroger store may benefit 
from a different architectural character.    

Ms. Ray presented an in-depth overhead review of today’s application for Final review of 
architecture.  Ms. Ray stated that the lease reference plan has changed very little since the   
Conceptual approval.  The primary difference is that Section D, the spaces that are located in 
between Belk 1 and Belk 2 stores, has been filled in.    

Ms. Ray reviewed the material and color finishes and details.  Details include trellis and trim, wood 
siding, fascia, trellis, shutters, columns, guardrails, louvers, and brackets.  The colors are mostly 
earth tone and are in keeping with the Design Guide.  Some buildings contain more than 2 accent 
colors.  Ms. Ray presented comments regarding the fabric awnings, shingle roofs and clay tile.  An 
actual sample of the fabric awnings is required.    

The project utilizes a variety of materials, textures and colors, including metal/powder-coated 
aluminum products.  All of the elements work well together to achieve island character.  The 
buildings pay close attention to massing, roof shape, roof type, textures, pedestrian scale and detailed 
accents.  Historical influences are present in the buildings but the buildings also include a more 
contemporary design.   

A lot of offsets are used in the facades.  Along with roof overhangs, canopies and awnings, the 
offsets will create strong shadow lines and varied experiences along the pedestrian way.  Outside 
facades are wrapped in brick and tabby-like stucco and roofs are clad in muted metal standing seam 
roof, shingle roof, or clay tile roofing (used in limited accent areas).     

Most pedestrian spaces have equal design characteristics.  However, staff recommends that more 
attention be given to Buildings 105, 106 and 109 due to the visibility from Shelter Cove Lane, the 
parking lot and pedestrian corridors.  

Many of the elevations will have context from the pedestrian level and from the parking experience 
only.   The roof pitch varies (9:12, 6:12, 2:12, and flat) with mostly appropriate variation (flat 
sections are small and located between pitched sections, etc.).   Staff recommends that additional 
attention be given to Buildings 120 and 131 which are mostly flat with large, mostly flat roofs 
beyond (the Belk store).    

Ms. Ray described the location of the chain link fence behind the Kroger store.  Staff recommends 
that the solid wall be continued or a solid fence installed on top of the short wall that will be more in 
keeping with the character of the building.   

Ms. Ray described the proposed location and the design of the public restrooms.  Staff has security 
concerns with the location and design of the restrooms because they are somewhat hidden and not   
easily viewed from the street.   

Ms. Ray presented a review of the proposed light fixtures including cut sheets.  Staff is concerned 
that some of the light fixtures are too contemporary when compared to the more traditional light 
fixtures.  Extremes in design should be avoided.  Ms. Ray presented the location of the mural.  
Additional information regarding the mural will be required before it can be approved.    

A sign system is being prepared and will be submitted and reviewed at a later date (all signage 
indicated on building elevations is a place holder only.)   Ms. Ray stated that the project’s site plans 
including landscaping and site lighting will be submitted and reviewed as a separate package.   

Ms. Ray stated that this project is under the jurisdiction of the Shelter Cove Architecture Review 
Board.  A written Notice of Action from the Shelter Cove ARB is required seven days in advance of 
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DRB approval of the application.  The staff has not received the required Notice of Action yet.  The 
Board may provide comments regarding the project today but no action may be taken today.  At 
completion of the staff’s presentation, Chairman Sodemann requested that the applicant make his 
presentation. 

Mr. Paul D’Arconte, with MSTSD Architects, presented statements in support of the application.  
The Board and the applicant discussed the application.  Mr. Smith stated that Hilton Head Island 
already has a Main Street and the applicant will need to select another street name for Shelter Cove 
Centre.  Mr. Smith also presented statements regarding the north elevation and the east elevation of 
the Kroger store.  Additional attention to the design and character is needed in this location.  The 
back sides of Buildings 106 and 109 will be visible from condominiums that will be built in the 
future so additional attention is needed in this area.  Mr. Smith stated that the restrooms will need to 
be well lighted for security purposes.  

Ms. Moffett stated that she agrees with Mr. Smith’s comments.  Ms. Moffett also stated that the 
chain link fence behind Kroger should be avoided as it conflicts with island character. The facades 
for Belk should be upgraded so that they match the quality of the rest of the project.  The back area 
of the project should be well lighted for security purposes.  Ms. Moffett restated Vice Chairman 
Welch’s previous concerns regarding the roundabout and pedestrian access and safety.   

Mr. Gartner complimented the quality of the project including the offsets and roof variety.  Mr. 
Gartner stated that additional attention to the pedestrian elevation (on the side of Buildings 109 and 
110) is needed.  Mr. Gartner stated his opposition to the chain link fence.  Mr. Gartner agreed with 
the need for the Belk store to upgrade their facades.  The facades need to be updated and brought up 
to the quality of the rest of the project.      

Chairman Sodemann complimented the architecture of the project and stated that he agrees with the 
comments already provided by staff and the Board. Chairman Sodemann stated that lighting in the 
restrooms will be very important.  Chairman Sodemann stated that the strong contrast in the style of 
light fixtures should be avoided.  Dealing with the corner of the Kroger store is a real challenge due 
to delivery trucks.   However, additional enhancements to the area would be appreciated.  
Landscaping in the area is limited.   Chairman Sodemann stated that there may be too many colors, 
especially in the different shades of green.  These may need to be limited.  

Ms. Kim Traylor, with the Kroger Company, requested clarification from the Board on the north 
wall of Kroger and the east wall of Kroger.  These are the walls seen from the road. The Board stated 
that additional design character is needed in this area to break up the long walls.  Landscaping may 
help soften the area.  Dealing with the north wall is a challenge because of the loading dock.   
Chairman Sodemann agreed with concerns regarding the visibility of this area by the residents of 
future condominiums.     

Mr. D’Arconte responded to the Board’s comments regarding the colors, security of the restrooms, 
and the chain link fencing.  The Board will be able to view an actual mock up of the colors and the 
brick.  Fabric samples will be provided.  Mr. D’Arconte presented comments regarding the buildings 
located between Belk 1 and Belk 2 (this will probably change and is a ‘place holder’ at this time.)       

The Board stated that they are looking forward to receiving the rest of the application.  No action 
was taken by the Board. 

B.  Emeritus at Hawthorne Inn Minor External Change DR130001  

Ms. Ray introduced the application and stated its location at 15 Main Street.  Ms. Ray presented an 
in-depth overhead review of the application including an aerial view of the site and existing site 
conditions.  Ms. Ray stated that the applicant is proposing to change their color scheme.   
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Ms. Ray presented samples of the proposed color palette which is nature blending and in keeping 
with the Design Guide.  The staff stated that the proposed color palette is an improvement over the 
existing colors.  Staff recommended that the application be approved.  Following staff’s 
presentation, Chairman Sodemann requested that the applicant make his presentation. 

Mr. Paul Peeples presented statements in support of the application.  The Board and the applicant 
discussed the existing color scheme and the new color scheme.  The Board stated that they like the 
new color scheme and they agreed with staff’s recommendation for approval.  Following final 
comments by the Board, Chairman Sodemann requested that a motion be made.   

Mr. Theodore made a motion to approve application DR130001 as submitted by staff.  Mr. Parker 
seconded the motion and the motion passed with a vote of 6-0-0. 

 

C. Floors to Go Alteration/Addition DR130002 

Ms. Ray introduced the application and stated its location.  The applicant is proposing to relocate 
their showrooms to 123 Matthews Drive.  Ms. Ray presented an in-depth overhead review of the 
application including an aerial photo, a site survey, and photos of existing site conditions.  

The applicant would like to install a 6-foot high galvanized chain link fence behind their warehouse 
with three rows of barbed wire. The applicant states that the fence is needed for security purposes. 
Ms. Ray discussed the applicant’s 20-foot setback from both Thompson Street and the road in the 
rear.   If the applicant would like to install the fence beyond the required location, the applicant will 
need to apply for a variance from the Board of Zoning Appeals.  Staff recommends that the 
application be approved with the conditions that the fence be shifted back outside of the required 
setback, that the fence be green or black vinyl coated, that it have no barbed wire, and landscaping 
be added to screen the fence.  Following the staff’s presentation, Chairman Sodemann requested that 
the applicant make his presentation. 

Mr. Steve Fisher, business owner, presented statements in support of the application.  The applicant 
discussed his need for space and for security.  The Board discussed the application with Mr. Fisher.  
The Board stated their concern with the aesthetics of a galvanized chain link fence.  If the fence is 
approved, it should be brown vinyl coated. The Board agreed with the applicant that a six-foot fence 
should be permitted for security reasons.   The Board discussed the LMO requirements for 20-foot 
setbacks.  Ms. Ray stated that a six-foot fence is not permitted within the 20-foot setback per the 
LMO.    

 Mr. Theodore presented statements regarding the improvements that are being made in the area.   
Mr. Parker stated that the Board is concerned with the aesthetics of the fence and not the location. 
Barbed wire should be permitted in the location based on security concerns.  The other Board 
members agreed.  Mr. Gartner recommended that the vinyl coated chain link fence be brown so that 
it matches the Palmetto Electric fence.  The applicant should pull the fence back in line with the 
setback requirements.  Following the Board’s discussion, Chairman Sodemann requested that a 
motion be made. 

 Mr. Gartner made a motion to approve application DR130002 with the following conditions:                 
(1) the fence shall be located outside the required setback per LMO requirements; (2) the fence shall 
be 6-foot high brown vinyl clad with 3 rows of barbed wire.  Mr. Smith seconded the motion and the 
motion passed with a vote of 6-0-0.   

 

    
9.     Appearance by Citizens  
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        None 

                         

10.   Adjournment                      
   The meeting was adjourned at 2:20p.m.   

 

  Submitted By:   Approved By:   
     
 
  ____________________  __________________ 
  Kathleen Carlin   Scott Sodemann                    
  Secretary    Chairman 
 
 
 
 



Town ofHilton Head Island 
Community Development Department 


One Town Center Court 

Hilton Head Island, SC 29928 


Phone: 843-341-4757 Fax: 843-842-8908 

www.hiltonheadislandsc.gov 


FOR OFFICIAL US£ ONLY 

Date Received:___ _ _ 

Accepted by:--- --
App. N: OR.______ 

Meeting Date: 

Applicant/Agent Name: Kristen Mansfield Company: Wood + Partners, Inc. 

Mailing Address : P.0. Box 23949 City: HHI State: SC Zip: 29925 
Telephone: 843.681.6618 Fax:843.681.7086 E-mail : kmansfield@woodandpartners.com 

Project Name: Shelter Cove Towne Centre Phase 1C Project Address: 24 Shelter Cove Lane 

Parcel Number (PlN): R§_.£.Q_ ..Q..1..£ .Q..Q.J2. _Q ..Q..£ .Q_ ..Q. ..Q. .Q. .Q. 
Zoning District· PD-1 	 Overlay District(s)· Corridor Overlay District 

DESIGN REVIEW BOARD (DR) SUBMITTAL REQUffiEMENTS 

Digital Submissions ma£ be acceeted via e-mail b£ calling 843-341-4757. 

Project Category: 

__New Development- Conceptual --Alteration/Addition 
_X_New Development- Final, indicate Project Number __Minor External Change 

Submittal Requiremeots for All projects: 

__!!___Private Architectural Review Board (ARB) Notice ofAction (if applicable): When a project is within the 
jurisdiction of an ARB , the applicant shall submit such ARB's written notice ofaction per LMO Section 16· 
3-1004. Submitting an application to the ARB to meet this requirement is the responsibility of the applicant. 

_x_	Filing Fee, New Development $ 175, Alterations/Additions $100, Minor External $50 cash or check made 
payable to the Town ofHilton Head Island. 

Additional Subminal Requirements: 

New Development- Conceptual Approval 
__ 	A survey ( 1"=30' minimum scale) of property lines, existing topography and the location of trees meeting tbe 

tree protection regu la tions ofSec. 16-3-405, and ifapplicable, location ofbordering streets, marshes and 
beaches. 

__	A site analysis study to include specimen trees, access, significant topography, wetlands, buffers, setbacks, 
views, orientation and other site features that may influence design. 

__	A draft written narrative describing the design intent of the project, its goals and objectives and bow it 
reflects the site analysis results. 

__Context photographs of neighboring uses and architectural styles. 

__Conceptual site plan ( to scale) showing proposed location ofnew structures, parking areas and landscaping. 

__	Conceptual sketches ofprimary exterior elevations showing architectural character of the proposed 
development, materials, colors, shadow lines and landscaping. 

*
La-• R<' i;<d ; 20 111 See attached na rrative 



Additional Submittal Requirements: 

New Development- Final Approval 
_ x_ A final written narrative describing how the project conforms with the conceptual approval and design 

review guidelines ofSec. 16-4-503. 

_x_ Final site development plan meeting the requirements ofSec. 16-3-303.F. 

_ X_ Final site lighting and landscaping plans meeting the requirements ofSec. 16-3-304 and Sec. 16-3-305 . 

.:!!.._Final floor plans and elevation drawings (1/8"= 1'·0" minimum scale) showing exterior building materials and 
colors with architectural sections and details to adequately describe the project. 

_ x_ A color board (II "x17" maximum) containing actual color samples ofall exterior finishes, keyed to the 
elevations, and indicating the manufacturer's name and color designation. 

_ X_Any additional information requested by the Design Review Board at the time ofconcept approval, such as 
scale model or color renderings. that the Board finds necessary in order to act on a final application. 

Additional Submittal Requirements: 

Alterations/Additions and Miuor External Changes 
A written narrative describing how project conforms to design guidelines ofSection 16-4-503 . 

__ Photographs and/or drawings ofexisting development. 

__Drawings of the proposed development- ll"x 17". 

_MateriaVcolor samples of existing and proposed changes· 8 W'X 14'" Maximum; Stating manufacturer and 
material name 

Note: All application items must be received by the deadline date in order to be reviewed by the DRB per LMO 
Section 16·3·106. 

A representative for each agenda item is strongly encouraged to attend the meeting. 

Are there recorded private covenants and/or restrictions that are contrary to, conflict with, or prohibit 
the proposed request? Ifyes, a copy of the private covenants and/or restrictions must be submitted with 
this application. D YES [E)NO 

To the best of my knowledge, the information on this application and all additional documentation is true, 
factua l, and complete. I hereby agree to abide by all conditions of any approvals granted by the Town of Hilton 
Head Island. I understand that such conditions shall apply to the subject property only and are a right or 
obligation transferable by sale. 

I further understand that in the event of a State of Emergency due to a Disaster, the review and approval times 
set forth in the Land Management Ordinance may be suspended. 

;Z-!JJJJU/ 1.25.13 

SIGNATURE DATE 
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Final Design Narrative – Landscape and Hardscape 
For  

Shelter Cove Towne Centre Phase 1C 
January 25, 2013 

 
Revitalization of the Shelter Cove Mall property represents a rare and unique opportunity to 
create a mid-island mixed-use destination with commercial and residential land uses that are 
oriented to Broad Creek.  The development is organized around a relocated Shelter Cove Lane 
and a new Central Main Street connecting William Hilton Parkway to the water front.   
 
The new Central Main Street contains enhanced streetscaping elements such as on-street 
parking, ornamental street lights, specialty paving, canopy street trees and other plant material, 
and strategically located site furniture. The enhanced streetscape aids in bringing a pedestrian 
scale to the project through its connection with building mass, detailing, and materials.   
 
Whereas the retail buildings pay careful attention to massing, textures, materials, and colors, so 
too does the hardscape elements.  Local and regional materials such as oyster shell concrete, 
Old Carolina Brick, and tabby stucco preserve the island character and Low Country aesthetics.  
Integral color concrete highlights critical entry and gathering spaces, brick banding breaks up 
horizontal mass and helps define pedestrian spaces, and select colors and finishes draw 
inspiration from the architectural color palette. 
 
The proposed landscape at Shelter Cove Towne Centre reflects an urban streetscape 
environment.  The planting concept highlights the pedestrian corridors with canopy street trees, 
accents the pedestrian plazas with palms and ornamentals, and provides shade in the parking 
areas with canopy trees in the parking islands.  The site tries to preserve as many existing trees 
as possible to maintain a mature canopy where available and appropriate.  Only one specimen 
tree is currently being impacted by the relocation of Santee Cooper’s power line. 
 
Per discussion with and approval from TOHH Staff, mitigation for tree removal is based on 1 
replacement tree for every 10” removed per category per LMO section 16-3-404.B.  Tree 
replacements will meet or exceed required tree replacements within each tree category.  The 
design team has been working with Natural Resources to match as closely as possible the 
replacement tree plantings to the species of trees removed in order to maintain species diversity 
within the project.  The shrub and groundcover plant palette utilizes native and adaptive species 
that perpetuates the character of the island and reinforces the coastal and Low Country 
aesthetic. 
 
In conjunction with Palmetto Electric standard shoebox area lights and the Hagerstown 
ornamental street lights, low wattage, decorative bollards are used near primary building 
entrances, along the streetscape within the realigned power line easement, and other strategic 
locations throughout the commercial village.  Low wattage accent lighting is also being used to 
highlight palm trees in the central plaza and columns at the entries of the Central Main Street.   
 
*This design review package focuses on the hardscape and landscape components of the 
project as the architectural elements have been previously submitted. 



 

 
Materials and Furnishings 
Shelter Cove Towne Centre 
Hilton Head Island, SC 
 
Vehicular Hardscape Materials: 
Permeable Pavers 
Pine Hall Brick Storm Pave Permeable Pavers  

‐ Color:  Full Range Red  
‐ Pattern:  45 degree Herringbone with Single Header Border 

 

   
              Full Range Red Color Sample 
 
Primary Drive Aisles: 
Shell Stamped Asphalt with Shell Borders and Permeable Pavers Parking Stalls 
 

 
   



 

 
Pedestrian Hardscape Materials: 
Sidewalks and Plazas: 
Specialty Brick:  Old Carolina Brick 

‐ Color:  Savannah Gray   
‐ Pattern:  45 degree Herringbone with Single or Double Header Border 
‐ Joints:  Hand Tight Joints in Paver Field and Mortar Joints in Border 

 

 
 
Concrete:  Oyster Shell Concrete (#3 shell) w/ Savannah Gray Brick Single or Double Border 
 

 
  
   



 

 
Pedestrian Hardscape Materials (Cont.): 
Integral Colored Concrete:  Scofield Chromix Admixture w/ Color Hardener (for mottled finish) 

‐ Integral Colors: Shadow Slate and Adobe Tan 
‐ Hardener Color:  Terra Cotta 

 

 
 

         
Shadow Slate Color Sample 

         
 Adobe Tan Color Sample 

 
 
 
 



 

 
Pedestrian Hardscape Materials (Cont.): 
ADA Truncated Dome Tile: 
STEP‐SAFE Detectable Warning Tile 

‐ Color: Chocolate Brown 
‐ Size: 12”x12”x.5” 

 

 
 

 
   



 

 
Pedestrian Hardscape Materials (Cont.): 
ADA Truncated Dome Paver: 
Pine Hall Brick ADA Truncated Dome 

‐ Color: Red 
 

 
 

Site Furnishings: 
Site Bench: 
SiteScapes Tall Grass Backed Bench – 6’ length (Model TG1‐1000) 

‐ Finish: DuraCoat 
‐ Color: Onyx (as shown) 
‐ Surface Mount 

 



 

 
Site Furnishings (Cont.): 
Trash Receptacles: 
SiteScapes Tall Grass Receptacle – 36 Gallon (Model TG2‐3000) 

‐ Finish: DuraCoat  
‐ Color: Onyx (as shown)  
‐ Surface Mount 

 

 

 

 
 



 

 
Site Furnishings (Cont.): 
Bike Loops: 

MadRax ‘UX’ Bike Rack (Model UX238‐IG‐MS) 
‐ Finish:  Mad Shield (Hot Dipped Galvanized and Powder Coated) 
‐ Color: Black (as shown) 
‐ In Ground Mount 

 

 
 

   



 

 
Site Furnishings (Cont.): 
Bike Service Station: 
Dero Fixit – (1 Total) 

‐ Finish: Powder  Coat 
‐ Color: Black 
‐ Surface Mount 

 
 
   



 

 
Site Furnishings (Cont.): 
Drinking Fountain: 
Most Dependable Fountains – Historical Series (Model #2008SM) 

‐ Finish: Powder Coat 
‐ Color: Textured Black 
‐ Surface Mount                          

 

   

Textured Black Color Sample 



 

 
Site Furnishings (Cont.): 
Bollards: 
Reliance Foundry Co. Ltd. – R‐7576 

‐ Color:  Black Semi Gloss Textured (as shown) 
‐ In Ground Mount 

  

   



 

 
Site Furnishings (Cont.): 
Planter Pots: 
Type A:  Existing 48” Dia. Round – Terra Cotta 
 

 
 
Type B:  Existing 38” Dia. Tapered – Terra Cotta 
 

 



 

 
 

Site Furnishings (Cont.): 
Type C and D:  Quick Crete Products, Riviera Round –  

‐ Type C Model: Model #QR‐RIV3226P 
‐ Type D Model: Model #QR‐RIV2621P 
‐ Color:  Emerald Bay Green w/ Hycrete 
‐ Texture: Smooth 

 

  

 

   

Emerald Bay Green Color Sample

Smooth Finish Sample 



 

 
Site Lighting: 
Bollard Lighting: 
Philips Lumec Domus Series DOSB1  

‐ Lamp Type:  High Pressure Sodium 
‐ Housing: Cast Aluminum 
‐ Finish: Lumital™ Polyester Powder Coat Finish 
‐ Color:  Textured Black  

 

      

 
Textured Black Color Sample 
   



 

 
Site Lighting (Cont.): 
Accent Uplight: 
Philips Hadco Narrow Optic Bullyte ‐ Model # B‐4 N C N A L 

‐ Lamp Type:  LED 
‐ Housing:  Die Cast Aluminum 
‐ Color:  Black 
‐ Ground Mount 
 

    

 
                               
 

   



 

 
Site Lighting (Cont.): 
Accent Uplight Photometrics:  
Philips Hadco Narrow Optic Bullyte ‐ Model # B‐4 N C N A L 
 

  
 
 
 
 
   



 

 
Site Lighting (Cont.): 
Accent Uplight Photometrics (Cont.):  
Philips Hadco Narrow Optic Bullyte ‐ Model # B‐4 N C N A L 
 

 
   



 

 
 Site Lighting (Cont.): 
Accent Uplight Photometrics (Cont.):  
Philips Hadco Narrow Optic Bullyte ‐ Model # B‐4 N C N A L  
 

 
   



 

 
Site Lighting (Cont.): 
Accent Uplight Photometrics (Cont.):  
Philips Hadco Narrow Optic Bullyte ‐ Model # B‐4 N C N A L  
 

 
 
 



 

 
Site Lighting (Cont.): 
Trellis Downlighting: 
Philips Hadco Composite Bullyte ‐ Model # BU1 A LED7 NF C S 

‐ Lamp Type:  LED 
‐ Housing:  ULTEM® High Performance Polymer Composite 
‐ Color:  Black 
‐ Surface Mount to Trellis 
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PHILIPS HADCO LIGHTING
BULM1D4HC
LED, LOW POWER ENGINE, MFL OPTICS, 4,000K, 
COOL
(4) LEDS

Horizontal Footcandles
Scale: 1 Inch = 2 Ft.

Light Loss Factor = 1.00
Lumens Per Lamp = N.A. (absolute photometry)

Luminaire Lumens = 346
Mounting Height = 8.00 Ft

Maximum Calculated Value = 26.49 Fc
Arrangement: Single

Photometric Toolbox Professional Edition - Copyright 2002-2011 by Lighting Analysts, Inc. 
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.



 

 
Site Lighting (Cont.): 
Parking Lot Lighting:          Street Lighting: 
Palmetto Electric Shoebox         Palmetto Electric Hagerstown 

‐ Lamp Type: High Pressure Sodium      ‐     Lamp Type: High Pressure Sodium 
‐ Color: Brown          ‐     Color: Black 
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DIMENSIONS

DRILLING PATTERNS

DESCRIPTION

The Lumark Tribute is the most versatile, functionally designed, universally 
adaptable outdoor luminaire available. The Tribute brings outstanding 
performance to walkways, parking lots, roadways, loading docks, building 
areas, and any security lighting application. U.L. listed and CSA certified for 
wet locations.

Construction
Rugged one-piece die-cast 
aluminum housing and door 
frame. One-piece silicone gasket 
protects the optical chamber from 
performance degrading contami-
nants. One (1) stainless spring 
latch and two (2) stainless hinges 
allow toolless opening and 
removal of door frame.

Reflector
Choice of nine (9) high efficiency 
optical distributions, including five 
(5) segmented optical systems 
constructed of premium 95% 
reflective anodized aluminum 
sheet. Optical segments are rigidly 
mounted inside a thick gauge 
aluminum housing for superior 
protection. All segment faces
are clean of rivet heads, tabs or 
other means of attachment which 
may cause streaking in the light 
distribution. Optical modules are

field rotatable in 90° increments 
and offered standard with 
mogul-base lampholders for 
200-400W assemblies or 
medium-base lampholders for 
150W and below.

Electrical
Ballast and related electrical 
componentry are hard mounted to 
die-cast housing for optimal heat 
transfer and operating efficiency. 
Optional swing-down galvanized 
steel power tray with integral 
handle and quick disconnects 
allows tray to be completely 
removed from housing providing 
ample room for fixture installation 
and maintenance.

Mounting
Extruded 8" aluminum arm 
features internal bolt guides for 
easy positioning of fixture during 
installation to pole or wall surface.

Standard single carton packaging 
of housing, square pole arm and 
round pole adapter allow for 
consolidated product arrival to site. 
Optional internal mast arm mount 
accepts a 1 1/4" to 2 3/8" O.D. 
horizontal tenon, while a 4-bolt 
clamping mechanism secures 
fixture. Cast-in leveling guides 
provide +/-5° vertical leveling 
adjustment.

Finish
Housing and arm finished in a 5 
stage premium TGIC bronze 
polyester powder coat paint. 
Optional colors include black, grey, 
white, dark platinum and graphite 
metallic. RAL and custom color 
matches available.

TR
TRIBUTE

70 - 400W

High Pressure Sodium

Pulse Start Metal Halide

Metal Halide

AREA LUMINAIRE

6 1/2"
[165mm]

8" [203mm]

15 1/2" [394mm]

22" [559mm]

TNUOMNOINNURTTNUOMLLAW”M“EPYT

3/4" [20mm]
dia. hole

(2) 5/8" [16mm]
dia. holes

4 7/8" [124mm]

2 7/16" [124mm]

2 5/16"
[59mm] 12"

[305mm]
4 7/8"

[124mm]

9/16" [14mm]
Dia. Hole (4)

6 1/2"
[165mm]

8"
[203mm]

10 1/2"
[267mm]

3" [77mm]

1 1/2"
[39mm]

13/32" 
[11mm]

slot

1"
[25mm]

7/16" [12mm] 
x 3/4" [20mm]

slot (2) 

E N E R G Y  DATA
Hi-Reactance Ballast Input Watts

70W HPS HPF (95 Watts)

100W HPS HPF (130 Watts)

150W HPS HPF (190 Watts)

150W MP HPF (185 Watts)

CWI Ballast Input Watts

250W HPS HPF (300 Watts)

CWA Ballast Input Watts

175W MH HPF (210 Watts)

200W HPS HPF (250 Watts)

250W MH HPF (295 Watts)

320W MP HPF (365 Watts)

400W MP HPF (452 Watts)

400W MH HPF (455 Watts)

400W HPS HPF (465 Watts)

E PA

Effective Projected Area: (Sq. Ft.)

Without Arm: 1.19

S H I P P I N G  DATA
Approximate Net Weight:

39 lbs. (17.73 kgs.)

250W MP HPF (283 Watts)

T E C H N I C A L  DATA

EISA Compliant

200W MP HPF (227 Watts)

350W MP HPF (397 Watts)

UL Wet Locations Listed
CSA Certified

S

YSTEMS

C

E R T I F I E D

COOPER LIGHTING - LUMARK®
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STOCK SAMPLE NUMBER (Lamp Included)

TRIBUTETR

ORDERING INFORMATION

Sample Number: MHTR-SL-400-MT-LL

Lamp Wattage 2

MP

70 70W=

100 100W=

150 150W=

200 200W=

250 250W=

320 320W=

350 350W=

400 400W3=

MH

175 175W4=

250 250W4=

400 400W3, 4=

HPS

70 70W=

100 100W=

150 150W=

250 250W=

400 400W3=

Options 7, 8

F1 Single Fuse (120, 277 or 347V 
only)

9=

F2 Double Fuse (208, 240 or 480V 
only)

9=

Q Quartz Restrike (Hot Strike 
Only)

10=

EM Quartz Restrike with ''Delay 
Relay'' (Quartz lamp strikes at 
both hot and cold starts)

10=

EM/SC Emergency Separate 
Circuit

10=

LL Lamp Included=

S 1 1/4" -  2 3/8" Internal Mast Arm 
Mount

=

TM Trunnion Mount=

PT Electrical Power Tray=

HS House Side Cutoff11=

LA Less Arm (Order Mounting 
Separately)

=

PER NEMA Twistlock Photocontrol 
Receptacle

=

PC Button Type Photocontrol12=

WH White=

BK Black=

AP AP Grey=

DP Dark Platinum=

GM Graphite Metallic=

Accessories 13

MA1201-XX Direct Wall Mount Kit1=

MA1218-XX Direct Mount for Pole1=

MA1219-XX Wall Mounting Plate=

OA1090-XX Adjustable slipfitter Arm for Tenon Mount 2 3/8" O.D.1=

MA1221-XX External House Side Shield Kit (EPA= 0.38)=

MA1222 Internal House Side Shield Kit for 2S/3S=

MA1223 Internal House Side Shield Kit 4S=

MA1224 Internal House Side Shield Kit for 2F/3F=

MA1225 Internal House Side Shield Kit for 4F=

MA1010-XX SingleTenon Adapter for 3 1/2" O.D. Tenon=

MA1011-XX 2 @ 180 degrees Tenon Adapter for 3 1/2" O.D.Tenon=

MA1012-XX 3 @ 120 degrees Tenon Adaptor for 3 1/2" O.D. Tenon=

MA1013-XX 4 @ 90 degrees Tenon Adapter for 3 1/2" O.D. Tenon=

MA1014-XX 2 @ 90 degrees Tenon Adapter for 3 1/2" O.D. Tenon=

MA1015-XX 2 @ 120 degrees Tenon Adapter for 3 1/2"  O.D. Tenon=

MA1016-XX 3 @ 90 degrees Tenon Adapter for 3 1/2" O.D. Tenon=

MA1017-XX Single Tenon Adapter for 2 3/8 " O.D. Tenon=

MA1018-XX 2 @ 180 degrees Tenon Adapter for 2 3/8" O.D. Tenon=

MA1019-XX 3 @ 120 degrees Tenon Adapter for 2 3/8" O.D. Tenon=

MA1045-XX 4 @ 90 degrees Tenon Adapter for 2 3/8" O.D. Tenon=

MA1048-XX 2 @ 90 degrees Tenon Adapter for 2 3/8" O.D.Tenon=

MA1049-XX 3 @ 90 degrees Tenon Adapter for 2 3/8" O.D. Tenon=

OARA1016 Photoelectric Control 105-285V NEMA Type=

OARA1027 Photoelectric Control 480V NEMA Type=

OA/RA1021 Photoelectric Control 347V NEMA Type=

OARA1013 Shorting Cap=

TR/VS Field Installed Vandal Shield14=

Lamp Type

MP Pulse Start Metal 
Halide

=

MH Metal Halide=

HP High Pressure Sodium=

Distribution

2F Type II Formed=

2S Type II 
Segmented

=

3F Type III Formed=

3S Type III 
Segmented

=

4F Type IV Formed=

4S Type IV 
Segmented

=

5F Type V Formed=

5S Type V 
Segmented

=

SL Spill Light 
Eliminator

=

Series 1

TR Tribute (Arm Included)=

Voltage 5

120V 120V=

208V 208V=

240V 240V=

277V 277V=

347V 347V6=

480V 480V=

DT Dual-Tap=

MT Multi-Tap, 
wired 277V

=

TT Triple-Tap, 
wired 347V

6=

5T 5 Tap Wired 
480V

5=

Notes:   1  8 Inch Arm and pole adapter included with fixture. Specify Less Arm "LA" option when mounting accessory is ordered separately.   2  150W and below in Metal Halide are medium base sockets. All other wattages are 
mogul base.   3  Requires reduced envelope lamp.   4  175W, 250W, and 400W MH available in non-U.S. markets only.   5  Products also available in non-US voltages and 50HZ for international markets. Consult your 
Cooper Representative for availabiltiy and ordering information. 5T only available in 400W MH.   6  88% efficient EISA Compliant MP fixtures not available in 347V or TT Voltages.   7  Custom and RAL color matching 
available upon request. Consult Cooper Lighting Representative for further information.   8  Add as a suffix.   9  Must specify voltage.   10  Quartz options not available with SL optics.   11  House side shield not available 
on 5S, 5F, or SL optics.   12  PC not available in 480V.   13  Order separately/replace XX with color specification.   14  Not available with SLE or House Side Sheild. 

SAMPLE  NUMBER: MPTR234 0

Lamp Type

HP=High Pressure Sodium

Series 1

TR=Tribute

TR

Distribution
23=Type II/III

Formed

23

Lamp Wattage
15=150W
25=250W

40=400W

NOTES:

Short logic fixtures are finished bronze include multi-tap ballast, lamp, arm and round pole adapter. Other
options not available. 
Refer to In Stock Guide for availability.

Refer to standard ordering logic.

1

MP=Pulse Start Metal Halide
2

2 Available in 150, 250 and 400 Watt.

32=320W

MP

Metal Halide 175, 250, 400W

High Pressure Sodium 70, 100, 150, 250, 400W

Pulse Start Metal Halide 70, 100, 150,  250, 320, 350, 400W

LAMP TYPE WATTAGEVOLTAGE CHART

DT=Dual-Tap 120/277 (wired 277V)

120/208/240/277 (wired 277V)

120/277/347 (wired 347V)

MT=Multi-Tap

TT=Triple-Tap

120/208/240/277/480 (wired 480V)5T=5-Tap
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PHOTOMETRICS [Complete IES files available at www.cooperlighting.com]

MOUNTING CONFIGURATIONS

Footcandle Table
Select mounting height and read across for
footcandle values of each isofootcandle line. 
Distance in units of mounting height.
Mounting Footcandle Values for
Height Isofootcandle Lines
 A B C D E
20' 3.00 1.50 0.75 0.30 0.15
25' 2.00 1.00 0.50 0.20 0.10
30' 1.38 0.69 0.34 0.13 0.06

Footcandle Table
Select mounting height and read across for
footcandle values of each isofootcandle line. 
Distance in units of mounting height.
Mounting Footcandle Values for
Height Isofootcandle Lines
 A B C D E
20' 3.00 1.50 0.75 0.30 0.15
25' 2.00 1.00 0.50 0.20 0.10
30' 1.38 0.69 0.34 0.13 0.06

Footcandle Table
Select mounting height and read across for
footcandle values of each isofootcandle line. 
Distance in units of mounting height.
Mounting Footcandle Values for
Height Isofootcandle Lines
 A B C D E
20' 3.00 1.50 0.75 0.30 0.15
25' 2.00 1.00 0.50 0.20 0.10
30' 1.38 0.69 0.34 0.13 0.06

MPTR-3S-320
320—Watt MP
30,000—Lumen Clear Lamp
Type III Segmented

MPTR-4S-400
400—Watt MP
40,000—Lumen Clear Lamp
Type IV Segmented

MPTR-SL-400
400—Watt MP
40,000—Lumen Clear Lamp
Spill Light Eliminator

4

3

2

1

0

1

2

3

4
5  4  3  2  1  0  1  2  3  4  5

4

3

2

1

0

1

2

3

4
5  4  3  2  1  0  1  2  3  4  5

4

3

2

1

0

1

2

3

4
5  4  3  2  1  0  1  2  3  4  5

A A B C D E A B C D EB C D E

Wall Mount Arm Mount Single
EPA: 1.62

Arm Mount 2 @ 180 
EPA: 3.24

Arm Mount 2 @ 90 
EPA: 3.24

Arm Mount 3 @ 120 
(Round Pole Only)
EPA: 4.43

Arm Mount 4 @ 90 
EPA: 5.03

Arm Mount 3 @ 90 
EPA: 4.43



Ordering Guide

Example: T03 A C B A 1 A 3 N D 70S E

Product Code T03 Hagerstown

Fitter/Pod A Octagonal Style
B Round fitter w/ scalloped petals
C Fluted tapered hourglass
D Smooth tapered hourglass
E Tapered fluted w/ scalloped petals
F Short round fluted
G Tall round fluted
H Round contemporary
J Tapered Fluted w/ round stepped fitter
L Round fluted long
T Decorative Leaf w/ scalloped petals

Roof C Tall

Cage / Band B Cage for Narrow Body Globe

Finial A A Finial
B B Finial
C C Finial
D D Finial
E E Finial
F F Finial
G G Finial
H H Finial
N None

Fasteners 1 Hex Head
2 Allen Head *1

Finish A Black
B White
G Verde
H Bronze
J Green

Reflector 3 Type III Cutoff
5 Type V Cutoff *2

Photo Control N None
B Button Eye Photo Control
R Twist-lock Receptacle *1,3

Socket D Medium
G Mogul

Wattage 70S 70W HPS *4
100S 100W HPS *4
150S 150W HPS
200S 200W HPS *5
250S 250W HPS *5
70H 70W MH
100H 100W MH
150H 150W PMH
250H 250W PMH *5

Voltage E 120V
F 208V
G 240V
H 277V
K 347V *6

*1 Not available with (C), (D), (F), or pods.
*2 Available with Medium base (D) socket only.
*3 Twistlock photocell receptacle (R) in (A), (B), (G), (H), (J), and (T) pods available

up to 150W HPS and 200W MH. (L) pod available in all wattages. Not available in
other pods.

*4 Not available in Mogul base (G) socket.
*5 Available only in (A), (B), (E), (G), (H), (L), and (T) pods and with Mogul base (G)

socket only.
*6 347V (K) not available for (200H) or (200S).

Hagerstown (T03) Specification Sheet

Project Name: Location: MFG: Philips Hadco

Fixture Type: Catalog No.: Qty:

ISO 9001:2008 Registered Page 1 of 3

Note: Philips reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice.
100 Craftway Drive, Littlestown, PA 17340 | P: +1-717-359-7131 F: +1-717-359-9289 | http://www.hadco.com | Copyright 2011 Philips
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Specifications

HOUSING:
OPTIONAL PODS:

A: Octagonal style fitter is constructed of die-cast 360 aluminum alloy with bottom-hinged door providing 135o entry into the fitter assembly for easy access to the electrical
components. Accepts standard HADCO Twistlock ballast assemblies up to 250W HPS or 250W MH. Wiring block to accept three #8 solid or stranded wires. Optional internal
twist-lock photo eye receptacle (available for 200W MH max or 150W HPS max) or optional button eye photocell. Easy access to photo eye through the door on the pod. Heavy
cast aluminum post fitter utilizes four 5/16-18 black cadmium stainless steel set screws (Hex head or Allen head as specified) for mounting to 3" O.D. post tenon. Globe holder has
an internal water trap to prevent water from entering ballast compartment. Globe is held by utilizing four 5/16-18 black cadmium stainless steel fasteners (Hex head or Allen head
as specified). All hardware to be stainless steel and captive. Pod height is 10-3/4" and width is 10-1/4". Finish is polyester thermoset powdercoat.

B: Round fitter with scalloped petals is constructed of die-cast 360 aluminum alloy with side-hinged door providing 180o entry into the fitter assembly for easy access to the
electrical components. Accepts standard HADCO Twistlock ballast assemblies up to 250W HPS or 250W MH. Wiring block to accept three #8 solid or stranded wires. Optional
internal twist-lock photo eye receptacle (available for 200W MH max or 150W HPS max) or optional button eye photocell. Easy access to photo eye through the door on the pod.
Heavy cast aluminum post fitter utilizes four 5/16-18 black cadmium stainless steel set screws (Hex head or Allen head as specified) for mounting to 3" O.D. post tenon. Globe
holder has an internal water trap to prevent water from entering ballast compartment. Globe is held by utilizing four 5/16-18 black cadmium stainless steel fasteners (Hex head or
Allen head as specified). All hardware to be stainless steel and captive. Pod height is 12-1/4" and width is 11-1/2". Finish is polyester thermoset powdercoat.

C: Fluted tapered hourglass fitter is constructed of 356 HM High-Strength, Low-Copper cast aluminum. Accepts standard HADCO Twistlock ballast assemblies up to 150W HPS
or 200W MH. Wiring block to accept three #8 solid or stranded wires. Optional internal button eye photocell. Heavy cast aluminum post fitter utilizes four 5/16-18 black cadmium
stainless steel set screws (Hex head or Allen head as specified) for mounting to 3" O.D. post tenon. Globe holder has an internal water trap to prevent water from entering ballast
compartment. Globe is held by utilizing four 5/16-18 black cadmium stainless steel fasteners (Hex head or Allen head as specified). All hardware to be stainless steel and captive.
Pod height is 8" and width is 8-3/4". Finish is polyester thermoset powdercoat.

D: Smooth tapered hourglass fitter is constructed of 356 HM High-Strength, Low-Copper cast aluminum. Accepts standard HADCO Twistlock ballast assemblies up to 150W HPS
or 200W MH. Wiring block to accept three #8 solid or stranded wires. Optional internal button eye photocell. Heavy cast aluminum post fitter utilizes four 5/16-18 black cadmium
stainless steel set screws (Hex head or Allen head as specified) for mounting to 3" O.D. post tenon. Globe holder has an internal water trap to prevent water from entering ballast
compartment. Globe is held by utilizing four 5/16-18 black cadmium stainless steel fasteners (Hex head or Allen head as specified). All hardware to be stainless steel and captive.
Pod height is 8" and width is 9-1/4". Finish is polyester thermoset powdercoat.

E: Tapered fluted fitter with scalloped flower petals is constructed of 356 HM High-Strength, Low-Copper cast aluminum. Accepts standard HADCO Twistlock ballast assemblies
up to 250W HPS or 250W MH. Wiring block to accept three #8 solid or stranded wires. Optional internal button eye photocell. Heavy cast aluminum post fitter utilizes four 5/16-18
black cadmium stainless steel set screws (Hex head or Allen head as specified) for mounting to 3" O.D. post tenon. Globe holder has an internal water trap to prevent water from
entering ballast compartment. Globe is held by utilizing four 5/16-18 black cadmium stainless steel fasteners (Hex head or Allen head as specified). All hardware to be stainless
steel and captive. Pod height is 10" and width is 11-1/2". Finish is polyester thermoset powdercoat.

F: Short Round fluted fitter is constructed of die-cast 360 aluminum alloy. Accepts standard HADCO Twistlock ballast assemblies up to 150W HPS or 200W MH. Wiring block to
accept three #8 solid or stranded wires. Optional internal button eye photocell. Heavy cast aluminum post fitter utilizes four 5/16-18 black cadmium stainless steel set screws (Hex
head or Allen head as specified) for mounting to 3" O.D. post tenon. Globe holder has an internal water trap to prevent water from entering ballast compartment. Globe is held by
utilizing four 5/16-18 black cadmium stainless steel fasteners (Hex head or Allen head as specified). All hardware to be stainless steel and captive. Pod height is 7-1/2" and width
is 9-1/4". Finish is polyester thermoset powdercoat.

G: Tall Round fluted fitter is constructed of die-cast 360 aluminum alloy with removable door providing entry into the fitter assembly for easy access to the electrical components.
Accepts standard HADCO Twistlock ballast assemblies up to 250W HPS or 250W MH. Wiring block to accept three #8 solid or stranded wires. Optional internal button eye
photocell. Easy access to photo eye through the door on the pod. Heavy cast aluminum post fitter utilizes four 5/16-18 black cadmium stainless steel set screws (Hex head or
Allen head as specified) for mounting to 3" O.D. post tenon. Globe holder has an internal water trap to prevent water from entering ballast compartment. Globe is held by utilizing
four 5/16-18 black cadmium stainless steel fasteners (Hex head or Allen head as specified). All hardware to be stainless steel and captive. Pod height is 9" and width is 9". Finish
is polyester thermoset powdercoat.

H: Round contemporary fitter is constructed of 356 HM High-Strength, Low-Copper cast aluminum. Accepts standard HADCO Twistlock ballast assemblies up to 250W HPS or
250W MH. Wiring block to accept three #8 solid or stranded wires. Optional internal twist-lock photo eye receptacle (available for 200W MH max or 150W HPS max)or optional
internal button eye photocell. Easy access to photocell through tool-less door on pod. Heavy cast aluminum post fitter utilizes four 5/16-18 black cadmium stainless steel set
screws (Hex head or Allen head as specified) for mounting to 3" O.D. post tenon. Globe holder has an internal water trap to prevent water from entering ballast compartment.
Globe is held by utilizing four 5/16-18 black cadmium stainless steel fasteners (Hex head or Allen head as specified). All hardware to be stainless steel and captive. Pod height is
10" and width is 10". Finish is polyester thermoset powdercoat.

J: Tapered fluted fitter with round stepped fitter is constructed of 356 HM High-Strength, Low-Copper cast aluminum. Accepts standard HADCO Twistlock ballast assemblies up to
250W HPS or 250W MH. Wiring block to accept three #8 solid or stranded wires. Optional internal twist-lock photo eye receptacle. Tool-less access to photo eye through the door
on the pod. Heavy cast aluminum post fitter utilizes six 5/16-18 black cadmium stainless steel set screws (Hex head or Allen head as specified) for mounting to 3" O.D. post tenon.
Globe holder has an internal water trap to prevent water from entering ballast compartment. Globe is held by utilizing four 5/16-18 black cadmium stainless steel fasteners (Hex
head or Allen head as specified). All hardware to be stainless steel and captive. Pod height is 14" and width is 10". Finish is polyester thermoset powdercoat.

L: Round fluted long fitter is constructed of 356 HM High-Strength, Low-Copper cast aluminum with a side-hinged door providing entry into the fitter assembly for easy access to
the electrical components. Accepts standard Hadco Twistlock ballast assemblies up to 250W HPS or 250W MH. Wiring block to accept three #8 solid or stranded wires. Optional
internal twist-lock photo eye receptacle or button eye photocell. Tool-less access to photo eye through the door on the pod. Heavy cast aluminum post fitter utilizes three 5/16-18
black cadmium stainless steel set screws (Hex head or Allen head as specified) for mounting to 3" O.D. post tenon. Globe holder has an internal water trap to prevent water from
entering the ballast compartment. Globe is attached using four 5/16-18 black cadmium stainless steel fasteners (Hex head or Allen head as specified). Pod height is 12-1/2" and
width is 10-3/4". Finish is polyester thermoset powdercoat.

T: Decorative Leaf fitter with scalloped petals is constructed of 356 HM High-Strength, Low-Copper cast aluminum with side-hinged door providing 180o entry into the fitter

Hagerstown (T03) Specification Sheet
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ISO 9001:2008 Registered Page 2 of 3

Note: Philips reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice.
100 Craftway Drive, Littlestown, PA 17340 | P: +1-717-359-7131 F: +1-717-359-9289 | http://www.hadco.com | Copyright 2011 Philips
HW1



assembly for easy access to the electrical components. Accepts standard HADCO Twistlock ballast assemblies up to 250W HPS or 250W MH. Wiring block to accept three #8
solid or stranded wires. Optional internal twist-lock photo eye receptacle (available for 200W MH max or 150W HPS max) or optional button eye photocell. Easy access to photo
eye through the door on the pod. Heavy cast aluminum post fitter utilizes four 5/16-18 black cadmium stainless steel set screws (Hex head or Allen head as specified) for
mounting to 3" O.D. post tenon. Globe holder has an internal water trap to prevent water from entering ballast compartment. Globe is held by utilizing four 5/16-18 black cadmium
stainless steel fasteners (Hex head or Allen head as specified). All hardware to be stainless steel and captive. Pod height is 15-1/4" and width is 11-1/2". Finish is polyester
thermoset powdercoat.

ROOF:

C: Roof is 0.090" thick spun aluminum. 9-5/8" height and 15-3/4" width. The roof and bottom globe sections are secured in a slip-fit, 1/2" overlap design and use four #10-24
stainless steel pan head screws with four aluminum nutserts providing a mechanical lock and enabling easy future replacement of either the roof or bottom globe section if
required. Finish is polyester thermoset powdercoat.

CAGE:

B: Cage for narrow body globes (15" dia.) is constructed of die-cast 360 aluminum alloy. Cage has 4 legs each with square decorative flower block. Solid rectangular band around
top of cage. Height of cage is 17" and width of cage is 15". Finish is polyester thermoset powdercoat.

FINIALS:

All finials are cast aluminum mounted with 1/4-20 stainless steel threaded studs. Standard finial finish will match fixture finish as specified. Finish is thermoset powdercoat.

FASTENERS: Used to secure post fitter to post tenon and globe to globe holder.

1: Hex Head Bolts: Black cadmium stainless steel.

2: Allen Head Bolts: Black cadmium stainless steel.

FINISH:
Thermoset polyester powdercoat is electrostatically applied after a five-stage conversion cleaning process and bonded by heat fusion thermosetting. Laboratory tested for
superior weatherability and fade resistance in accordance with ASTM B117 specifications. For larger projects where a custom color is required, contact the factory for more
information.

OPTICAL ASSEMBLY:
GLOBE AND OPTICAL ASSEMBLY:

Type III (3) and Type V (5) Cutoff: Narrow body globe is constructed of clear injection-molded vertically ribbed U.V. stabilized acrylic. A two-piece (Globe and Roof) hinged roof
design secures with a stainless steel thumb screw and allows easy access for relamping. The bottom section of the globe has a neck opening of 7-3/8" and an outside neck
diameter of 8". Globe (less the roof) has a 15-1/2" height and a 14-3/4" width. Precision formed, segmented, specular aluminum internal cutoff reflector with horizontal lamp
mounting. Meets IES Type III and Type V cutoff criteria. (NOTE: Type V Cutoff optics available in Medium base (D) socket only.)

ELECTRICAL ASSEMBLY:
Twistlock Ballast Assembly with Quick Disconnects for easy maintenance. Ballasts are HPF core and coil. 4kv rated mogul base porcelain socket. Nickel-plated screw shell with
center contact. 4kv rated porcelain mini-can base. Nickel-plated screw shell with center contact.

BALLAST:
All HID ballasts are core and coil and regulated with power factors better than 90% (HPF). Ballast provides +/- 5% lamp power regulation with +/- 10% input voltage regulation.
Ballasts are factory pre-wired and tested. Metal halide ballasts are capable of starting at -20° F or -30° C and HPS at -40°F or -40°C. NOTE: All ballasts are EISA / Title 20 / Title
24 compliant where applicable.

CERTIFICATIONS:
ETL Listed to U.S. safety standards for wet locations. cETL listed to Canadian safety standards for wet locations. Manufactured to ISO 9001:2008 Standards.

WARRANTY:
Three-year limited warranty.

Max. EPA:
1.70 sq. ft.

Max. Weight:
45 lbs

IESNA Classifications:
Cutoff: Cutoff Optics

Hagerstown (T03) Specification Sheet

Project Name: Location: MFG: Philips Hadco

Fixture Type: Catalog No.: Qty:
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Ordering Guide

Example: P2061 10 A

Product Code P2061

Pole Height 10 10'
12 12'
14 14'
16 16'

Finish A Black
B White
G Verde
H Bronze
J Green

Specifications

HOUSING:
356 HM high-strength, low-copper, proprietary cast aluminum alloy . 6005-T5 extruded aluminum. Anchor rods are hot dipped galvanized steel . Tenon is 356 HM sand cast
aluminum.

FINISH:
A durable polyurethane enamel finish is applied after assemblies are shot blasted to create a surface profile which allows for the highest level of paint adhesion. Laboratory tested
for superior weatherability and fade resistance in accordance with ASTM B-117-64 and ANSI/ASTM G53-77 specifications. For larger projects where a custom color is required,
contact the factory for more information.

WARRANTY:
Three-year limited warranty.

Tenon/Top:
3" OD

Bolt Circle:
8" - 12"

Anchor Rods:
(4) 3/4" dia. x 19"

Base Dimensions:
16 dia. x 21"

Hand Hole :
5" x 8"

Shaft:
4" Straight Fluted

Wall Thickness:
0.125 Aluminum

P2061 Specification Sheet

Project Name: Location: MFG: Philips Hadco

Fixture Type: Catalog No.: Qty:

ISO 9001:2000 Registered Page 1 of 2

Note: Hadco reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice.
100 Craftway Littlestown, PA 17340 tel(717) 359-7131 fax (717) 359-9289 www.hadco.com Copyright 2008 Philips



Height :
10', 12', 14', 16'

Pole EPA Values

Height

Windspeed(mph) 10' 12' 14' 16'
80 11.2900 9.2100 6.1300 4.6200
100 6.1700 4.8500 3.0900 1.9300

P2061 Specification Sheet

Project Name: Location: MFG: Philips Hadco

Fixture Type: Catalog No.: Qty:

ISO 9001:2000 Registered Page 2 of 2

Note: Hadco reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice.
100 Craftway Littlestown, PA 17340 tel(717) 359-7131 fax (717) 359-9289 www.hadco.com Copyright 2008 Philips



Pedestrian Zones in Drive Aisle: 
Painted pedestrian zone at Kroger entrance 
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From: Scott Foster
To: allbritton@mallatsheltercove.com; Ray Jennifer
Subject: ARB Approval
Date: Tuesday, February 05, 2013 3:54:02 PM

Notice of Action
 
The Architectural Review Board of the Shelter Cove Harbour Company
approves the plans submitted by  Shelter Cove Town Center for review by the
Town of Hilton Head Design Review Board concerning the following:

·        Landscape and Hardscape Plan
·        Materials and Color Plan
·        Lighting Plan
·        Site Elevations
·        Architectural Plans.

 
Respectfully submitted February 5, 2013.
 
Scott Foster
Chairman, SCHC  ARB

mailto:bint1031@aol.com
mailto:allbritton@mallatsheltercove.com
mailto:jenniferr@hiltonheadislandsc.gov
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Shelter Cove Towne Centre Phase 1C   DRB#: DR 120030    
 
DATE: February 12, 2013  
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood     
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment     
Utilizes natural materials and colors     
Avoids distinctive vernacular styles     
Design is appropriate for its use     
All facades are have equal design characteristics     
Avoids monotonous planes or unrelieved repetition     
Has a strong roof form with enough variety to provide 
visual interest     
Minimum roof pitch of 6/12     
Overhangs are sufficient for the façade height.     
Forms an details are sufficient to reduce the mass of the 
structure     
Human scale is achieved by the use of proper proportions 
and architectural elements     



 2 

Utilizes a variety of materials, textures and colors     
Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     
Utilities and equipment are concealed from view     

Decorative lighting is limited and low wattage and adds 
to the visual character    

Site lighting, limited to bollard light, accent up-lights, 
trellis down-lights, standard PE shoebox fixtures in 
parking lot, and PE Hagerstown fixtures, is traditional 
in nature and appropriate to development.  Building 
lighting is contemporary. 

Accessory elements are design to coordinate with the 
primary structure    Some dumpster enclosures contain may colors.  

Information on kiosks will need to be provided.   
 
LANDSCAPE DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Treats the Landscape as a major element of the project          
Provides Landscaping of a scope and size that is in 
proportion to the scale of the development    Belk entrances should be addressed with new 

landscaping as possible. 
Landscape is designed so that it may be maintained in 
its natural shape and size     

Preserves a variety of existing native trees and shrubs     
Provides for a harmonious setting for the site’s 
structures, parking areas or other construction     

Location of existing trees and new trees provides 
street buffers, mitigation for parking lots, and an 
architectural complement that visually mitigates 
between parking lots and building(s) 

   
 

Shrubs are selected to complement the natural setting, 
provide visual interest and screen less desirable 
elements of the project 

   
 

A variety of species is selected for texture and color     
Provides overall order and continuity of the 
Landscape plan     

Native plants or plants that have historically been 
prevalent on the Island are utilized     

A variety of sizes is selected to create a “layered” 
appearance for visual interest and a sense of depth     
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The location of existing mature trees is taken into 
account in placement of shrubs so as not to damage 
tree roots 

   
 

Proper spacing and location for plants to reach their 
mature size and natural shape while avoiding 
excessive or unnatural pruning 

   
 

Proposed groundcovers are evergreen species with 
low maintenance needs     

Large grassed lawn areas encompassing a major 
portion of the site are avoided     

The adjacent development is taken into account in 
determining the most appropriate buffer so as not to 
depart too dramatically from the neighborhood 

   
 

Ornamentals and Annuals are limited to entrances and 
other focal points     

 
NATURAL RESOURCE PROTECTION 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

An effort has been made to preserve existing trees and 
under story plants     
Supplemental and replacement trees meet LMO 
requirements for size, species and number     
Wetlands if present are avoided and the required 
buffers are maintained     
Sand dunes if present are not disturbed     
 
MISC COMMENTS/QUESTIONS 
      
      
      
      
      
      
      
      
 







































From: Forest Beach Owners Association
To: Ray Jennifer
Cc:
Subject: Vine Restaurant - Coligny Plaza
Date: Tuesday, February 05, 2013 4:18:22 PM

Jennifer - At the request of Steven Hamile, I am writing you to advise that the Forest Beach Owners'
Association ARB has received a submission for the improvements related to a doorway and patio entry
and curtains for this location.  The Association has approved this project as submitted based upon the
documents supplied to us by Steve which he indicates are the same ones that were provided to the
Town for this project.

We will not be issuing any other written permits for this project unless specifically requested.  This
email, or a copy of it, will server as the Associations permit and approval for this project.

If you have any questions, please contact me at 843-785-5565.

By copy of this email to Steve, we are also advising him to notify us in writing (email) when this project
is complete so that we may do a final inspection and close our records on this project.

John D. Snodgrass,
Executive Director,
Forest Beach Owners' Association, Inc.

mailto:fbassn@aol.com
mailto:jenniferr@hiltonheadislandsc.gov
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Vine – ALTERATION/ADDITION    DRB#: DR 130003    
 
DATE: February 12, 2013  
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      
 
Vine has installed a patio enclosure for the restaurant located in Coligny Plaza.  The patio enclosure consists of a permanent hinged 
door frame and panel as well as fabric curtains that can be drawn up/down depending on the weather.  
 
Staff recommends approval of this application with the conditions that the roll-up curtains be constructed of clear vinyl and that the 
permanent door not be included.  







 

2805 Meridian Parkway ▪ Durham, NC 27713 ▪ ph: 919 544 0087 ▪ fax: 919 544 9399 ▪ www.lmht.com 
 

 
 
Design Narrative  
 
Kangaroo Express  
 
71 Mathews Dr. Hilton Head 
 
LMHT #12283 
 
The Pantry has a major presence in Hilton Head with seven locations in the town.  The stores at these locations are high 
performing stores for the company.  The Pantry is investing in these stores for them to continue to be high performing stores 
and generate broader appeal for our banner operating brand Kangaroo Express.  The Pantry is excited to comply with the 
design guidelines set for by the Town  of  Hilton Head Section 16-4-503. 
 
The Pantry is investing at re-cladding these stores with a vintage brick veneer, horizontal cement board siding and trim that 
that resembles classical island character.  The design also incorporates removing the mansard roof that has defined these 
stores since they were built in the late 1970’s and early 1980’s.  The design of the stores builds up the fascia and breaks up 
with a regular pattern of trim with horizontal cement board siding.  The main entrance to the stores are bumped out to provide 
depth to the façade and transitions to a stucco or EIFS system, the box frame for the company sign/logo with be recessed to 
provide an additional depth to the fascia.  Colors that have been selected are complementary to the color table as defined in 
the design guidelines.  Featured lighting have been designed on the fascia to complement the island character look as well a 
diffusing concentration of light along the front of the store. 
 



Proposed Materials Pallet – Mathews Drive 
and Gum Tree Road location 

For internal use only. 1 1/29/2013 

Body of building - Nichiha – Vintage Brick – White Wash 

Trim board - Nichiha – Nichiboard – Cedar 

Horizontal Siding color 
Glidden Professional 
Afternoon Tea – A1763 

Main Fascia Frame color 
Glidden Professional 
Basic Khaki – A17671 

Main Fascia Body and 
Crown Trim color 
Glidden Professional 
Seed Pearl – A0067 

Trim color (above storefront and entrance) 
Glidden Professional 
Colonial Red– A0299 
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LED AMBIENT CANOPY LIGHT (CRS)

SMARTTEC™ ENERGY SAVING FEATURES:

THERMAL CONTROL - Sensor reduces drive current when ambient temperatures exceeds rated 
temperature.

LEDS - Choose from three array choices, 64, 84 and 128, which feature select high brightness 
LEDs; 5300°K color temperature, 70 CRI (nominal).

DRIVE CURRENT - Super Saver (SS) - most economical and highest lumens per watt or High 
Output (HO) - highest output per initial dollar.

OPTICS / DISTRIBUTION - Available with (SC) Standard Canopy or (AC) Asymmetric Canopy 
distribution.

OPTICAL UNIT - Featuring an ultra-slim 1” profile, housing is die-formed aluminum with a clear 
tempered glass lens. Unit is water-resistant, sealed to an IP67 rating. Patented integral single 
blade heat sink does not trap dirt and grime, ensuring cool running performance over the life of 
the fixture.

THE INDUSTRY’S ONLY BREATHABLE SEAL - Luminaire assembly incorporates a pressure 
stabilizing vent breather to prevent seal fatigue and failure. 

DRIVER - State-of-the-art driver technology provides excellent system efficiency, control and 
protection. LSI driver components are fully encased in potting for IP65 moisture resistance. 
Complies with IEC and FCC standards.

DRIVER HOUSING - Wet location rated driver/electrical enclosure is elevated above canopy deck to 
help prevent water entry and to provide easy “knock-out” connection of primary wiring.

FINISH - Standard color is white. Finished with LSI’s DuraGrip® polyester powder coat process. 
DuraGrip withstands extreme weather changes without cracking or peeling.

OPERATING TEMPERATURE - -40oC to +50oC (-40oF to +122oF)

ELECTRICAL - Universal voltage power supply, 120-277 VAC, 50/60 Hz input. Two-stage surge 
protection (including separate surge protection built into electronic driver) meets IEEE C62.41.2-
2002, Scenario 1, Location Category C, 10KV.

INSTALLATION - Installs in a 12” or 16” deck pan. Deck penetration consists of 5 drilled holes 
simplifying installation and water sealing. Unit is designed to retrofit into existing Scottsdale® 

(4”) hole as well as openings for Encore® and Encore® Top Access and to reconnect wiring 
from the SC/ECTA without having to relocate conduit. Retrofit panels are available for existing 
Scottsdales and Encores (see back page) as well as kits for recessed and 2x2 installations (see 
separate spec sheets).

 Fixture may also be used for Double Deck installations on metal canopies, in retrofit or new 
construction.  This requires the use of Crossover Flange Kits (CFKL / S).  Flange kit mounting 
requires cutting a square hole between canopy ribs and attaching via framing members or 
suspending from structure.

SHIPPING WEIGHT - 64/84 = 11 lbs., 128 = 13.6 lbs.

EXPECTED LIFE - Minimum 60,000 hours to 100,000 hours depending upon the ambient 
temperature of the installation location. See LSI web site for specific guidance.

WARRANTY - Limited 5-year warranty.

LISTING - ETL and UL listed to UL1598, UL8750 and other U.S. and International safety standards. 
Suitable for wet locations.

PHOTOMETRICS - Application layouts are available upon request. Contact LSI Petroleum 
Lighting or petroleum.apps@lsi-industries.com

Suitable for wet locationsIP67American Made

American Innovation

LIGHT OUTPUT - CRS

# of LEDS
64
64
84
84
128
128

8202
7925
10747
10367
16374
16134

75
75
97
97
145
145

Description
CRS SC LED
CRS AC LED
CRS SC LED
CRS AC LED
CRS SC LED
CRS AC LED

SS - Super Saver  HO - High Output
 Lumens Watts

13596
13198
14570
13959
19635
19399

155
155
147
147
189
189

 Lumens Watts

May be covered by the following: US patent D574994, 7828456, 8002428 & 8042968 and MX patent  
29631 and ISRL 49679 and AUS 2008312668 and US & Int’l. patents pending

wet location

CFKS & CFKL Accessories Are For Use 
on Canopies with Dry Plenums Only.

This product, or selected versions of this product, meet the standards listed below. 
Please consult factory for your specific requirements.
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TYPICAL ORDER EXAMPLE:

Prefix Distribution Light Source Drive Current

LUMINAIRE ORDERING INFORMATION

# of
LEDs

Input
Voltage

UE - Universal Voltage
(120-277 AC)

LED 64
84
128

SS - Super Saver
HO - High Output

SC - Standard Canopy
AC - Asymmetric Canopy

CRS

CRS    SC    LED    64    SS    CW    UE    WHT   

Color
Temperature Finish

WHT - White

Options

IMS - Integral Motion Sensor 1
IPC - Integral Photocell 1

CW - Cool White

ACCESSORY ORDERING INFORMATION
Description Order Number

(Accessories are field installed)

Retrofit Panel - SC to CRS, for 16" Deck Panel 430951
Retrofit Panel - EC / ECTA / SCF to CRS, for 16" Deck Panel 430765
Retrofit Panel - SC to CRS, for 12" Deck Panel 430797
Retrofit Panel - ECTA / SCF to CRS, for 12" Deck Panel 430759
Retrofit 2x2 Cover Panel Blank (no holes) 357282

Description Order Number
Retrofit RIC Cover Panel Blank (no holes) 354702
Kit - Hole Plugs and Silicone (enough for 25 retrofits)1 1320540
CFKL - Flange Kit Large 5016472

CFKS - Flange Kit Small 5015332

1 Consists of (25) 7/8" hole plugs and (1) 10.3 oz tube of RTV
2 For use on canopies with dry plenums  

Note:
1- Consult Factory

LED AMBIENT CANOPY LIGHT (CRS)

DIMENSIONS

18 3/4” (476 mm)

9”
(229 mm)

TOP PAN

1-3/16”
(31 mm)

1 7/8”
(48 mm)

CANOPY

14” (356 mm)
TOP PAN

1-3/16”
(31 mm)

2”
(51 mm)

CANOPY

14” (356 mm)
TOP PAN

TOP PAN BOTTOM PAN

PANEL W/O HOLES

26” sq
(660 mm)

16” DECK RETROFIT PANEL - SC (#430951)

2X2 COVER PANEL BLANK  (357282) RIC COVER PANEL  (354702)

CFKS 64/84 FLANGE KIT  (501533) CFKL 128 FLANGE KIT  (501647)

16” DECK RETROFIT PANELS - EC/ECTA/SCF  (#430765)

20.70 (526 mm)2.86
(73 mm)

0.14
(4 mm)

22.82 (580 mm)
0.14

(4 mm)

2.86
(73 mm)

23.00 (584 mm)

25.12 (638 mm)

AMBIENT 64/84

1-3/16”
(31 mm)

7-3/8”
(188 mm)

19-3/8” (493 mm) 19-3/8” (493 mm)

7/8” (23 mm)

6-5/16”
(160mm)

3” (76mm)

10”
(254 mm)
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ARRA
Funding Compliant

SMARTTEC™ THERMAL CONTROL - Sensors in both optical unit and driver enclosure 
reduce drive current when ambient temperatures exceed 50°C. Current is lowered 
in imperceptible 5% increments every 5 minutes until safe operating temperature is 
reached. 

OCCUPANCY SENSING (IMS) – Optional integral passive infrared motion sensor activates 
switching of luminaire light levels.  High level light is activated and increased to full 
bright in 1-2 seconds upon detection of motion.  Low light level (30% maximum drive 
current) is activated when target zone is absent of motion activity for ~2 minutes and 
ramps down (10-15 seconds) to low level to allow eyes time to adjust.  Sensor is 
located on the front of optical assembly and rotates with the optic.  Sensor optic has a 
detection cone of approximately 45o.  Examples of detection – occurs 30‘ out from a 30’ 
mounting height pole; occurs 20’ out from a 20’ mounting height pole.

ENERGY SAVING CONTROL OPTIONS – DIM – 0-10 volt dimming enabled allowing 
0-100% illumination when used with control or dimming system (by others).

    BLS – Bi-level switching responds to external line voltage signal from separate controller 
or sensor (by others), with low light level decreased to 30% maximum drive current.

EXPECTED LIFE - Minimum 60,000 hours to 100,000 hours depending upon the ambient 
temperature of the installation location. See LSI web site for specific guidance. 

LEDS - Select high-brightness LEDs in Cool White (5250°K nominal) or Neutral White 
(4100°K nominal) color temperature, 70 CRI (nominal).

DISTRIBUTION/PERFORMANCE - Types 3, 5, FT and FTA available - field rotatable reflectors. 

HOUSING - Square, die-formed aluminum. Fully enclosed weather-tight housing contains 
factory prewired drivers and field connections.

TOP-ACCESS COVER - Tethered top-access cover provides ease of installation and allows 
for easy driver access. Four captive stainless-steel fasteners secure the top-access cover 
to the housing. 

OPTICAL UNIT - Clear tempered optical grade flat glass lens sealed to aluminum housing 
creates an IP67 rated, sealed optical unit (includes pressure stabilizing breather).  Optical 
unit can be easily field rotated in 90o increments. Directional arrow on optics allows 
alignment without the unit being energized.

MOUNTING - 2-1/2” x 5-3/8” x 12” extruded aluminum arm mounting bracket shipped 
standard.  Use with 5” traditional drilling pattern. Round Pole Plate (RPP2) required for 
mounting to 3”– 5” round poles. (See Accessory Ordering Information chart.) 

ELECTRICAL - Two-stage surge protection (including separate surge protection built 
into electronic driver) meets IEEE C62.41.2-2002, Location Category C. Available with 
universal voltage power supply 120-277VAC (UE - 50/60Hz input), and 347-480VAC. 
Fixture Watts: 350 mA - 195, 450 mA - 260 nominal.

DRIVERS - Available in 350mA and 450mA drive currents (Drive currents are factory 
programmed). Components are fully encased in potting material for IP65 moisture 
resistance. Driver complies with FCC 47 CFR part 15 RFI/EMI standard. 

OPERATING TEMPERATURE -  -40ºC to +50ºC (-40ºF to +122ºF).

FINISH - Fixtures are finished with LSI's DuraGrip ® polyester powder coat finishing  
process.  The DuraGrip finish withstands extreme weather changes without cracking or 
peeling, and is guaranteed for five full years. 

DECAL STRIPING - LSI offers optional color-coordinated decals in 9 standard colors to 
accent the fixture. Decals are guaranteed for five years against peeling, cracking, or 
fading.

WARRANTY - LSI LED fixtures carry a limited 5-year warranty.

PHOTOMETRICS - Application layouts are available upon request. Contact LSI Applications 
Group at lighting.apps@lsi-industries.com

SHIPPING WEIGHT (in carton) -  Fixture - 44.5 lbs (20 kg) Arm - 5 lbs. (2kg) arm

LISTING - ETL listed to U.S. and Canadian safety standards. Suitable for wet locations.

LED AREA LIGHTS - XGB3 176 LED
US patent D574994 & 7,828,456 and MX patent 29631 and US & Int’l. patents pending

Suitable for wet locations

American Made

American Innovation

This product, or selected versions of this product, meet 
the standards listed below.

Please consult factory for your specific requirements.

IP67

  
           Type 3 Type 5 Type FT Type FTA
 

LIGHT OUTPUT - XGB3 176
Lumens (Nominal)# of LEDS

350 mA 176 17200 16600 18100 20600
450 mA 176 20700 20000 21600 24900

350 mA 176 15160 14700 16300 18500
450 mA 176 17600 17400 18900 21600

Co
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Shown with optional decal striping
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Prefix FinishColor Temperature

XGB31 - 
 LED
Greenbriar

LED 176 CW - Cool White
NW - Neutral White

Input Voltage

UE - Universal
Voltage

(120-277)

347-480

BLK - Black
BRZ - Bronze
GPT - Graphite
MSV - Metallic Silver
PLP - Platinum Plus
SVG - Satin Verde Green
WHT - White

OptionsLight SourceDistribution # of LEDs

TYPICAL ORDER EXAMPLE:

LUMINAIRE ORDERING INFORMATION

XGB3    FTA    LED    176    350    CW   UE    WHT    PCI120    21

ACCESSORY ORDERING INFORMATION (Accessories are field installed)

482002 BLK
482002 BLK
482002 BLK
162914BLK
123111CLR
169010CLR
144191CLR

XGB3-176 - HSS - House Side Shield (Black only)2

XGB3-176 - LSS - House Side Shield Left Side (Black only)2

XGB3-176 - RSS - House Side Shield Right Side (Black only)2

RPP2 - Round Pole Plate 
BKS-BO-WM-*-CLR - Wall Mount Plate 
BKA-BO-RA-8-CLR - Radius Arm 
BKU-BO-S-19-CLR - Upsweep Bracket for round or square poles

Description Order Number

LUMINAIRE EPA CHART2 - XGB3 176 LED 

Single

D180°

D90°

T90°

TN120°

Q90°

8" Bracket 12" Bracket

 

NOTES:
1 - Use with 5” traditional drilling pattern
2- House Side Shield adds to fixture EPA. 

Consult factory.

350 - 350mA
450 - 450mA

Drive Current

8BK - 8" Bracket (S and D180 only)
PCI 120 - 120v Button-Type Photocell
PCI 208 - 208v Button-Type Photocell
PCI 240 - 240v Button-Type Photocell
PCI 277 - 277v Button-Type Photocell
PCI 347 - 347v Button-Type Photocell
TB - Terminal Block
IMS - Integral Motion Sensor
DIM - 0-10V Dimming
BLS - Bi-level Switching

 Color Decals
45 – Light Gold
20 – Charcoal Metallic
55 – Black
94 – Blue Metallic
59 – Dark Green
51 – Dark Red
21 – Tomato Red
50 – White
700 – Aztec Silver Metallic

FT - Forward Throw
FTA - Forward Throw Automotive
3 - Type III
5 - Type V

2.3

4.7

2.4

4.8

4.7

7.2

7.3

8.8

12" Bracket

Required

LED AREA LIGHTS - XGB3 176 LED

DIMENSIONS

 24” sq. (610 mm)

 9”
(229 mm)

 12”
(305 mm)

 3 15/16”
(99 mm)

 13 5/16”
(339 mm)

 House Side Shield (482002BLK)
9”

(229 mm)

5/8”
(16 mm)

1-3/8”
(35 mm)

OPTIONAL IMS

2-1/4”
(57 mm)

4-1/8”
(105 mm)
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Notes: 
1 Suitable for Damp location. Standard length 8 feet. Additional  

lengths available. 
2 Suitable for Dry  location Only. Standard length 6 feet.    

Additional lengths available.  (Not CSA listed) 

3 Guard/Glass option reduces wattage to 100 W 

4 Not available for WHS20-PC. 
 
 

 
 
Suitable for Wet Location (except when cord mounted) 

WAREHOUSE SHADE COLLECTION: The Original 
         
            WHS12-PC                   WHS14-PC                        WHS16-PC                           WHS18-PC                               WHS20-PC 

 

Item # Diameter  Height  
WHS12-PC 12” 7” 
WHS14-PC 14” 7 ½” 
WHS16-PC 16” 7 ¾” 
WHS18-PC 18” 8 ½” 
WHS20-PC 20” 9 ¼” 

Model # Item # Standard 
Finishes 

Mounting Options Mounting Color 

 
Optional 
Accessories 

Accessory Colors Wattage/Lamp 
Options 

Ballast 
 

Voltage 

C- Cord 
Hung 

S- Stem 
Mount 

G-Goose- 
Neck 

F- Flush 
Mount

WHS12-PC 
WHS14-PC 
WHS16-PC 
WHS18-PC 
WHS20-PC 
 

Other: 
975-Galvanized  
 
Powder Coat:  
100-Black 
200- White 
300-Dark Green 
600-Bronze 
605-Rust 
 
For additional 
colors, see color 
chart 
 

Cord:  
Standard 1: 
   SBK           Black 

   SWH         White  

Cotton 2: 
   CRZ          Red Chevron 
   CGM        Grey 
   CBK          Black 
Cotton Twists 2: 
   TBR          Brown 

TBK   Black
   TPT          Putty 
   TRD         Red 
   TWH        White 

             
Stem:  
   ST     _______________ 

^Specify stem model 
Gooseneck: 

   G      _______________       
^Specify gooseneck model 

Flush Mount:    
 FM 
 
For additional mounting options and 
details, see mounting spec sheet 

For Cord:  
Canopy color: 
Standards:  
  975-Galv. for Galv. Shades 
  100-Black with Black Cord 
  200-White with White Cord 
Custom with Twist Cord: 
   -CNY_________________ 

            ^Specify canopy color 
 
 
Stem and Gooseneck:  
Other: 
 975-Galvanized 
 980-Brushed 
        Aluminum  
 
Powder Coat:  
 100-Black 
 200- White 
 300- Dark Green 
 600- Bronze 
 605- Rust  
 
For additional colors, see color 
chart 

CGG-Cast 
Guard and 
Glass 3 

 
WGG-Wire 
Guard and 
Glass 3 

 
WC-Wire  
Cage  4 

 

HSC-Hang 
Straight 
Canopy 
 
HDSM- Heavy 
Duty Stem 
Mount 
Canopy 
 
HDBP- Heavy 
Duty Square 
Backing Plate 

Other: 
975-Galvanized  
 
Powder Coat:  
100-Black 
200- White 
300- Dark Green 
600- Bronze 
605- Rust 
 
For additional colors, 
see color chart 
 
Vapor Proof Glass 3 

CLR- Clear 
FST- Frosted 
 
 

200 Watt 
maximum 

 

  

BLE-F WHS16-PC 200 FM  CGG FST    
ORDER SPECIFICS 

BLE-          -PC         















KANGAROO EXPRESS - 71 Mathews Drive, HILTON HEAD, SC - REMODEL

  ::JANUARY 29, 2013  ::

FINISHES

-cover existing brick 

new nichiha thin brick

veneer (vintage brick

white wash)

-new constructed

vertical parapet face

around building

-trim board - nichiha

nichiboard - cedar

-horizontal siding 

color - glidden 

professional - 

afternoon tea 

a-1763

-main fascia frame 

color - glidden

professional

basic khaki

a-17671

-main fascia body & 

crown trim

glidden professional

seed pearl

a0067

-trim color above

storefront & entrance

glidden professional

colonial red

a0299PROPOSED REMODEL

EXISTING  STORE



KANGAROO EXPRESS - 71 Mathews Drive, HILTON HEAD, SC - REMODEL

  ::JANUARY 29, 2013  ::

FINISHES

-cover existing brick 

new nichiha thin brick

veneer (vintage brick

white wash)

-new constructed

vertical parapet face

around building

-trim board - nichiha

nichiboard - cedar

-horizontal siding 

color - glidden 

professional - 

afternoon tea 

a-1763

-main fascia frame 

color - glidden

professional

basic khaki

a-17671

-main fascia body & 

crown trim

glidden professional

seed pearl

a0067

-trim color above

storefront & entrance

glidden professional

colonial red

a0299

PROPOSED FRONT ELEVATION

EXISTING  LEFT ELEVATION

PROPOSED LEFT ELEVATION

PROPOSED REAR ELEVATION

PROPOSED RIGHT ELEVATION

EXISTING FRONT/RIGHT ELEVATION

EXISTING REAR ELEVATION



CRS-SC-LED-64
LED Crossover Gold Symmetric Canopy Light

PERSPECTIVE VIEW

BOTTOM VIEW

SIDE VIEW

TOP VIEW

PERSPECTIVE VIEW

END VIEW

XGB3 176
LED Crossover Area Light

SIDE VIEW
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Kangaroo Express-Matthews Drive – ALTERATION/   DRB#: DR 130004    
 ADDITION 
 
DATE: February 12, 2013  
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood     
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment     

Utilizes natural materials and colors    Proposed colors & materials are an improvement over 
existing and in keeping with the Design Guide. 

Avoids distinctive vernacular styles     
Design is appropriate for its use     
All facades are have equal design characteristics     
Avoids monotonous planes or unrelieved repetition     
Has a strong roof form with enough variety to provide 
visual interest    Proposed changes offer more visual interest than 

existing. 

Minimum roof pitch of 6/12    
Roof was removed and a flat parapet is proposed for 
installation of signage.  Roof signs are not permitted 
per the Sign Regulations. 

Overhangs are sufficient for the façade height.     
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Forms an details are sufficient to reduce the mass of the 
structure     
Human scale is achieved by the use of proper proportions 
and architectural elements     

Utilizes a variety of materials, textures and colors    Proposed colors & materials are an improvement over 
existing and in keeping with the Design Guide. 

Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     

Utilities and equipment are concealed from view    
Any adjacent fence, including dumpster screens, 
should be painted to coordinate with new color 
palette. 

Decorative lighting is limited and low wattage and adds 
to the visual character    A complete lighting package should be submitted for 

review & approval. 
Accessory elements are design to coordinate with the 
primary structure    Fuel canopy improvements should be considered to 

coordinate with building changes. 
 
 
MISC COMMENTS/QUESTIONS 
      
      
      
      
      
      
      
      
 



Town ofHilton Head Island 
Community Development Department 


One Town Center Court 

Hilton Head Island, SC 29928 


Phone: 843-341-4757 Fax: 843-842-8908 

www.hillonhcadislandsc.gov 


FOR OffiCIAL US£ 01Q.V 

~~~--------_...by-------
Apet , , OR _________ 

Moct"'' Dale· 

I
. tiA N Timoth y Reed/ Rebecca Lehmann C The Pantry/ LMHT associates (archit ect) 

App acan gent arne: 	 ompany: =:-------....,..---....,...,..,.,..,....
Mailing Address: 2805 Merid ian Parkway City: Durham State: NC Zip: 27713 


Telephone: 919-544-0087 x172 Fax: 919-544-9399 E-mail: rlehman n@lmht.com 


Project Name: Kangaroo Express- Gum Tree Project Address: _1_G_ um__T_r_e e_ _R_d_.--------

Parcel Number [PIN]: R~.!_~ .Q_Q_~ Q_.Q_Q_ Q..~L~ Q_.Q_Q_£... 

Zoning District· Overlay District(s)· 


DESIGN REVlEW BOARD (DR) SUBMI'ITAL REQUIREMENTS 

Dir:itfll Submissitms ma£ bt! acceu.rerl via £•mnil ~~~ mllillfl 841-341-4757. 

Project Category: 

_New Development- Conceptual ...2L Alteration/Addition 
_New Development- Final, indicate Project Number _Minor External Change 

Submi ttal Requirements for All projects: 

____ Private Architectural Review Board (ARB) Notice of Action (ifapplicable): When a project is with in the 
jurisdiction ofan ARB, the applicant shall submi t such ARB's written notice ofaction per LMO Section 16
3-1004. Submitting an applica tion to the ARB to meet this requirement is the resoonsjbjljtv ofthe aoo!ic;ant. 

,L_	Filing Fee, New Development $175, ~eratoons/Additions $i~Minor External $50 cash or check made 
payable to the To·wn ofHilton I lead lslanll. 

Additional Submittal Requirements: 

New Developmen t- Conceptual Approval 
___ 	A survey ( 1"=30' minimum scale) of propcny lines, existing topography and the location oftrees meeting the 

tree protection regulations ofSec. 16·3·405, and if a pplicable, location of bordering streets, marshes and 
beaches. 

_A site analysis st udy to include specimen trees, access, sign ificant topography, wetlands, buffers, setbacks, 
views, orientation and other site features that may influence design. 

_A draft written narrative describing the design inten t ofthe project, its goals and objectives and how it 
reflects the site analysis results. 

_Context photographs of neighboring uses and architectural styles. 

_Conceptual site plan (to scale) showing proposed location ofnew structures, parking areas and landscaping. 

_Conceptual sketches of primary exterior elevations showing architectural chari!Ctcr of the proposed 
development, materials, colors, shadow lines and landscaping. 

mailto:n@lmht.com
http:www.hillonhcadislandsc.gov


Additional Submittal Requirements: 

New Development- Final Approval 
__A final written narrative describing how the project conforms with the conceptual approval and design 

rev iew guidelines ofSec. 16-4-503. 

_ _ Final site development plan meeting the requirements ofSec. 16·3·303.F. 

__Final site lighting and landscaping plans meeting t he requirements ofSec. 16-3-304 and Sec. 16-3-305. 

_ _ Final floor plans and elevation drawings (1/8"= 1'-0" minimum scale) showing exterior building materials and 
colors with architectural sections and details to adequately describe the project. 

__ A color board (1 I "xI 7" maximum) containing actual color samples ofall exterior finishes, keyed to the 
elevations, and indicating the manufacturer's name and color designation. 

_Any addi t ional information requested by the Design Review Board at the time ofconcept approval, such as 
scale model or color renderings, that the Board finds necessary in order to act on a final application. 

Additional Submittal Requirements: 

Alterations/Additions and Minor External Changes 
_X_ A writte n narrative describing how project conforms to design guidelines ofSection 16-4-503. 

_X_ Photographs and/or drawings ofexisting development. 

~Drawings of the proposed development - ll"x 17". 

_ X_Materiallcolor samples of existing and proposed changes- 8 y,"X 14" Maximum; Stating manufacturer and 
material name 

Note: All application items must be received by the deadline date in order to be reviewed by the DRB per LMO 
Section 16-3-l 06. 

A represen tative for each agenda item is strongly encouraged to attend the meeting. 

A r e there recorded private covena n ts and/or restrictions t ha t arc contrary to, confllct with, or prohibit 
t he p roposed request? Ifyes, a copy of the priva t e cove nan ts a nd/or restrictions m ust be submitted with 
this applicatio n. D YES KINO 

To the best of my knowledge, the information on this application and all additional docwnentation is true, 
factual, and complete. I hereby agree to abide by all conditions of any approvals granted by th.e Town of Hilton 
Head Island. I understand that such conditions shall apply to the subject property only and are a right or 
obligation transferable by sale. 

I further understand that in the event of a State ofEmergency due to a Disaster, the review and approval times 
set forth in the Land Management Ordinance may be suspended. 

DATE I I 
c_~ !,~Y\1\0,A~') 

Last Revised 5/20/10 2 



 

2805 Meridian Parkway ▪ Durham, NC 27713 ▪ ph: 919 544 0087 ▪ fax: 919 544 9399 ▪ www.lmht.com 
 

 
 
Design Narrative  
 
Kangaroo Express  
 
1 Gum Tree Rd.  Hilton Head 
 
LMHT #12284 
 
The Pantry has a major presence in Hilton Head with seven locations in the town.  The stores at these locations are high 
performing stores for the company.  The Pantry is investing in these stores for them to continue to be high performing stores 
and generate broader appeal for our banner operating brand Kangaroo Express.  The Pantry is excited to comply with the 
design guidelines set for by the Town of Hilton Head Section 16-4-503. 
 
The Pantry is investing at re-cladding these stores with a vintage brick veneer, horizontal cement board siding and trim that 
that resembles classical island character.  The design also incorporates removing the mansard roof that has defined these 
stores since they were built in the late 1970’s and early 1980’s.  The design of the stores builds up the fascia and breaks up 
with a regular pattern of trim with horizontal cement board siding.  The main entrance to the stores are bumped out to provide 
depth to the façade and transitions to a stucco or EIFS system, the box frame for the company sign/logo with be recessed to 
provide an additional depth to the fascia.  Colors that have been selected are complementary to the color table as defined in 
the design guidelines.  Featured lighting have been designed on the fascia to complement the island character look as well a 
diffusing concentration of light along the front of the store. 
 



Proposed Materials Pallet – Mathews Drive 
and Gum Tree Road location

For internal use only. 1 01/31/2013 

Body of building - Nichiha – Vintage Brick – White Wash

Trim board - Nichiha – Nichiboard – Cedar

Horizontal Siding color
Glidden Professional
Afternoon Tea – A1763

Main Fascia Frame color
Glidden Professional
Basic Khaki – A17671

Main Fascia Body and
Crown Trim color
Glidden Professional
Seed Pearl – A0067

Trim color (above storefront and entrance)
Glidden Professional
Colonial Red– A0299
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LED AMBIENT CANOPY LIGHT (CRS)

SMARTTEC™ ENERGY SAVING FEATURES:

THERMAL CONTROL - Sensor reduces drive current when ambient temperatures exceeds rated 
temperature.

LEDS - Choose from three array choices, 64, 84 and 128, which feature select high brightness 
LEDs; 5300°K color temperature, 70 CRI (nominal).

DRIVE CURRENT - Super Saver (SS) - most economical and highest lumens per watt or High 
Output (HO) - highest output per initial dollar.

OPTICS / DISTRIBUTION - Available with (SC) Standard Canopy or (AC) Asymmetric Canopy 
distribution.

OPTICAL UNIT - Featuring an ultra-slim 1” profile, housing is die-formed aluminum with a clear 
tempered glass lens. Unit is water-resistant, sealed to an IP67 rating. Patented integral single 
blade heat sink does not trap dirt and grime, ensuring cool running performance over the life of 
the fixture.

THE INDUSTRY’S ONLY BREATHABLE SEAL - Luminaire assembly incorporates a pressure 
stabilizing vent breather to prevent seal fatigue and failure. 

DRIVER - State-of-the-art driver technology provides excellent system efficiency, control and 
protection. LSI driver components are fully encased in potting for IP65 moisture resistance. 
Complies with IEC and FCC standards.

DRIVER HOUSING - Wet location rated driver/electrical enclosure is elevated above canopy deck to 
help prevent water entry and to provide easy “knock-out” connection of primary wiring.

FINISH - Standard color is white. Finished with LSI’s DuraGrip® polyester powder coat process. 
DuraGrip withstands extreme weather changes without cracking or peeling.

OPERATING TEMPERATURE - -40oC to +50oC (-40oF to +122oF)

ELECTRICAL - Universal voltage power supply, 120-277 VAC, 50/60 Hz input. Two-stage surge 
protection (including separate surge protection built into electronic driver) meets IEEE C62.41.2-
2002, Scenario 1, Location Category C, 10KV.

INSTALLATION - Installs in a 12” or 16” deck pan. Deck penetration consists of 5 drilled holes 
simplifying installation and water sealing. Unit is designed to retrofit into existing Scottsdale® 

(4”) hole as well as openings for Encore® and Encore® Top Access and to reconnect wiring 
from the SC/ECTA without having to relocate conduit. Retrofit panels are available for existing 
Scottsdales and Encores (see back page) as well as kits for recessed and 2x2 installations (see 
separate spec sheets).

 Fixture may also be used for Double Deck installations on metal canopies, in retrofit or new 
construction.  This requires the use of Crossover Flange Kits (CFKL / S).  Flange kit mounting 
requires cutting a square hole between canopy ribs and attaching via framing members or 
suspending from structure.

SHIPPING WEIGHT - 64/84 = 11 lbs., 128 = 13.6 lbs.

EXPECTED LIFE - Minimum 60,000 hours to 100,000 hours depending upon the ambient 
temperature of the installation location. See LSI web site for specific guidance.

WARRANTY - Limited 5-year warranty.

LISTING - ETL and UL listed to UL1598, UL8750 and other U.S. and International safety standards. 
Suitable for wet locations.

PHOTOMETRICS - Application layouts are available upon request. Contact LSI Petroleum 
Lighting or petroleum.apps@lsi-industries.com

Suitable for wet locationsIP67American Made

American Innovation

LIGHT OUTPUT - CRS

# of LEDS
64
64
84
84
128
128

8202
7925
10747
10367
16374
16134

75
75
97
97
145
145

Description
CRS SC LED
CRS AC LED
CRS SC LED
CRS AC LED
CRS SC LED
CRS AC LED

SS - Super Saver  HO - High Output
 Lumens Watts

13596
13198
14570
13959
19635
19399

155
155
147
147
189
189

 Lumens Watts

May be covered by the following: US patent D574994, 7828456, 8002428 & 8042968 and MX patent  
29631 and ISRL 49679 and AUS 2008312668 and US & Int’l. patents pending

wet location

CFKS & CFKL Accessories Are For Use 
on Canopies with Dry Plenums Only.

This product, or selected versions of this product, meet the standards listed below. 
Please consult factory for your specific requirements.
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LED LIGHTING TECHNOLOGY
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TYPICAL ORDER EXAMPLE:

Prefix Distribution Light Source Drive Current

LUMINAIRE ORDERING INFORMATION

# of
LEDs

Input
Voltage

UE - Universal Voltage
(120-277 AC)

LED 64
84
128

SS - Super Saver
HO - High Output

SC - Standard Canopy
AC - Asymmetric Canopy

CRS

CRS    SC    LED    64    SS    CW    UE    WHT   

Color
Temperature Finish

WHT - White

Options

IMS - Integral Motion Sensor 1
IPC - Integral Photocell 1

CW - Cool White

ACCESSORY ORDERING INFORMATION
Description Order Number

(Accessories are field installed)

Retrofit Panel - SC to CRS, for 16" Deck Panel 430951
Retrofit Panel - EC / ECTA / SCF to CRS, for 16" Deck Panel 430765
Retrofit Panel - SC to CRS, for 12" Deck Panel 430797
Retrofit Panel - ECTA / SCF to CRS, for 12" Deck Panel 430759
Retrofit 2x2 Cover Panel Blank (no holes) 357282

Description Order Number
Retrofit RIC Cover Panel Blank (no holes) 354702
Kit - Hole Plugs and Silicone (enough for 25 retrofits)1 1320540
CFKL - Flange Kit Large 5016472

CFKS - Flange Kit Small 5015332

1 Consists of (25) 7/8" hole plugs and (1) 10.3 oz tube of RTV
2 For use on canopies with dry plenums  

Note:
1- Consult Factory

LED AMBIENT CANOPY LIGHT (CRS)

DIMENSIONS

18 3/4” (476 mm)

9”
(229 mm)

TOP PAN

1-3/16”
(31 mm)

1 7/8”
(48 mm)

CANOPY

14” (356 mm)
TOP PAN

1-3/16”
(31 mm)

2”
(51 mm)

CANOPY

14” (356 mm)
TOP PAN

TOP PAN BOTTOM PAN

PANEL W/O HOLES

26” sq
(660 mm)

16” DECK RETROFIT PANEL - SC (#430951)

2X2 COVER PANEL BLANK  (357282) RIC COVER PANEL  (354702)

CFKS 64/84 FLANGE KIT  (501533) CFKL 128 FLANGE KIT  (501647)

16” DECK RETROFIT PANELS - EC/ECTA/SCF  (#430765)

20.70 (526 mm)2.86
(73 mm)

0.14
(4 mm)

22.82 (580 mm)
0.14

(4 mm)

2.86
(73 mm)

23.00 (584 mm)

25.12 (638 mm)

AMBIENT 64/84

1-3/16”
(31 mm)

7-3/8”
(188 mm)

19-3/8” (493 mm) 19-3/8” (493 mm)

7/8” (23 mm)

6-5/16”
(160mm)

3” (76mm)

10”
(254 mm)
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ARRA
Funding Compliant

SMARTTEC™ THERMAL CONTROL - Sensors in both optical unit and driver enclosure 
reduce drive current when ambient temperatures exceed 50°C. Current is lowered 
in imperceptible 5% increments every 5 minutes until safe operating temperature is 
reached. 

OCCUPANCY SENSING (IMS) – Optional integral passive infrared motion sensor activates 
switching of luminaire light levels.  High level light is activated and increased to full 
bright in 1-2 seconds upon detection of motion.  Low light level (30% maximum drive 
current) is activated when target zone is absent of motion activity for ~2 minutes and 
ramps down (10-15 seconds) to low level to allow eyes time to adjust.  Sensor is 
located on the front of optical assembly and rotates with the optic.  Sensor optic has a 
detection cone of approximately 45o.  Examples of detection – occurs 30‘ out from a 30’ 
mounting height pole; occurs 20’ out from a 20’ mounting height pole.

ENERGY SAVING CONTROL OPTIONS – DIM – 0-10 volt dimming enabled allowing 
0-100% illumination when used with control or dimming system (by others).

    BLS – Bi-level switching responds to external line voltage signal from separate controller 
or sensor (by others), with low light level decreased to 30% maximum drive current.

EXPECTED LIFE - Minimum 60,000 hours to 100,000 hours depending upon the ambient 
temperature of the installation location. See LSI web site for specific guidance. 

LEDS - Select high-brightness LEDs in Cool White (5250°K nominal) or Neutral White 
(4100°K nominal) color temperature, 70 CRI (nominal).

DISTRIBUTION/PERFORMANCE - Types 3, 5, FT and FTA available - field rotatable reflectors. 

HOUSING - Square, die-formed aluminum. Fully enclosed weather-tight housing contains 
factory prewired drivers and field connections.

TOP-ACCESS COVER - Tethered top-access cover provides ease of installation and allows 
for easy driver access. Four captive stainless-steel fasteners secure the top-access cover 
to the housing. 

OPTICAL UNIT - Clear tempered optical grade flat glass lens sealed to aluminum housing 
creates an IP67 rated, sealed optical unit (includes pressure stabilizing breather).  Optical 
unit can be easily field rotated in 90o increments. Directional arrow on optics allows 
alignment without the unit being energized.

MOUNTING - 2-1/2” x 5-3/8” x 12” extruded aluminum arm mounting bracket shipped 
standard.  Use with 5” traditional drilling pattern. Round Pole Plate (RPP2) required for 
mounting to 3”– 5” round poles. (See Accessory Ordering Information chart.) 

ELECTRICAL - Two-stage surge protection (including separate surge protection built 
into electronic driver) meets IEEE C62.41.2-2002, Location Category C. Available with 
universal voltage power supply 120-277VAC (UE - 50/60Hz input), and 347-480VAC. 
Fixture Watts: 350 mA - 195, 450 mA - 260 nominal.

DRIVERS - Available in 350mA and 450mA drive currents (Drive currents are factory 
programmed). Components are fully encased in potting material for IP65 moisture 
resistance. Driver complies with FCC 47 CFR part 15 RFI/EMI standard. 

OPERATING TEMPERATURE -  -40ºC to +50ºC (-40ºF to +122ºF).

FINISH - Fixtures are finished with LSI's DuraGrip ® polyester powder coat finishing  
process.  The DuraGrip finish withstands extreme weather changes without cracking or 
peeling, and is guaranteed for five full years. 

DECAL STRIPING - LSI offers optional color-coordinated decals in 9 standard colors to 
accent the fixture. Decals are guaranteed for five years against peeling, cracking, or 
fading.

WARRANTY - LSI LED fixtures carry a limited 5-year warranty.

PHOTOMETRICS - Application layouts are available upon request. Contact LSI Applications 
Group at lighting.apps@lsi-industries.com

SHIPPING WEIGHT (in carton) -  Fixture - 44.5 lbs (20 kg) Arm - 5 lbs. (2kg) arm

LISTING - ETL listed to U.S. and Canadian safety standards. Suitable for wet locations.

LED AREA LIGHTS - XGB3 176 LED
US patent D574994 & 7,828,456 and MX patent 29631 and US & Int’l. patents pending

Suitable for wet locations

American Made

American Innovation

This product, or selected versions of this product, meet 
the standards listed below.

Please consult factory for your specific requirements.

IP67

  
           Type 3 Type 5 Type FT Type FTA
 

LIGHT OUTPUT - XGB3 176
Lumens (Nominal)# of LEDS

350 mA 176 17200 16600 18100 20600
450 mA 176 20700 20000 21600 24900

350 mA 176 15160 14700 16300 18500
450 mA 176 17600 17400 18900 21600

Co
ol
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te
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l W
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te

Shown with optional decal striping
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Prefix FinishColor Temperature

XGB31 - 
 LED
Greenbriar

LED 176 CW - Cool White
NW - Neutral White

Input Voltage

UE - Universal
Voltage

(120-277)

347-480

BLK - Black
BRZ - Bronze
GPT - Graphite
MSV - Metallic Silver
PLP - Platinum Plus
SVG - Satin Verde Green
WHT - White

OptionsLight SourceDistribution # of LEDs

TYPICAL ORDER EXAMPLE:

LUMINAIRE ORDERING INFORMATION

XGB3    FTA    LED    176    350    CW   UE    WHT    PCI120    21

ACCESSORY ORDERING INFORMATION (Accessories are field installed)

482002 BLK
482002 BLK
482002 BLK
162914BLK
123111CLR
169010CLR
144191CLR

XGB3-176 - HSS - House Side Shield (Black only)2

XGB3-176 - LSS - House Side Shield Left Side (Black only)2

XGB3-176 - RSS - House Side Shield Right Side (Black only)2

RPP2 - Round Pole Plate 
BKS-BO-WM-*-CLR - Wall Mount Plate 
BKA-BO-RA-8-CLR - Radius Arm 
BKU-BO-S-19-CLR - Upsweep Bracket for round or square poles

Description Order Number

LUMINAIRE EPA CHART2 - XGB3 176 LED 

Single

D180°

D90°

T90°

TN120°

Q90°

8" Bracket 12" Bracket

 

NOTES:
1 - Use with 5” traditional drilling pattern
2- House Side Shield adds to fixture EPA. 

Consult factory.

350 - 350mA
450 - 450mA

Drive Current

8BK - 8" Bracket (S and D180 only)
PCI 120 - 120v Button-Type Photocell
PCI 208 - 208v Button-Type Photocell
PCI 240 - 240v Button-Type Photocell
PCI 277 - 277v Button-Type Photocell
PCI 347 - 347v Button-Type Photocell
TB - Terminal Block
IMS - Integral Motion Sensor
DIM - 0-10V Dimming
BLS - Bi-level Switching

 Color Decals
45 – Light Gold
20 – Charcoal Metallic
55 – Black
94 – Blue Metallic
59 – Dark Green
51 – Dark Red
21 – Tomato Red
50 – White
700 – Aztec Silver Metallic

FT - Forward Throw
FTA - Forward Throw Automotive
3 - Type III
5 - Type V

2.3

4.7

2.4

4.8

4.7

7.2

7.3

8.8

12" Bracket

Required

LED AREA LIGHTS - XGB3 176 LED

DIMENSIONS

 24” sq. (610 mm)

 9”
(229 mm)

 12”
(305 mm)

 3 15/16”
(99 mm)

 13 5/16”
(339 mm)

 House Side Shield (482002BLK)
9”

(229 mm)

5/8”
(16 mm)

1-3/8”
(35 mm)

OPTIONAL IMS

2-1/4”
(57 mm)

4-1/8”
(105 mm)



SP0003 REV A 

 

 

Notes: 
1 Suitable for Damp location. Standard length 8 feet. Additional  

lengths available. 
2 Suitable for Dry  location Only. Standard length 6 feet.    

Additional lengths available.  (Not CSA listed) 

3 Guard/Glass option reduces wattage to 100 W 

4 Not available for WHS20-PC. 
 
 

 
 
Suitable for Wet Location (except when cord mounted) 

WAREHOUSE SHADE COLLECTION: The Original 
         
            WHS12-PC                   WHS14-PC                        WHS16-PC                           WHS18-PC                               WHS20-PC 

 

Item # Diameter  Height  
WHS12-PC 12” 7” 
WHS14-PC 14” 7 ½” 
WHS16-PC 16” 7 ¾” 
WHS18-PC 18” 8 ½” 
WHS20-PC 20” 9 ¼” 

Model # Item # Standard 
Finishes 

Mounting Options Mounting Color 

 
Optional 
Accessories 

Accessory Colors Wattage/Lamp 
Options 

Ballast 
 

Voltage 

C- Cord 
Hung 

S- Stem 
Mount 

G-Goose- 
Neck 

F- Flush 
Mount

WHS12-PC 
WHS14-PC 
WHS16-PC 
WHS18-PC 
WHS20-PC 
 

Other: 
975-Galvanized  
 
Powder Coat:  
100-Black 
200- White 
300-Dark Green 
600-Bronze 
605-Rust 
 
For additional 
colors, see color 
chart 
 

Cord:  
Standard 1: 
   SBK           Black 

   SWH         White  

Cotton 2: 
   CRZ          Red Chevron 
   CGM        Grey 
   CBK          Black 
Cotton Twists 2: 
   TBR          Brown 

TBK   Black
   TPT          Putty 
   TRD         Red 
   TWH        White 

             
Stem:  
   ST     _______________ 

^Specify stem model 
Gooseneck: 

   G      _______________       
^Specify gooseneck model 

Flush Mount:    
 FM 
 
For additional mounting options and 
details, see mounting spec sheet 

For Cord:  
Canopy color: 
Standards:  
  975-Galv. for Galv. Shades 
  100-Black with Black Cord 
  200-White with White Cord 
Custom with Twist Cord: 
   -CNY_________________ 

            ^Specify canopy color 
 
 
Stem and Gooseneck:  
Other: 
 975-Galvanized 
 980-Brushed 
        Aluminum  
 
Powder Coat:  
 100-Black 
 200- White 
 300- Dark Green 
 600- Bronze 
 605- Rust  
 
For additional colors, see color 
chart 

CGG-Cast 
Guard and 
Glass 3 

 
WGG-Wire 
Guard and 
Glass 3 

 
WC-Wire  
Cage  4 

 

HSC-Hang 
Straight 
Canopy 
 
HDSM- Heavy 
Duty Stem 
Mount 
Canopy 
 
HDBP- Heavy 
Duty Square 
Backing Plate 

Other: 
975-Galvanized  
 
Powder Coat:  
100-Black 
200- White 
300- Dark Green 
600- Bronze 
605- Rust 
 
For additional colors, 
see color chart 
 
Vapor Proof Glass 3 

CLR- Clear 
FST- Frosted 
 
 

200 Watt 
maximum 

 

  

BLE-F WHS16-PC 200 FM  CGG FST    
ORDER SPECIFICS 

BLE-          -PC         











Men's
Restroom

Women's
Restroom

Checkout

Sales Area

Cooler

 Back Room

Storage

Storage

FOR REVIEW
ONLY



KANGAROO EXPRESS - 1 Gumtree Road, HILTON HEAD, SC - REMODEL

  ::JANUARY 29, 2013  ::

FINISHES

-cover existing brick 

new nichiha thin brick

veneer (vintage brick

white wash)

-new constructed

vertical parapet face

around building

-trim board - nichiha

nichiboard - cedar

-horizontal siding 

color - glidden 

professional - 

afternoon tea 

a-1763

-main fascia frame 

color - glidden

professional

basic khaki

a-17671

-main fascia body & 

crown trim

glidden professional

seed pearl

a0067

-trim color above

storefront & entrance

glidden professional

colonial red

a0299

PROPOSED REMODEL

EXISTING  STORE



KANGAROO EXPRESS - 1 Gumtree Road, HILTON HEAD, SC - REMODEL

  ::JANUARY 29, 2013  ::

FINISHES

-cover existing brick 

new nichiha thin brick

veneer (vintage brick

white wash)

-new constructed

vertical parapet face

around building

-trim board - nichiha

nichiboard - cedar

-horizontal siding 

color - glidden 

professional - 

afternoon tea 

a-1763

-main fascia frame 

color - glidden

professional

basic khaki

a-17671

-main fascia body & 

crown trim

glidden professional

seed pearl

a0067

-trim color above

storefront & entrance

glidden professional

colonial red

a0299

PROPOSED FRONT ELEVATION

EXISTING  FRONT/RIGHT ELEVATION

PROPOSED LEFT ELEVATION

PROPOSED REAR ELEVATION

PROPOSED RIGHT ELEVATION

EXISTING FRONT/LEFT ELEVATION

EXISTING REAR ELEVATION



CRS-SC-LED-64
LED Crossover Gold Symmetric Canopy Light

PERSPECTIVE VIEW

BOTTOM VIEW

SIDE VIEW

TOP VIEW

PERSPECTIVE VIEW

END VIEW

XGB3 176
LED Crossover Area Light

SIDE VIEW
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Kangaroo Express-Gum Tree Road Drive – ALTERATION/  DRB#: DR 130005    
 ADDITION 
 
DATE: February 12, 2013  
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood     
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment     

Utilizes natural materials and colors    Proposed colors & materials are an improvement over 
existing and in keeping with the Design Guide. 

Avoids distinctive vernacular styles     
Design is appropriate for its use     
All facades are have equal design characteristics     
Avoids monotonous planes or unrelieved repetition     
Has a strong roof form with enough variety to provide 
visual interest    Proposed changes offer more visual interest than 

existing. 

Minimum roof pitch of 6/12    
Roof was removed and a flat parapet is proposed for 
installation of signage.  Roof signs are not permitted 
per the Sign Regulations. 

Overhangs are sufficient for the façade height.     



 2 

Forms an details are sufficient to reduce the mass of the 
structure     
Human scale is achieved by the use of proper proportions 
and architectural elements     

Utilizes a variety of materials, textures and colors    Proposed colors & materials are an improvement over 
existing and in keeping with the Design Guide. 

Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     

Utilities and equipment are concealed from view    
Any adjacent fence, including dumpster screens, 
should be painted to coordinate with new color 
palette. 

Decorative lighting is limited and low wattage and adds 
to the visual character    A complete lighting package should be submitted for 

review & approval. 
Accessory elements are design to coordinate with the 
primary structure    Fuel canopy improvements should be considered to 

coordinate with building changes. 
 
 
MISC COMMENTS/QUESTIONS 
      
      
      
      
      
      
      
      
 







                        
January 29, 2013 

_____________ 
The Pantry, Inc. 

Store Planning Department 
305 Gregson Drive 
Cary, NC  25711 

(919)774-6700 ext. 6093 

 
 
 
 
To:  Town of Hilton Head 
 Design Review Board 
 
RE: Application of Re-Paint Stores – Address and PIN 
 
 

1. Kangaroo Express #0408 
153 Arrow Road 
Hilton Head Island, SC 29928 
 
PIN: R552-015-000-0420-0000 
 

2. Kangaroo Express #0430 
1610 Fording Island Road 
Hilton Head Island, SC 29926 
 
PIN: R600-041-000-0002-0000 
 

3. Kangaroo Express #0855 
6 Palmetto Bay Road 
Hilton Head Island, SC 29928 
 
PIN: R552-015-000-101A-0000 and R552-015-000-101B-0000 
 

4. Kangaroo Express #917 
1553 Fording Island Road 
Hilton Head Island, SC 29926 
 
PIN: R600-040-00B-090A-0000 
 

5. Kangaroo Express #3377 
1B Regency Parkway 
Hilton Head Island, SC 29928 
 
PIN: R520-011-000-0155-0000 
 



                        
January 29, 2013 

_____________ 
The Pantry, Inc. 

Store Planning Department 
305 Gregson Drive 
Cary, NC  25711 

(919)774-6700 ext. 6093 

 
 
 
 
To:  Town of Hilton Head 
 Design Review Board 
 
RE: Narrative for Re-Paint Stores 
 
 
In conjuction with the major capital investments with the stores located at 71 Matthews Drive 
and 1 Gum Tree Road.  The Pantry is investing in the other 5 stores located in the Town. 
 
Though not as capital intensive as the above stores.  The Pantry is looking at investing at 
items that have been deferred thoughout the years.  The company, having a major presence 
within the Town, is being a good corporate steward repairing the interiors of the stores to 
continue to build the broader appeal of the Kangaroo Express operating banner. 
 
This also includes the exterior of our stores at the locations with this application.  These 
stores continue to generate revenue but not to the extent of Matthews Drive and Gum Tree 
Road for the company to invest in major capital.  These stores, however, will get new paint 
applied to the exterior of the building as well as address exterior and interior maintenance 
items that have been neglected. 
 
The paint, as submitted with the color samples, complements the colors as defined with the 
color table and design guildlines per Section 16-4-503.  The paint for the buildings involve a 
two tone paint scheme.  The base of the stores will be painted a brown color up to the sill of 
the window or storefront of the store.  The remaining body of the building will be painted a 
kahki color up to the roof/mansard condition.  The mansard will be painted a grey color to 
subdue the roof line but gives distinction to the building from the surrounding, but not 
overpower.  The fuel canopy of some of the store will be painted a pearl color to separate the 
fuel canopy from the building.  The grey color selected for the building is dark for the fuel 
canopy, with the execption of the fuel canopy that is attached to the building or linked 
together with the mansard feature. 
 



P d P i t C l R P i t d StProposed Paint Colors – Re-Painted Stores

B C l tBase Color up to 
window or storefront
Glidden Professional

Body Color from bottom 
of  storefront to eave
Glidden Professional

Mansard Roof color
Glidden Professional
Grey Tweed – A1839

Fuel Canopy color
Glidden Professional
Farm House Beige – A0891

Afternoon Tea –
A1763

Basic Khaki – A1767
y Farm House Beige A0891

Trim color (above storefront and entrance)
Glidden Professional
Colonial Red – A0299

1/29/2013

Colonial Red – A0299



Kangaroo Express #0408Kangaroo Express #0408
153 Arrow Road153 Arrow Road

Proposed  Paint  Concept

1/29/2013 Existing Store



Kangaroo Express #0430Kangaroo Express #0430
1610 Fording Island Road1610 Fording Island Road

Proposed  Paint  Concept

1/29/2013 Existing Store



Kangaroo Express #0855Kangaroo Express #0855
6 Palmetto Bay Road6 Palmetto Bay Road

Proposed  Paint  Concept

1/29/2013 Existing Store



Kangaroo Express #0917Kangaroo Express #0917
1553 Fording Island Road1553 Fording Island Road

P d P i t C tProposed  Paint  Concept

1/29/2013 Existing Store



Kangaroo Express #3377Kangaroo Express #3377
1B Regency Parkway1B Regency Parkway

P d P i CProposed  Paint  Concept

1/29/2013 Existing Store
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PROJECT NAME: Kangaroo Express Repaint – MINOR EXTERNAL CHNAGE  DRB#: DR 130006    
 
DATE: February 12, 2013  
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      
 
Kangaroo express is proposing to repaint three of its Hilton Head stores (Arrow Road, Palmetto Bay Road, and Regency Parkway).  
The proposed colors are consistent with the Design Guide.  Please note that the application materials include two off-island stores 
(Fording Island Road stores #0430 & #0917) that are not subject to review by the DRB.  
 
Staff recommends approval of this application with conditions.  The separation between the base color and the body color needs to be 
addressed.  The Colonial Red trim color should be extended on the Palmetto Bay store (#0855) The canopy frame at the Regency 
Parkway (#3377) store should be painted Grey Tweed to be consistent with other canopy colors.  Any adjacent accessory structures 
should be also be repainted to be consistent with the proposed color scheme (specifically the dumpster enclosure at the Regency 
Parkway store (#3377). 



Town of Hilton Head Island 

Comm unity Development Department 


One Town Center Court 

Hilton Head Island, SC 29928 


Phone: 843-341-4757 Fax: 843-842-8908 

www.hi honheadislandsc.gov 


Applicant/Agent Name: 0;;-.s- i\ 1&+1,;<, H tTJ(= Company: 4-J 1;iJ:;. 11 rTI4 Cau...T tfV(:;;t'tJ 

Mai li ng Address: 4 Cl£tL , 6!s::ts:. $.p City: HiJ S tate: S:.<2. Zip: ..:2~2~ 
Telephone: 75 s=- .2 :><-/ ;;: Fax: 2 gs: -:257s- E-mail: . Ji.>c<:edwcu.,r~,.aus nw"Tte,YJA)c. ,c.on 
Project Name: SANns Uu ( f%6 tf!M4 JJ.l'r Project Address: ;:?, l I A"'"" v R" AD 

Parcel Number[PINJ: R_________ - --- --- 

Zoning District· Overlay District(s)· 

DESIGN REVIEW BOARD (D R) SUBMITTAL REQUIREMENTS 
Dif:,ftnl Submissions ma~ he accee.ted >ia e-mail h~ callinr:. 841-141-475 7. 

Project Category: 

_New Development - Conceptual Alteration/Addition 
_New Development - Final, indicate Project Number ~Minor External Change 

Submittal Requireme nts for All projects: 

__ Private Archi tectural Review Board (ARB) Notice ofAction (if applicable): When a project is within the 
jurisdiction ofan ARB, the applicant shall submit such ARB's written notice ofaction per LMO Section 16
3-1004. Submining an application to the ARB to meet this requirement is t he resoonsibiljty of the applicant. 

~ling Fee, New Development S 175, Alterations/ Additions S 100, Minor External SSO cash o r check made 
payable to the Town ofHilton Head Island. 

Additional Subminal Requirements: 

New Develo pment - Conceptual Approval 
_ _ A survey (I "~30' minimum scale) ofproperty lines, existing topograp hy and the location of trees mee ting the 

tree protection regu lat ions ofSec. 16-3-405. and ifapplicable, location ofbordering stree ts. marshes and 
beaches. 

__A site analysis study to include specimen trees, access, significant topography, wetlands, buffers, setbacks, 
views, orientation and other s ite featu res that may influence design. 

_A drafl written narrative describing the des ign intent of the project, its goals and objectives and how it 
reflects the site analysis results. 

__Context photographs ofneighboring uses and architectural styles. 

_Conceptual site plan (to scale) showing proposed location ofnew structures. parking areas and landscaping. 

__Conceptual sketches ofprimary exterior elevations showing architectural character of the proposed 
development, mate rials, colors, shadow lines and landscaping. 

http:honheadislandsc.gov


Additional Subminal Requirements: 

New Development - Final Approval 
A final wrinen narrative describing how the project conforms with the conceptual approval and design 
review guidelines ofSec. 16-4-503. 

_ _ Final site development plan meeting the requirements ofSec. 16-3-303.F. 

Final site lighting and landscaping plans meeting the requirements of Sec. 16-3-304 and Sec. 16-3-305. 

_ Final noor plans and elevation drawings (118""'1'-0" minimum scale) showing exterio•· buiIding materials and 
colors with architectural sections and detai ls to adcquaiely describe the project. 

A color board ( ll"x \7" max imum) containing actual color samples ofall exterior finishes, keyed to the 
elevations, and indicating the manufacturer's name and color designation. 

_ Any additional information requested by the Design Review Board at the time ofconcept approval, such as 
scale model or color renderings, that the Board finds necessary in order to act on a final application. 

Additional Submillal Requirements: 

Allerajions/Additions and Minor External Changes 

_ ./' AA written narrative describing how project conforms to design guidelines of Section 16-4-503.
_ 

/rhotographs and/or drawings ofexisting development. 

__Drawings of the proposed development - II "x 17". 

_6'atcriallcolor samples of existing and proposed changes- 8 W'X 14" Maximum; Stating manufacturer and 
material name 

Note: All application items must be received by the deadline date in order to be reviewed by the DRS per LMO 
Section 16-3-106. 

A representativefor each agenda item is strongly encouraged to attend the meeting. 

Arc there recorded private covenants and/or restrictions that are contra ry to, conni e! with , or prohibit 
the proposed request? Ifyes, a copy of the private covenants and/or restrictions must be submitted with 
this aJlr>licntion. D YES ~NO 

To the best of my knowledge, the information on this application and all additional documentation is true, 
factual, and complete. l hereby agree to abide by all conditions of any approvals granted by the Town ofHilton 
Head Island. I understand that such conditions shall apply to the subject property only and are a right or 
obligation transferable by sale. 

I further understand that in the event of a State of Emergency due to a Disaster, the review and approval times 
set forth in the Land Managemen rdinanee may be suspended. 

DATE r I 

I,,,, H ' ' '\; 1.~ ljt' IIJ 2 



~ 

HIGHSMITH 

CONSTRUCTION 


November 13, 2012 

Project narrative: 

Sands Village Condominiums request a change in their primary color scheme from the 
taupe's shown in the submittal photographs, to the revised colors shown on the 

accompanying color sheet. 


The colors are as follows: 


Body : Sherwin Williams custom color (darker stripe) 


Mansard: Sherwin Williams custom color (lighter stripe) 


Highsmith Construction, Inc. 843·785·2743 
4 Pope Avenue Executive Park Road FAX 843·785·2575 

e-mail: highcon@hargray.comHilton Head Island, SC 29928 

mailto:highcon@hargray.com


SANDS VILLAGE REPAINT COLORS : 


BODY COLOR MANSARD COLOR 

' 
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PROJECT NAME: Sands Village Repaint – MINOR EXTERNAL CHANGE  DRB#: DR 120033    
 
DATE: February 12, 2012  
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      
 
The Sands Village proposes to repaint their buildings and slightly change their primary color scheme. Two different shades of brown 
trim & railings are to remain.  The applicant originally proposed to change from taupe to light green.  Based on DRB’s previous 
comments, the applicant has revised their application and proposes a color combination that is appropriate based on the Design Guide.     







 
 

TOWN OF HILTON HEAD ISLAND 
One Town Center Court, Hilton Head Island, SC 29928 

(843) 341-4600    Fax (843) 842-7228 
http://www.hiltonheadislandsc.gov 

SIGN APPLICATION COMMENT LETTER 
 
 
December 21, 2012 
 
 
Tom Reilley 
TDBJ Investments, LLC 
Sent to tomreilley@roadrunner.com  
 
 
Dear Mr. Reilley: 
 
The Community Development Department has completed its review of sign permit 
application SIGN120154 to permit a new freestanding directory sign for Reilley’s Plaza at 7 
Greenwood Drive. This is not a permit. A permit must be issued before any signs may be 
installed. 
 
The following general comments must be addressed in a new sign rendering before a permit 
will be issued: 
 
The Town of Hilton Head Island’s Design Guide, which defines the aesthetic for 
commercial development within the Town’s jurisdiction, states the ideal aesthetic is for 
development is to exhibit a harmonious relationship with the natural environment. To meet 
this goal, the Town’s Sign Ordinance states that sign designs must meet several standards, 
including: 

• Materials, colors, and shapes of proposed signs shall be complementary to the related 
buildings and to nearby structures and signs. 

• Signs shall be constructed of high-quality materials. 
 
The proposed directory must be modified from the submitted design as follows: 

• The sign must reference the adjacent buildings and signs in materials, colors and 
overall design. 

• Sign colors should be limited to three, all of which should be colors found in the 
existing development – siding, trim, roof, etc. 

• The sign must be made of higher quality, more durable materials – wood posts, 
stucco or brick – especially with the proposed location in a high-traffic area. The 
tenant panels should be contained on individual panels within a sign frame or 
between posts. 

• Per the Town’s Sign Ordinance, the maximum height of a freestanding sign of this 
size is eight feet (LMO Section 16-5-1306). 



 
 

TOWN OF HILTON HEAD ISLAND 
One Town Center Court, Hilton Head Island, SC 29928 

(843) 341-4600    Fax (843) 842-7228 
http://www.hiltonheadislandsc.gov 

When we receive a revised rendering, review of this application will continue. Please contact 
me at (843) 341-4697 or at annec@hiltonheadislandsc.gov if you would like to discuss this 
further. 

Sincerely, 

Anne Cyran, AICP 
Senior Planner 
 
cc:  File 
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PROJECT NAME: Reilley’s Plaza Directional Sign – SIGN     DRB#: DR 130009    
 
DATE: February 12, 2013  
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      
 
A new freestanding directory sign has been submitted for Reilley’s Plaza.  Based on staff’s review of the sign application, the 
submitted sign is not in conformance with the Town’s Sign Ordinance and Design Guide.  As opposed to making the changes to the 
proposed sign that would be required to get a sign permit, the applicant has chosen to bring the directory sign to the DRB for review. 
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