
 

 Town of Hilton Head Island 
Regular Design Review Board Meeting 

 

Tuesday, December 9, 2014 
1:15 p.m. – Benjamin M. Racusin Council Chambers 

 

REVISED AGENDA 
 

As a Courtesy to Others Please Turn Off All Cell Phones and Pagers during the Meeting. 

1. Call to Order  

2. Roll Call 

3. Freedom of Information Act Compliance 
Public notification of this meeting has been published, posted, and mailed in compliance with the 
Freedom of Information Act and the Town of Hilton Head Island requirements. 

4. Approval of Agenda 

5. Approval of Minutes – Meeting of November 18, 2014 

6. Staff Report  

7. Board Business 

8. Old Business 

A. Alteration/Addition 

1) DRB-002014-2014 – 5 Lagoon Road 

B. New Development – Conceptual 

1) DRB-001731-2014 – 1st Tee Boys & Girls Club 

9. Unfinished Business 

10. New Business 

A. New Development - Conceptual 

1) DRB-000719-2014 – Shelter Cove Apartments 

2) DRB-002030-2014 - Market at Hilton Head Island 

3) DRB-002162-2014 – Adventure Inn Redevelopment 

4) DRB-002163-2014 – Pineland Station Redevelopment 

B. Alteration/Addition 

1) DRB-002151-2014 SCTC Building 108 

C. Sign 

1) DRB-001836-2014 – Grande Ocean Sales Center Sign 

 



 

11. Appearance by Citizens 

12.    Adjournment 
 

Please note that a quorum of Town Council may result if four (4) or more of Town 
Council members attend this meeting. 
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 Town of Hilton Head Island 
                                                     Design Review Board                                       DRAFT 

                                Minutes of the Tuesday, November 18, 2014 Meeting   
   1:15p.m. – Benjamin M. Racusin Council Chambers 

 
 
Board Members Present: Chairman Scott Sodemann, Vice Chairman Jake Gartner,                   

Ron Hoffman, Galen Smith, Dale Strecker, Kyle Theodore and 
Brian Witmer  

 
Board Members Absent: None  
 
Town Council Present: None  
 
Town Staff Present: Jennifer Ray, Urban Designer 
 Richard Spruce, Plans Examiner 

Kathleen Carlin, Administrative Assistant 
 

 
1. Call to Order 

Chairman Sodemann called the meeting to order at 1:15p.m. 
 

2. Roll Call 
 

3. Freedom of Information Act Compliance  
 

4. Approval of the Agenda 
 

5. Approval of the Minutes 
a. The Board approved the October 28, 2014 meeting minutes as submitted by general consent.   
b. The Board approved the November 4, 2014 meeting minutes as submitted by general consent.       
 

6. Staff Report 
Ms. Ray reminded the Board that the Tuesday, December 9th meeting will be the last DRB meeting 
of the year.      
    

7. Board Business 
None 
 

8. Unfinished Business                                                                                                                                      
None 
 

9. New Business 

A.   Alteration/Addition 

1) 5 Lagoon Road  DRB-002014-2014  
Ms. Ray introduced the application and stated its location within the Coligny District.  Ms. 
Ray presented an in-depth overhead review of the application including an aerial photo of 
the site, the elevations, and the site analysis. The proposed work is primarily focused on the 
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front façade, handicap access, and minor façade improvements. Minor changes to the 
building include removing a front window, modifying the main door, and adding a gable to 
the front elevation. The side elevation and the rear elevation will remain largely as is.  Ms. 
Ray presented an in-depth review of the elevations. 
 
Ms. Ray stated that all existing colors will remain with the exception of the second floor 
siding and trim. The existing second floor siding is a grey color.  The applicant is 
proposing to change the color to Sherwin Williams 6532 “Aura White”.   Staff is concerned 
with the purple tint of this color and recommends that a lighter shade of grey be used 
instead.  A lighter shade of grey will provide some relief to the white stucco and will 
complement the existing grey shingle roof.   The staff recommends Sherwin Williams 7064 
“Passive” or a similar shade of grey.    
 
The staff recommends that the soffit, the trim and window/door associated with the stucco 
portion of the building be painted as proposed.  Staff recommends that the proposed color 
of the second floor window trim be changed to match the existing.  Staff believes that the 
first floor and second floor should be consistent.   
 
Minor landscaping changes are proposed including the addition of crape myrtles between 
the existing palms along Lagoon Road, the addition of juniper along Lagoon Road, and the 
addition of boxwood adjacent to the new aluminum fence.  The quantity and spacing of the 
boxwoods should be adjusted to provide adequate material to fill in the area.  Staff 
recommends 4-ft. on center spacing.  The area between the handicap ramp and the adjacent 
parking area should be filled in.    
 
The staff recommends that the applicant consider liriope, if space does not allow the 
continuation of boxwood.  Any existing material that is removed from the Lagoon Road 
landscape area should be replaced with a similar material (something other than just 
juniper) in order to maintain an intermediate plant level.   

    
Ms. Ray stated that the existing handicap ramp will be re-worked and the white wood 
railing is proposed to be replaced with a simple black aluminum railing. The staff 
recommends a grey color be chosen for the railing that will provide less contrast between 
the “white” stucco and a black railing. Ms. Ray distributed hard samples of the proposed 
colors for the Board’s review. The staff recommends approval of the project with the above 
comments included.  Ms. Ray stated that the Forest Beach Owner’s Association has 
approved the project with the condition that the colors and materials match the existing.  
Following staff’s presentation, Chairman Sodemann requested that the applicant make his 
presentation. 

Mr. Jeff Cramer, Architect, and Mr. Ned Gilleland, property owner, presented statements in 
support of the application. The applicants presented comments regarding the proposed 
color palette. Following the applicant’s presentation, Chairman Sodemann requested 
statements from the Board. 

The Board discussed several issues including the proposed colors, the aluminum railing, 
existing palm trees, and new plant materials.  The Board discussed the location of the 
handicap ramp as related to the buffer area between the building and the sidewalk.  
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The Board stated their concern with the proposed removal of intermediate landscape 
materials.  Additional plant materials will be needed to replace those removed at the 
intermediate level.  The Board stated the need for a more complete landscaping plan for 
this project (to include the additional plant materials discussed today). The Board discussed 
the proposed color palette and agreed with the staff’s recommendation regarding the 
selection of colors. Following final comments by the Board, Chairman Sodemann 
requested that a motion be made.     
 
Mr. Gartner made a motion to approve application DRB-2014-2014 with the following 
conditions:  (1) the railing color shall be changed from black to grey; (2) Sherwin Williams 
7064 “Passive” or a similar shade of grey shall be used instead of Sherwin Williams “Aura 
White”; (3) today’s approval is for the building portion of the application only.  An updated 
landscape plan shall be resubmitted to the Board on December 9, 2014.  Mr. Witmer 
seconded the motion and the motion passed with a vote of 7-0-0.    

 

10. Adjournment 
   The meeting was adjourned on site at 1:50p.m.   

 

Submitted By:         Approved By:   

  

___________________         _________________ 
Kathleen Carlin         Scott Sodemann 
Administrative Assistant         Chairman 
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: 5 Lagoon Road – ALTERATION/ADDITION    DRB#: DRB-002014-2014 
  
DATE: December 9, 2014 
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
Applicant proposes to make changes to the existing building including removing a front window, modifying the main door, and 
adding a gable to the front elevation.  
 
Minor landscape changes are proposed to accommodate building renovations.  Based on Natural Resource Request, several trees (+/- 
12-14 palms) are requested to be removed.  Mitigation will be required for these removals.  Applicant should submit a plan showing 
trees to be removed as well as plan indicating proposed mitigation.  
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: 1st Tee Boys and Girls Club – NEW DEVELOPMENT   DRB#: DRB-001731-2014 
 CONCEPTUAL 
  
DATE:  December 9, 2014 
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood     
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment     
Utilizes natural materials and colors    Wood, stucco, vines; no colors.  
Avoids distinctive vernacular styles     
Design is appropriate for its use     
All facades are have equal design characteristics     
Avoids monotonous planes or unrelieved repetition     
Has a strong roof form with enough variety to provide 
visual interest     

Minimum roof pitch of 6/12    Roof is mostly flat; 6/12 stucco parapet wall added. 

Overhangs are sufficient for the façade height.    Building does not have overhangs, but added trellis, 
awnings, and wood screen walls provide relief. 
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Forms an details are sufficient to reduce the mass of the 
structure     
Human scale is achieved by the use of proper proportions 
and architectural elements    Trellis, awnings, wood screen walls, and Bermuda 

shutters added to building. 

Utilizes a variety of materials, textures and colors    
Mostly metal – wall panels and awning roof and 
stainless steel wire mesh.  Some wood elements added 
– trellis, columns, awning, screen.  Stucco parapet 
wall added. 

Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     

Utilities and equipment are concealed from view    HVAC units are wall mounted on rear elevation; 
Bermuda shutters added. 

Decorative lighting is limited and low wattage and adds 
to the visual character    None shown on conceptual submittal. 

Accessory elements are design to coordinate with the 
primary structure     

 
 
LANDSCAPE DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Treats the Landscape as a major element of the project     
Provides Landscaping of a scope and size that is in 
proportion to the scale of the development          

Landscape is designed so that it may be maintained in 
its natural shape and size     

Preserves a variety of existing native trees and shrubs     
Provides for a harmonious setting for the site’s 
structures, parking areas or other construction    Consider adding trees/tall landscape material to screen 

ends of stucco parapet wall. 
Location of existing trees and new trees provides 
street buffers, mitigation for parking lots, and an 
architectural complement that visually mitigates 
between parking lots and building(s) 

   
 

Shrubs are selected to complement the natural setting, 
provide visual interest and screen less desirable 
elements of the project 

   
 

A variety of species is selected for texture and color     



 3 

Provides overall order and continuity of the 
Landscape plan     

Native plants or plants that have historically been 
prevalent on the Island are utilized     

A variety of sizes is selected to create a “layered” 
appearance for visual interest and a sense of depth     

The location of existing mature trees is taken into 
account in placement of shrubs so as not to damage 
tree roots 

   
 

Proper spacing and location for plants to reach their 
mature size and natural shape while avoiding 
excessive or unnatural pruning 

   
 

Proposed groundcovers are evergreen species with 
low maintenance needs     

Large grassed lawn areas encompassing a major 
portion of the site are avoided     

The adjacent development is taken into account in 
determining the most appropriate buffer so as not to 
depart too dramatically from the neighborhood 

   
 

Ornamentals and Annuals are limited to entrances and 
other focal points     

 
NATURAL RESOURCE PROTECTION 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

An effort has been made to preserve existing trees and 
under story plants    Existing open lawn areas are being converted to 

practice range, chipping green, etc. 
Supplemental and replacement trees meet LMO 
requirements for size, species and number    TBD 

Wetlands if present are avoided and the required 
buffers are maintained     
Sand dunes if present are not disturbed     
 
MISC COMMENTS/QUESTIONS 
      
      
      
 







 

November 6, 2014 
 
Re: Shelter Cove Apartments 
 DRB Conceptual Review Narrative 
 NBA Project No. 113046.00 

 

The Shelter Cove Apartment Project includes two multifamily residential sites that flank the 
East and West side of the Shelter Cove Towne Center Development.  The East site will 
provide 210 luxury flats with a 5-story wrapped parking deck.  One, two and three bedroom 
units will have a mix of open and screened balconies in a configuration that takes advantage 
of the beautiful marsh views.  The Architecture is an upscale coastal style that blends well 
with the Shelter Cove Mall Development and compliments the greater Hilton Head Island 
context.  Materials such as brick and fiber cement siding, large windows, brackets, and 
overhanging balconies will give the building texture and depth.  Detail will be focused at eye 
level to help bring the scale of the building down to a pedestrian level while larger tower 
design features will also make reference to the nautical features of Hilton Head Island.  
There are precedents of projects of this scale on Hilton Head Island in several of the 
featured hotels and condominium developments.  Of note, the Main Sail development and 
Captain’s Quarters are relative in size and are also part of Shelter Cove.  

The leasing office will be situated in a 2-story building on Shelter Cove Lane.  This structure 
will feel like a luxury coastal cottage welcoming you to the property and helping to 
transition you visually into the larger scale community while also helping to shield the 
parking deck from view.  The portions of the parking deck that are exposed will be adorned 
with shutters and paint to help disguise its function.  Metal roofs, dormers, brick pavers and 
drive under features will keep the entry to the property warm and inviting.  

The West site will comprise 30 luxury townhome style, apartments grouped into buildings of 
6 units, with private garage off-street parking spaces for each unit.  These are 2-story 
buildings, with large screen porches and expansive views of the marsh.  These buildings will 
be similar in material and style to the East side building but much smaller in scale. 

In addition to the building experience, there is a focus on landscape design that makes the 
property an even more inviting destination.  The public path will wrap behind the buildings 
and follow the banks of the marsh to tie into the Shelter Cove Community Park.  The 
pedestrian experience along this path will feature the visual interest of low lying plantings, 
shade trees, manicured gardens, ponds, marsh and a pass by the luxury property pools.  
Landscaping will be artfully used to delineate public and private areas. 

Overall, the design features of this project will strive to celebrate the beauty and 
uniqueness of the property while respecting the public experience and the greater Hilton 
Head design context.   

 

www.nilesbolton.com Architecture Planning Design 
 

Atlanta 

3060 Peachtree Rd. N.W. 

Suite 600 

Atlanta, GA 30305 

404 365 7600 

 

Alexandria 

300 North Lee St. 

Suite 502 

Alexandria, VA 22314 

703 836 0915 

 

San Jose 

325 South First St. 

Suite 301 

San Jose, CA 95113 

408 278 1249 
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PROJECT NAME: Shelter Cove Apartments – NEW DEVELOPMENT    DRB#: DRB-000719-2014 

CONCEPTUAL 
  
DATE: December 9, 2014 
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood    Size of structure is similar to other residential 

structures within Shelter Cove. 
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment     
Utilizes natural materials and colors     
Avoids distinctive vernacular styles     
Design is appropriate for its use     
All facades are have equal design characteristics     
Avoids monotonous planes or unrelieved repetition     
Has a strong roof form with enough variety to provide 
visual interest     

Minimum roof pitch of 6/12     

Overhangs are sufficient for the façade height.     
Forms an details are sufficient to reduce the mass of the 
structure     
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Human scale is achieved by the use of proper proportions 
and architectural elements     
Utilizes a variety of materials, textures and colors     
Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     
Utilities and equipment are concealed from view     
Decorative lighting is limited and low wattage and adds 
to the visual character     

Accessory elements are design to coordinate with the 
primary structure     

 
 
LANDSCAPE DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Treats the Landscape as a major element of the project    Large scale of buildings warrants large quantity and 
size of plant materials. 

Provides Landscaping of a scope and size that is in 
proportion to the scale of the development          

Landscape is designed so that it may be maintained in 
its natural shape and size    Detailed landscape plans and plant schedules required 

for final submittal. 
Preserves a variety of existing native trees and shrubs     
Provides for a harmonious setting for the site’s 
structures, parking areas or other construction     

Location of existing trees and new trees provides 
street buffers, mitigation for parking lots, and an 
architectural complement that visually mitigates 
between parking lots and building(s) 

   
 

Shrubs are selected to complement the natural setting, 
provide visual interest and screen less desirable 
elements of the project 

   
 

A variety of species is selected for texture and color     
Provides overall order and continuity of the 
Landscape plan     

Native plants or plants that have historically been 
prevalent on the Island are utilized     

A variety of sizes is selected to create a “layered”     
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appearance for visual interest and a sense of depth 
The location of existing mature trees is taken into 
account in placement of shrubs so as not to damage 
tree roots 

   
 

Proper spacing and location for plants to reach their 
mature size and natural shape while avoiding 
excessive or unnatural pruning 

   
 

Proposed groundcovers are evergreen species with 
low maintenance needs     

Large grassed lawn areas encompassing a major 
portion of the site are avoided     

The adjacent development is taken into account in 
determining the most appropriate buffer so as not to 
depart too dramatically from the neighborhood 

   
 

Ornamentals and Annuals are limited to entrances and 
other focal points     

 
NATURAL RESOURCE PROTECTION 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

An effort has been made to preserve existing trees and 
under story plants     
Supplemental and replacement trees meet LMO 
requirements for size, species and number     
Wetlands if present are avoided and the required 
buffers are maintained     
Sand dunes if present are not disturbed     
 
 
MISC COMMENTS/QUESTIONS 
Shelter Cove Harbour Company ARB has reviewed and approved conceptual submittal. 
      
      
      
      
 







Market at Hilton Head Island Part I - Project Overview 

ADC Project No. 14151.10 Page 1 11/04/2014 

PART I - PROJECT OVERVIEW 

1.1 GENERAL 
Project / Site Name: ................................. Market at Hilton Head Island 
Location: .................................................. 22 Palmetto Bay Road 
 Intersection of Palmetto Bay Parkway & Target Road 
 ................................................................ Hilton Head Island, SC - Beaufort County 
Parcel (TMS) Numbers: ........................... R552 015 000 0012 0000 R552 015 000 0015 0000 

R552 015 000 0078 0000 R552 015 000 0100 0000 
R552 015 000 0102 0000 R552 015 000 0368 0000 
R552 014 000 0061 0000 

1.2 EXISTING SITE/PARCEL INFORMATION 
The project site is a located at the intersection of Palmetto Bay Parkway and Target Road.  The remaining 
parcels are undeveloped with grass and woods.  
A preliminary wetland delineation has been completed.  It is anticipated that USACE will make their field 
verification visit in the next weeks to determine if wetlands exist onsite. 

Zoning and Land Use 
The property is zoned Sea Pines Circle District (SPC) and is currently being used for commercial uses.  The 
new development will be designed to meet the new Town of Hilton Head Island Land Management Ordinance 
(LMO) that was approved in October 2014.  

Setbacks / Buffers 
The Sea Pines Circle District establishes building setbacks as follows: 

Front (Palmetto Bay Parkway) =  50 feet 
Side (Target Road) = 20 feet for fuel station / 10 feet for corner panel 
Side (commercial) = 20 feet 
Rear (commercial) = 20 feet 

Per the new LMO, the proposed landscape buffers will be 35 feet along Palmetto Bay Parkway and 10 feet 
along Target Road.  The other two property lines are not required to have a buffer since they are like uses. 

Platting 
The site is comprised of many smaller parcels that will be combined into three larger parcels. 

Flood / FEMA Information: 
From scaling the FEMA Flood Insurance Rate Map (Panel 13-D, Community Number 450250, dated 
09/29/1986), the site lies in Flood Zone ‘A-7’, with a Base Flood Elevation of 14.0 feet.   

Tree Removal 
Based on the recent topographic and tree survey that was completed, there are no specimen trees on site.  
Existing trees will be preserved as much as possible. However, many of the trees will need to be removed to 
complete the construction. 



Market at Hilton Head Island Part I - Project Overview 

ADC Project No. 14151.10 Page 2 11/04/2014 

1.3 PROPOSED SITE IMPROVEMENTS 
The proposed development will consist of a new +/- 47,500 square foot grocery store, fuel station, and two out 
parcels.  One of the outparcels will include a +/- 4,000 square foot, two-tenant building with a drive-thru.  The 
other outparcel will be developed in the future.     
The new development will have four new vehicular access points.  One full access will be located on Target 
Road.  The other three drives will be on Palmetto Bay Road and will consist of a right in-right out drive, one full 
access drive and an out-only drive.  The access points have been coordinated and preliminary approved by the 
town and SCDOT. 
A landscape plan has been prepared to meet the buffer and internal landscape requirements.  Additionally, the 
landscape plan will include any tree removal mitigation. 

Earthwork 
The existing site is relatively flat with elevations ranging from 8 to 10 feet.  As indicated above, the existing 
flood elevation is 14.0 feet.  The LMO limits the amount of fill to a maximum height of 3’.  This would require 
the building finish flood to be lower than the flood elevation.  The design team is working with the developer to 
determine if the building fill be flood proofed or if a variance will be requested. 
 
Stormwater 
Due to site constraints and limited area, stormwater will be managed by shallow surface ponding areas 
(infiltration basins/bio-swales), pervious pavement, and a proposed underground detention system. 
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Context Photographs – Market at Hilton Head Island 
ADC Project No. 14151.10 
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Context Photographs – Market at Hilton Head Island 
ADC Project No. 14151.10 

Adjacent Architectural Styles 
Publix  
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Context Photographs – Market at Hilton Head Island 
ADC Project No. 14151.10 

Kroger 
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Context Photographs – Market at Hilton Head Island 
ADC Project No. 14151.10 
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TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Market at Hilton Head – NEW DEVELOPMENT    DRB#: DRB-002030-2014 
 CONCEPTUAL 
  
DATE:  December 9, 2014 
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood    Color is darker than most other buildings in area. 

Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment     

Utilizes natural materials and colors    

Grocery building materials include “brick” (concrete 
masonry “Quik Brik”), split-face CMU, EIFS, metal 
coping, and standing seam metal roofing.  Restaurant 
building materials include brick, hardie plank siding, 
EIFS, and architectural shingles. 

Avoids distinctive vernacular styles     
Design is appropriate for its use     

All facades are have equal design characteristics    

Grocery building facades have similar design 
characteristics but could use more.  Restaurant 
building facades do not have equal design 
characteristics; rear elevation is lacking in detail and 
is visible from parking lot. 

Avoids monotonous planes or unrelieved repetition     
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Has a strong roof form with enough variety to provide 
visual interest    Consider more elevation change on “tower” features. 

Minimum roof pitch of 6/12    Consider addition of some pitched sections (i.e. at 
popped up/non-tower sections). 

Overhangs are sufficient for the façade height.     
Forms an details are sufficient to reduce the mass of the 
structure     

Human scale is achieved by the use of proper proportions 
and architectural elements     
Utilizes a variety of materials, textures and colors     
Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     
Utilities and equipment are concealed from view     
Decorative lighting is limited and low wattage and adds 
to the visual character    None shown on conceptual submittal. 

Accessory elements are design to coordinate with the 
primary structure    Fuel Station canopy is similar to Grocery Building in 

colors/materials.  Building and canopy are very flat. 
 
 
LANDSCAPE DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Treats the Landscape as a major element of the project     
Provides Landscaping of a scope and size that is in 
proportion to the scale of the development    Especially related to buffers. 

Landscape is designed so that it may be maintained in 
its natural shape and size     

Preserves a variety of existing native trees and shrubs    Majority of existing trees are proposed to be removed. 
Provides for a harmonious setting for the site’s 
structures, parking areas or other construction    

Large quantity of new trees in parking lots and 
buffers.  Parking lot islands include Muhly grass and 
parking lot medians include a “detention basin mix”. 

Location of existing trees and new trees provides 
street buffers, mitigation for parking lots, and an 
architectural complement that visually mitigates 
between parking lots and building(s) 

   
More landscaping could be included at front and right 
side of grocery building and around restaurant 
building. 

Shrubs are selected to complement the natural setting, 
provide visual interest and screen less desirable     
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elements of the project 
A variety of species is selected for texture and color     
Provides overall order and continuity of the 
Landscape plan     

Native plants or plants that have historically been 
prevalent on the Island are utilized     

A variety of sizes is selected to create a “layered” 
appearance for visual interest and a sense of depth    Consider larger install size for plant material along 

Palmetto Bay Road and screening service area. 
The location of existing mature trees is taken into 
account in placement of shrubs so as not to damage 
tree roots 

   
 

Proper spacing and location for plants to reach their 
mature size and natural shape while avoiding 
excessive or unnatural pruning 

   
 

Proposed groundcovers are evergreen species with 
low maintenance needs     

Large grassed lawn areas encompassing a major 
portion of the site are avoided     

The adjacent development is taken into account in 
determining the most appropriate buffer so as not to 
depart too dramatically from the neighborhood 

   
 

Ornamentals and Annuals are limited to entrances and 
other focal points     

 
NATURAL RESOURCE PROTECTION 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

An effort has been made to preserve existing trees and 
under story plants     
Supplemental and replacement trees meet LMO 
requirements for size, species and number    TBD 

Wetlands if present are avoided and the required 
buffers are maintained     
Sand dunes if present are not disturbed     
 
MISC COMMENTS/QUESTIONS 
Elevations shown on the plans are between 9 and 10 feet MSL.  With the restriction of three feet of fill per the LMP some ramps and stairs may be required on 
the fronts of buildings in order to elevate the floors above flood.  This could change the appearances of the buildings. 
 





 
 Adventure Inn Redevelopment, 

by Vacation Time of Hilton Head Island, Inc. 
South Forest Beach Road  

Hilton Head Island, SC  
Design Review Board Project Narrative  

November 25, 2014  
 
Vacation Time of Hilton Head Island [VTHHI] is proposing to redevelop the old Adventure Inn 
site on South Forest Beach Drive for use as a new resort facility. The tract is located adjacent to 
and between the Ocean Dunes Villas condos and interval occupancy units on the west, and the 
Hilton Head Beach Villas on the east. The site also surrounds the existing Carolina Beach Club 
condos. The Adventure Inn tract has previously been used as a hotel, for short term rentals, 
restaurant use, and as an interval occupancy development. 
 
The original Adventure Inn building was demolished in 2008. The existing property is 7.8 acres 
with existing parking, and an existing swimming pool currently utilized by both the Carolina 
Beach Club and Ocean Dunes Villas. The site includes a series of outdoor decks (totaling +/- 
3,840 sf at the pool and 1,820 sf at the concrete sundeck). 
 
The Carolina Beach Club tract is a 0.29 acre site that includes the existing 5-story Carolina 
Building. The 4-story Ocean Dunes Villas and the Carolina Beach Club both utilized the existing 
beach access boardwalk on the Adventure Inn tract. Vehicular access to the Carolina Beach 
Club units is by way of a recorded relocatable access easement agreement from a shared entry 
drive located in part on the Ocean Dunes Villas parcel. 
 
VTHHI is looking to redevelop the Adventure Inn property into a signature destination resort 
property. The proposed buildings will consist of two six-level residential structures over 
screened parking that will be connected to the on-site amenities and landscaping by colonnade, 
trellises, and walkways overlooking a central courtyard focusing on preserved specimen oak 
trees on the site. The two residential structures will be constructed in two phases. The first 
phase will be 115,300 sf and will consist of no more than 65, 2-bedroom units. The Second 
Phase residential building will be 110,860 sf consist of no more than 60, 2-bedroom units for a 
total project of 125 2-bedroom units. Additional buildings include a 5,000 sf, two-story 
administration building, and a 3,000 sf Pool Bar & Grill building with associated dining terrace, 
restrooms/showers, and other support site amenities. The plan also proposes a central terrace 
with raised planters, two main pools, and a series of wood decks and boardwalks overlooking 
the Atlantic Ocean and providing access to the beach. The Carolina Beach Club will utilize and 
be provided enhanced connection to the new site amenities of this proposed resort through an 
existing cross easement agreement, which will result in the properties effectively functioning as 
one development. A new pool for the exclusive use of the Ocean Dunes Villas will be 
constructed on the portion of the Adventure Inn tract located between the beaches of the 
Atlantic Ocean and the Ocean Dunes Villas tract. The Ocean Dunes Villas will be granted 
easement rights across a portion of the Adventure Inn tract for use of this new swimming pool 
facility and for access to the beaches of the Atlantic Ocean, again resulting in the properties 
effective functioning as one development. The required bicycle parking will be provided and 
distributed adjacent to the major entry and amenity areas throughout the site. The existing 
beach access will be reconstructed with distinct pathways gathering the three identified 
properties to the one beach access point.   
 



The buildings are configured on the site to preserve a central green space and amenity area 
that will feature large preserved Oak Trees and other existing trees in the center of the site.  
Care has been exercised to preserve feature trees and landscaping along the right-of-way of 
South Forest Beach Drive, and additional landscape islands have been provided in front of the 
structures facing South Forest Beach Drive to enhance the arrival experience. Architectural 
features that include trellises, awnings, and roof brackets supporting extended roof overhangs 
further support the low-country character of the resort. These features will be rendered in 
materials such as oyster-toned brick masonry, stucco, and board & batten. These features will 
also maintain the contextual neutral-tone colors prevalent to the Island and will seek inspiration 
from cultural influences such as sweet-grass, oyster tabby, and other indigenous practices. The 
project will seek to embrace the attributes assigned by the following quote: 
 

“THE ARCHITECTURAL DESIGN AND CONSTRUCTION PHILOSOPHY IS THAT BUILDINGS 
SHOULD BE UNOBTRUSIVE IN FORM AND COLOR IN ORDER TO COMPLIMENT THEIR NATURAL 

SETTING. THE MAIN CONCERN IS THAT THE TOTAL COMMUNITY BE HOMOGENEOUS IN 
FEELING IN A PARK-LIKE SETTING AND FREE FROM THE DISCORDANT ARCHITECTURAL 
SHAPES AND COLORS WHICH VIE FOR ATTENTION AND ATTEMPT TO CREATE GREATER 

VISUAL IMPACT THAN A NEIGHBOR’S.” 
CHARLES FRASER 

 
The phase-1 residential building is to be oriented in a manner that allows for open egress 
corridors facing the open egress corridors of the existing Carolina Beach Club building to create 
a landscaped entrance court where there is currently paved parking. The Master Deed for the 
Carolina Beach Club condos provides for the adjustment of the common boundary line between 
the two parcels, which will allow for the greatest opportunity of improvement to the surroundings 
and arrival experience of the existing Carolina Beach Club building. If they chose to do so, the 
Carolina Beach Club owners may construct a new entry lobby and elevator that will provide a 
more accessible entry court and circulation route to the existing building. The Carolina Beach 
Club building will also be provided with pedestrian connections to the new site amenities. The 
relocated property line will be set based on code required setbacks for open egress corridors. 
Most of the site is sandy with elevations ranging between 9’ and 13’. The proposed 
administration and site related amenity buildings are to be slab on grade construction, with finish 
floor elevations set at of 14.0’ MSL.  
 
A minimum of 184 parking spaces, which includes 25 replacement spaces for the Carolina 
Beach Club, along with approximately 70 bicycle parking spaces, will be provided for the 
project. Parking for the new facility will be distributed under the two residential structures – each 
hosting six floors of units over the ground level parking, and surface parking to the north along 
South Forest Beach Drive, to the east adjacent to the new administration/registration building, 
next to the location of the possible Carolina Beach Club building’s new elevator and entry lobby, 
and also on the 0.75 acre tract located on the landward side of South Forest Beach Drive, with 
enhanced pedestrian access features to connect this back to the oceanfront property. 
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 Adventure Inn Redevelopment 
41 S Forest Beach Dr. 

Hilton Head Island, SC 29928 
November 24, 2014 
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      Adventure Inn Redevelopment 

           Existing Site Photos 
 

East Property Line 
 

 
 

Existing Pool and Open Space 
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Existing Dune Crossing 
 

 
 
 

Trees to remain 
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Existing Parking along South Forest Beach Dr. 

 

 
 
 

Road Edge along South Forest Beach Dr. 
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      Adventure Inn Redevelopment 
     Neighboring Uses and Architectural Styles 

 
Adjacent Ocean Dunes Development 

 

 
 
 

Adjacent Ocean Dunes Development 
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Adjacent Ocean Dunes Development 
 

 
 

 
Existing Carolina Building 
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Existing Carolina Building 
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Adjacent Property East 
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11-25-14 Conceptual Images - Shrubs

Landscape Concepts
Layered color•	
Tropical resort feel•	



11-25-14 Conceptual Images - Ground Covers

Landscape Concepts
Layered color•	
Tropical resort feel•	



11-25-14

Ornamental Grass Concepts
Native•	
Fine textured plantings•	

Palms and Canopy•	
Year-round foliage and interest•	
Vertical accents •	

Conceptual Images - Ornamental Grasses & Trees



11-25-14 Conceptual Images - Formal Pool

Quiet Pool Concepts
Small scale•	
Gardenesque•	
Formal•	
Intimate•	
Spa•	



11-25-14 Conceptual Images - Feature Pool

Feature Pool Concepts
Large scale•	
Sun shelf•	
Splash water features•	
Palm plantings throughout•	



11-25-14 Conceptual Images - Site Furnishings

Site Furnishings Concepts
Permeable paving•	
Trellis swings•	
Firepit•	
Resort feel•	
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Adventure Inn Redevelopment – NEW DEVELOPMENT  DRB#: DRB-002163-2014 

CONCEPTUAL 
  
DATE: December 9, 2014 
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood     
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment    Redevelopment 

Utilizes natural materials and colors    Brick, stucco, board-and-batten  
Avoids distinctive vernacular styles     
Design is appropriate for its use     
All facades are have equal design characteristics     
Avoids monotonous planes or unrelieved repetition     
Has a strong roof form with enough variety to provide 
visual interest     

Minimum roof pitch of 6/12     

Overhangs are sufficient for the façade height.     
Forms an details are sufficient to reduce the mass of the 
structure     
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Human scale is achieved by the use of proper proportions 
and architectural elements     
Utilizes a variety of materials, textures and colors     
Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation    Provide cut sheet/details for metal screen as parking. 

Utilities and equipment are concealed from view    Not shown 
Decorative lighting is limited and low wattage and adds 
to the visual character    None shown on conceptual submittal. 

Accessory elements are design to coordinate with the 
primary structure     

 
 
LANDSCAPE DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Treats the Landscape as a major element of the project     
Provides Landscaping of a scope and size that is in 
proportion to the scale of the development    

Consider use of large scale plant material to balance 
scale/mass of building, especially at first floor 
parking. 

Landscape is designed so that it may be maintained in 
its natural shape and size     

Preserves a variety of existing native trees and shrubs     
Provides for a harmonious setting for the site’s 
structures, parking areas or other construction     

Location of existing trees and new trees provides 
street buffers, mitigation for parking lots, and an 
architectural complement that visually mitigates 
between parking lots and building(s) 

   
 

Shrubs are selected to complement the natural setting, 
provide visual interest and screen less desirable 
elements of the project 

   
 

A variety of species is selected for texture and color     
Provides overall order and continuity of the 
Landscape plan     

Native plants or plants that have historically been 
prevalent on the Island are utilized     

A variety of sizes is selected to create a “layered”     
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appearance for visual interest and a sense of depth 
The location of existing mature trees is taken into 
account in placement of shrubs so as not to damage 
tree roots 

   
 

Proper spacing and location for plants to reach their 
mature size and natural shape while avoiding 
excessive or unnatural pruning 

   
 

Proposed groundcovers are evergreen species with 
low maintenance needs     

Large grassed lawn areas encompassing a major 
portion of the site are avoided     

The adjacent development is taken into account in 
determining the most appropriate buffer so as not to 
depart too dramatically from the neighborhood 

   
 

Ornamentals and Annuals are limited to entrances and 
other focal points     

 
NATURAL RESOURCE PROTECTION 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

An effort has been made to preserve existing trees and 
under story plants     
Supplemental and replacement trees meet LMO 
requirements for size, species and number    TBD 

Wetlands if present are avoided and the required 
buffers are maintained     
Sand dunes if present are not disturbed     
 
 
MISC COMMENTS/QUESTIONS 
      
      
      
      
      
      
 







DESIGN REVIEW BOARD CORRIDOR 
PROJECT NARRATIVE 

CONCEPTUAL SUBMITTAL 
 
 
Project Information: 
 
Project Name: Sea Turtle Marketplace (Pineland Station) Redevelopment 

 
Location:   430 William Hilton Parkway 
 
Parcels:   R511 008 000 098E 0000,  R511 008 000 0247 0000,  R511 
008 000 0248 0000,  R511 008 000 0249 0000,  R511 008 000 098B 
0000,  R511 008 000 0156 0000. 
 
Pre-Application Number:  PAPP-002083-2014 
 
Project Contacts: 
 
Developer: 
Wheeler Development  
Virginia Beach, VA 23452 
757-627-9088 
 
Architect: 
Court Atkins Architects, Inc. 
P.O. Box 3978 
Bluffton, SC 29910 
843-815-2557 
 
Civil Engineer: 
Ward Edwards Engineering 
P.O. Box 381 
Bluffton, SC 29910 
843-837-5250 
 
Landscape: 
Wood+Partners, Inc. 
P.O. Box 23949 
Hilton Head Island, SC 29925 
843-681-6618 
 
 
 
 
 
 



 
 
Project Description: 
 
The project is proposing the redevelopment of the existing Pineland 
Station Shopping Center.  The existing Starbucks and Steinmart buildings 
will remain in their current locations while the remainder of the site will 
be redeveloped with new anchor buildings, tenant spaces, parking, 
pedestrian circulation, and landscaping.  Architectural design will include 
the re-design / renovation for the Stein Mart front facade, a Junior Anchor 
Store (+/- 13,000 sqft.), an Anchor Store (+/- 46,500 sqft.), a Fuel Center 
(4 pump), and additional +/- (23) leasable tenant spaces (+/- 53,747 sqft.).  
The Pineland Station Shopping Center has been in the state of decline and 
is in need of a revitalization.  As part of the redevelopment, the 
architectural design and character would provide an updated, beach 
inspired aesthetic to the center. 
 
The Design Review Board Submittals for this project will be conducted in 
phases.  The attached Conceptual Submittal includes the following 
buildings:  #101 (Stein Mart), #105 (Jr. Anchor), #107 (Anchor), #110-125 
(Retail Shops).  Subsequent Conceptual Submittals will include buildings 
#401-406 (Retail Shops), #500-514 (Retail Shops) and the Fuel Center.  
See attached sheet L101 for building numbers and descriptions. 

Impact on Site: 
 
Reference the Landscape Development Plan sheet L101 for impacts on 
site. 

Other Review Board Approvals: 
 
None. 
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Sea Turtle Marketplace – NEW DEVELOPMENT CONCEPTUAL DRB#: DRB-002163-2014 
  
DATE: December 9, 2014 
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood     
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment    Redevelopment 

Utilizes natural materials and colors    Brick, wood, sand-finish stucco, tabby stucco 
Avoids distinctive vernacular styles     
Design is appropriate for its use     
All facades are have equal design characteristics     
Avoids monotonous planes or unrelieved repetition     
Has a strong roof form with enough variety to provide 
visual interest     

Minimum roof pitch of 6/12    
Some pitched roof sections; mostly flat roof.  
Consider addition of pitched sections, especially at Jr. 
Anchor (#105). 

Overhangs are sufficient for the façade height.     
Forms an details are sufficient to reduce the mass of the 
structure     
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Human scale is achieved by the use of proper proportions 
and architectural elements     
Utilizes a variety of materials, textures and colors     
Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     
Utilities and equipment are concealed from view    Not shown 
Decorative lighting is limited and low wattage and adds 
to the visual character    None shown on conceptual submittal. 

Accessory elements are design to coordinate with the 
primary structure     

 
 
LANDSCAPE DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Treats the Landscape as a major element of the project     
Provides Landscaping of a scope and size that is in 
proportion to the scale of the development     

Landscape is designed so that it may be maintained in 
its natural shape and size     

Preserves a variety of existing native trees and shrubs     
Provides for a harmonious setting for the site’s 
structures, parking areas or other construction     

Location of existing trees and new trees provides 
street buffers, mitigation for parking lots, and an 
architectural complement that visually mitigates 
between parking lots and building(s) 

   
Consider the balance between hardscape and 
landscape in front of the buildings, especially at 
buildings 110-125. 

Shrubs are selected to complement the natural setting, 
provide visual interest and screen less desirable 
elements of the project 

   
 

A variety of species is selected for texture and color     
Provides overall order and continuity of the 
Landscape plan     

Native plants or plants that have historically been 
prevalent on the Island are utilized     

A variety of sizes is selected to create a “layered” 
appearance for visual interest and a sense of depth     



 3 

The location of existing mature trees is taken into 
account in placement of shrubs so as not to damage 
tree roots 

   
 

Proper spacing and location for plants to reach their 
mature size and natural shape while avoiding 
excessive or unnatural pruning 

   
 

Proposed groundcovers are evergreen species with 
low maintenance needs     

Large grassed lawn areas encompassing a major 
portion of the site are avoided     

The adjacent development is taken into account in 
determining the most appropriate buffer so as not to 
depart too dramatically from the neighborhood 

   
 

Ornamentals and Annuals are limited to entrances and 
other focal points     

 
NATURAL RESOURCE PROTECTION 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

An effort has been made to preserve existing trees and 
under story plants     
Supplemental and replacement trees meet LMO 
requirements for size, species and number    TBD 

Wetlands if present are avoided and the required 
buffers are maintained     
Sand dunes if present are not disturbed     
 
 
MISC COMMENTS/QUESTIONS 
The location of the fuel center will have to be relocated to have access from Mathews Drive per the LMO.   
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Shaper
shaperlighting.com

DESCRIPTION

674 LuminousWall Sconce features horizontal trim bars with a vertical fin
detail and is ADA compliant. Design options, such as perforated metal,
colored acrylic, and different trim bar configurations are available.

SPECIFICATION FEATURES

Catalog #

Project

Comments

Prepared by

Type

I
Date

~1
Material
Painted solid aluminum with a
matte white acrylic diffuser with a
regressed aluminum perf shield.
Wet location lamp and ballast
housing with 1/B” clear acrylic
diffuser.

Finish
PremiumTGlC polyester powder
coat paint, 2.5 mil nominal
thickness for superior protection
against fade and wear.
Standard, Atuminum Paint (ALP).
Premium: Black Paint (BK), Bronze
Metallic Paint (BM), Dark Platinum
Paint (DP), Gold Metallic Paint
(GM), Graphite Metallic Paint
(GRM), Grey Paint (GY), White Paint
or Custom Color (CC).

Optics
Refer to www.shaperlighting.com
for complete photorrsetrics.

Ballast
Integral etectronic HPF multi-volt
120/277V (347V Canada), thermally
protected with end-of-life circuitry
to accommodate the specified
lamp wattage.

Lamp/Socket
31”:Two (2) 14WT5 linear miniature
bi-pin fluorescent lamps.
43~:Two (2) 21WT5 linear miniature
bi-pin fluorescent lamps.
55”:Two (2) 28WT5 linear miniature
bi-pin fluorescent lamps.
Fluorescent socket injection
molded plastic. Lamps furnished
by others.

Installation
Supplied with a mounting back for
a standard 4” J-box or stucco ring.

Options
Modified Length . Contact factory,
AlternativeTrim Bars or Perf Accent
Design - Contact factory. Green
Glass Acrylic (GGA).

Labels
U.L. and C-Ut. listed for wet
location. ADA compliant.

Modifications
Shapers skilled craftspeople with
their depth of experience offer the
designer the flexibility to modify
standard exterior wall luminaires
for project specific solutions.
Contact the factory regarding scale
options, unique finishes, mounting,
additional materials/colors, or
decorative detailing.

Series

674 = Luminous Wall
Sconce

Finish

ALP Aluminum Paint

BK = Black

BM = Bronze Metallic Paint

Co = Custom Color

DP = Dark Platinum Paint

GM = Gold Metallic Paint

GRM Graphite Metallic Paint

GY = Grey
WH = White

Lighting
www.cooperlighting.com

SpecIficatIons and dImensIons subject to change without notice.
Consult your representative for additional options and finishes

AMERICAN

ADR DISABILITIES
ACT (ADA)

Shaper offers a large selection of ADA
Intoner and e,iterlo, vaIl Isrn,na,res.
ADA requires ‘I i,alu,es below Sr tO
haveamas,ns,,n prolection at 4

I__I
674-WP SERIES

Exterior Wall Luminaire
Luminous Sconce

ORDERING INFORMATION

Semple Number 674-55-WF.T5/2/26’277V’ALP

I II II II
:;°~~

31 Type Th12114 l2ov
43 w~ • Exterior 312121 2 27W

Wall T5/2128 a47v

Options

GGA —Green Glass Acryl

Available in 31

Available 43’.

Available n S -

4 PremIum T polyeeler powder I paint. 2.5 mIt nominal
thickness for superior protection againet fade and wear

S
Shape, Lighting cetlitee thai its prodacts
satisfy he requirements of Seoion tees of
the A,nencen Recosery and Reinsstment
Act (also know, as the ARl~ euy American
pnovlalonl.

ADSO428O4
2012-03-30 16:50:53



zittP’ 674-WP SERIES EXTERIOR WALL

L Shaper
shaperhghtingxom

674-55-WP STANDARD

Lighting
www.coop.rlighting.com

Specifications and dimensions subject to change without notice.
Consult you’ represenlalive for additional options and finishes.

MOU NTING TYPE

9~ 1~1Q115

55~ 53” 49”
139.1 Cm) (134.6 cm) (124.4 cm)

3-T
4”~ ~ 3f4~

(2cm)

A0S042804
2012.03.30 15:50:53












































      
P.

O
. 

BO
X 

38
1,

 B
LU

FF
TO

N
, 

SO
U

TH
 C

AR
O

LI
N

A 
29

91
0

PH
 (

84
3)

 8
37

-5
25

0 
/ 

FA
X 

(8
43

) 
83

7-
25

58
W

W
W

.W
AR

D
ED

W
AR

D
S.

CO
M

SHEET

































































































































VE
RS

O
N

A 
- 

SH
EL

TE
R 

CO
VE

 M
AL

L 
U

N
IT

 1
09

TO
W

N
 O

F 
H

IL
TO

N
 H

EA
D

, 
SO

U
TH

 C
AR

O
LI

N
A

BL
AN

CH
AR

D
 &

 C
AL

H
O

U
N

Au
gu

st
a,

 G
eo

rg
ia





C.100

PR
EL

IM
IN

AR
Y 

SI
TE

 P
LA

N
 E

XH
IB

IT





A
 R

et
ai

l S
pa

ce
 fo

r:

REVISIONS DATE

DATE OF ISSUE:
TP

SHEET

OF                   SHEETS

TP

SCALE

DRAWN BY

CHECKED BY

JOB NO.

LEE &
PARKER

843.785. 5171
South Carolina 29938

architects
Post Office Box 5010

Hilton Head Island

11/11/14

H
ilt

on
 H

ea
d 

Is
la

nd
, S

.C
.

V
er

so
na

1430

To
w

ne
 C

en
te

r 
@

 S
he

lte
r 

C
ov

e

These documents & designs are
the property of Lee & Parker
Architects & are not to be used
or reproduced thereof or for
designs, working drawings,
or construction of buildings
without  the written
authorization from the
copyright owner
Lee & Parker Architects
2014copyright    C

cj~ 8W6205 tOMFORT GPE’r

VERSONA
ACCESSOkIES

STORE PLANNINE
&

DESIGN

_aOMC ~O’Ol ~l
—~_n l,a~ C

CIBa_a—
CI ~Ot Wl~ ~0110

t ,CI~.na0. ~ — La.
~II*WIIAiSB CI

JM€S D EPSI~4
MOna FO~ flE
CATO O~CR%TU~

7o4a7~

(iJ ThM & TRELLiS SW6207 ~ErREAT7

®sluDco IL COLORINATURAL W~PM GREY

_~, •____ ~• •~•~S—0B • ~ • a. — I•• ~ •• • i1 0 •a aa., a..
~l Hill Ii Ilillilill (‘B)’ ii 01111111l•l ‘111111 flhIlIil (Ii IlillIlIlIl IIIIT1IIIP•l II. “1111111 11111110 ‘U 111111*1 IlI~l!l~l IllIlIlIlli 1,11111 11117 IllI• (Ill Hi 11111111111111111111101 IHIIITIK Ultiso nc~a U ••s a—es — .~ 5 i..aa . 5a•• — aa~na p a•••i .s.0511 II OIl •~l~ II, 70.10 n..nlWIIIIITIII ill liii ill’s III l7iIl•I 111111 IllIllIllil 11011111 Ill 111111W I Ilillill 1111111 ITUWI (1111111 III lIllIlTIll 1111111011111111 lIlt.A 5a•s~s • •• •s•5~ .o, -. •• a — — a—a—as 1• n:i•~o - a asfl..,alI 011011, OIll’ Ii • . — —1101 lOll-4’~~ 111111111111111111111’pi 011111~iill ‘TI 111111111 III 111110111 TI! ______________ — IllIllIllIll 111111111 I I hIll’ 11101111 IllillIllIl 111111111 IllIllIhtI 111111111

_ • ,~ . • 005 —a a F • 0SO~P~C 0 ~ 05115 .aaaa S~l•50•50 aInflU, I ....I.nfla..a a......
II IllIlillillIll II Ill IlilIllIll IlIllIllil I I•I l• 11111111 111111 ~l III 01111111111011111111111111 1111 IIIIIIIIIITII 110111111 ‘TI ilIlIlIllil IIU USS~~ •N •S0 —. U •50505• 41 S0 a SU •S — 05a II I•a .llflIlCltflUlfl T .

ITS 011111111 ‘I’ll...,, 0111111 111111 I’ll...,,. I ‘I II 1111111 11111111 SIUPIUIII Il~ 4 1711111110111111111 111111111 11111 II IL I•lllIhlI 1111111111 UhIllIlilUll

V.

fl STOREFRONT ELEVATION - EXTERIOR
SCALE V44-O~

VERSONA3
ACCESSORIBSA~

NDO NIH
III

i_i; II , ‘zI_IE
ama, t SOW 2

1 wmS M1~

II
‘I

F

I
I

‘I F it
It

F

BLACK 24’ VERSONA, 10’ ACCESSORIES1 40” CIRCLE
BACKLIT SIGN

HILTON HEAD,
& CAROLINA
NEW
VERSONA

fl14

~‘k7~ Wt

IL1~ ~ED ~ St

IE.Wlit UA1

SeT Tflk

APPROVAL
FIXTURE
FLOORPLAN

APPROVAL

SALLY PJJMSDN sEr 1O~

cj~ 8W6205 tOMFORT GPE’r

VERSONA
ACCESSOkIES

STORE PLANNINE
&

DESIGN

_aOMC ~O’Ol ~l
—~_n l,a~ C

CIBa_a—
CI ~Ot Wl~ ~0110

t ,CI~.na0. ~ — La.
~II*WIIAiSB CI

JM€S D EPSI~4
MOna FO~ flE
CATO O~CR%TU~

7o4a7~

(iJ ThM & TRELLiS SW6207 ~ErREAT7

®sluDco IL COLORINATURAL W~PM GREY

_~, •____ ~• •~•~S—0B • ~ • a. — I•• ~ •• • i1 0 •a aa., a..
~l Hill Ii Ilillilill (‘B)’ ii 01111111l•l ‘111111 flhIlIil (Ii IlillIlIlIl IIIIT1IIIP•l II. “1111111 11111110 ‘U 111111*1 IlI~l!l~l IllIlIlIlli 1,11111 11117 IllI• (Ill Hi 11111111111111111111101 IHIIITIK Ultiso nc~a U ••s a—es — .~ 5 i..aa . 5a•• — aa~na p a•••i .s.0511 II OIl •~l~ II, 70.10 n..nlWIIIIITIII ill liii ill’s III l7iIl•I 111111 IllIllIllil 11011111 Ill 111111W I Ilillill 1111111 ITUWI (1111111 III lIllIlTIll 1111111011111111 lIlt.A 5a•s~s • •• •s•5~ .o, -. •• a — — a—a—as 1• n:i•~o - a asfl..,alI 011011, OIll’ Ii • . — —1101 lOll-4’~~ 111111111111111111111’pi 011111~iill ‘TI 111111111 III 111110111 TI! ______________ — IllIllIllIll 111111111 I I hIll’ 11101111 IllillIllIl 111111111 IllIllIhtI 111111111

_ • ,~ . • 005 —a a F • 0SO~P~C 0 ~ 05115 .aaaa S~l•50•50 aInflU, I ....I.nfla..a a......
II IllIlillillIll II Ill IlilIllIll IlIllIllil I I•I l• 11111111 111111 ~l III 01111111111011111111111111 1111 IIIIIIIIIITII 110111111 ‘TI ilIlIlIllil IIU USS~~ •N •S0 —. U •50505• 41 S0 a SU •S — 05a II I•a .llflIlCltflUlfl T .

ITS 011111111 ‘I’ll...,, 0111111 111111 I’ll...,,. I ‘I II 1111111 11111111 SIUPIUIII Il~ 4 1711111110111111111 111111111 11111 II IL I•lllIhlI 1111111111 UhIllIlilUll

V.

fl STOREFRONT ELEVATION - EXTERIOR
SCALE V44-O~

VERSONA3
ACCESSORIBSA~

NDO NIH
III

i_i; II , ‘zI_IE
ama, t SOW 2

1 wmS M1~

II
‘I

F

I
I

‘I F it
It

F

BLACK 24’ VERSONA, 10’ ACCESSORIES1 40” CIRCLE
BACKLIT SIGN

HILTON HEAD,
& CAROLINA
NEW
VERSONA

fl14

~‘k7~ Wt

IL1~ ~ED ~ St

IE.Wlit UA1

SeT Tflk

APPROVAL
FIXTURE
FLOORPLAN

APPROVAL

SALLY PJJMSDN sEr 1O~

cj~ 8W6205 tOMFORT GPE’r

VERSONA
ACCESSOkIES

STORE PLANNINE
&

DESIGN

_aOMC ~O’Ol ~l
—~_n l,a~ C

CIBa_a—
CI ~Ot Wl~ ~0110

t ,CI~.na0. ~ — La.
~II*WIIAiSB CI

JM€S D EPSI~4
MOna FO~ flE
CATO O~CR%TU~

7o4a7~

(iJ ThM & TRELLiS SW6207 ~ErREAT7

®sluDco IL COLORINATURAL W~PM GREY

_~, •____ ~• •~•~S—0B • ~ • a. — I•• ~ •• • i1 0 •a aa., a..
~l Hill Ii Ilillilill (‘B)’ ii 01111111l•l ‘111111 flhIlIil (Ii IlillIlIlIl IIIIT1IIIP•l II. “1111111 11111110 ‘U 111111*1 IlI~l!l~l IllIlIlIlli 1,11111 11117 IllI• (Ill Hi 11111111111111111111101 IHIIITIK Ultiso nc~a U ••s a—es — .~ 5 i..aa . 5a•• — aa~na p a•••i .s.0511 II OIl •~l~ II, 70.10 n..nlWIIIIITIII ill liii ill’s III l7iIl•I 111111 IllIllIllil 11011111 Ill 111111W I Ilillill 1111111 ITUWI (1111111 III lIllIlTIll 1111111011111111 lIlt.A 5a•s~s • •• •s•5~ .o, -. •• a — — a—a—as 1• n:i•~o - a asfl..,alI 011011, OIll’ Ii • . — —1101 lOll-4’~~ 111111111111111111111’pi 011111~iill ‘TI 111111111 III 111110111 TI! ______________ — IllIllIllIll 111111111 I I hIll’ 11101111 IllillIllIl 111111111 IllIllIhtI 111111111

_ • ,~ . • 005 —a a F • 0SO~P~C 0 ~ 05115 .aaaa S~l•50•50 aInflU, I ....I.nfla..a a......
II IllIlillillIll II Ill IlilIllIll IlIllIllil I I•I l• 11111111 111111 ~l III 01111111111011111111111111 1111 IIIIIIIIIITII 110111111 ‘TI ilIlIlIllil IIU USS~~ •N •S0 —. U •50505• 41 S0 a SU •S — 05a II I•a .llflIlCltflUlfl T .

ITS 011111111 ‘I’ll...,, 0111111 111111 I’ll...,,. I ‘I II 1111111 11111111 SIUPIUIII Il~ 4 1711111110111111111 111111111 11111 II IL I•lllIhlI 1111111111 UhIllIlilUll

V.

fl STOREFRONT ELEVATION - EXTERIOR
SCALE V44-O~

VERSONA3
ACCESSORIBSA~

NDO NIH
III

i_i; II , ‘zI_IE
ama, t SOW 2

1 wmS M1~

II
‘I

F

I
I

‘I F it
It

F

BLACK 24’ VERSONA, 10’ ACCESSORIES1 40” CIRCLE
BACKLIT SIGN

HILTON HEAD,
& CAROLINA
NEW
VERSONA

fl14

~‘k7~ Wt

IL1~ ~ED ~ St

IE.Wlit UA1

SeT Tflk

APPROVAL
FIXTURE
FLOORPLAN

APPROVAL

SALLY PJJMSDN sEr 1O~

INDEX OF DRAWINGS:

A NEW SHELL FOR VERSONA

Design Criteria for Code Compliance as of: 2012 IBC
A-2 ROOF PLAN AND DETAILS

DESCRIPTON:

C.0

ARCHITECTURAL:

A-1 FLOOR PLAN

Mercantile

Type of Construction:
Protected/UnprotectedSprinkler:

Building Floor Areas
Actual Allowed

Actual AllowedBuilding Height Above Grade:

Building Height in Stories:
1

YES

ALLOWABLE BUILDING AREAS (Table 503):

6,618 sqft

ALLOWABLE HEIGHTS (Table 503):

2

40.0’26'-2"

Occupancy:

Allowable Areas Increase:  NOT NEEDED

2

12,500 sqft

PLUMBING & MECHANICAL:
M-1 PLUMBING PLANS AND NOTES

ELECTRICAL:
E001 ELECTRICAL NOTES

DESIGN CRITERIA

A-3 ELEVATIONS
A-4 ELEVATIONS

ARTISTIC RENDERING- NOT FOR REFERENCE

STRUCTURAL:
S100 STRUCTURAL NOTES
S200 FOUNDATION PLAN

C-0 TITLE SHEET

MERCANTILE

1 STORY RED STEEL FRAME ON SPREAD FOOTINGS. EXTERIOR WALLS ARE METAL
STUD & GYPSUM SHEATHING W/ STUCCO AND CEMENT BOARD SIDING.   CONCRETE SLAB.
METAL BAR JOIST ROOF W/ TPO AND APSHALT SHINGLE ROOFING

A-5 BUILDING SECTIONS
A-6 WALL SECTIONS
A-7 OUTLINE SPECIFICATIONS

S201 ROOF PLAN
S300 STRUCTURAL DETAILS
S301 STRUCTURAL DETAILS
S302 STRUCTURAL DETAILS

E100 ELECTRICAL PLANS
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A

2 3 41

1

A

A

B

B

2

3

(3) 5" ALUM. DOWNSPOUTS -
COORDINATE WITH CIVIL

(2) 5" ALUM. DOWNSPOUTS -
COORDINATE WITH CIVIL

3 A
6

2
A6

1
A6

2 A
2

2 A
5

BUILDING
SECTION

1
A5

B
U

IL
D

IN
G

S
E

C
TI

O
N

5

C

D

FUTURE BATHROOMS-
STUB UP FOR FUTURE
PLUMBING-SEE M.1

4

RISER ROOMFD
C

SCALE: 1/4"=1'-0"

1
A-1

FLOOR PLAN A-1
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6

2
A6

1
A6

ALUM. GUTTER
AND DOWNSPOUT

ALUM. COLLECTOR
BOX

SLOPE 1/4" PER 1'-0"

TPO ROOF SYSTEM-
SEE SPECIFICATIONS

TPO ROOF SYSTEM-
SEE SPECIFICATIONS

ASPHALT SHINGLES
SEE SPECIFICATIONS

2 A
5

BUILDING
SECTION
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O
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6'-0"
2"2'-9"2"2'-9"2"

11'
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"
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2'
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"
2"

5
'-0

"
2"

2'
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0
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2" 2'-8" 2" 6'-0" 2" 2'-8" 2"
12'-0"

BUILDING #1-FIRST FLOOR
1
2
3

NA
ALUM.

NA

FRAMEDOOR

Mat.
Material /

Finish Type REMARKSSize
MARK

FIRE
RATING

TW H
Jamb
depth

NA8'-0"6'-0" ALUM.

A
B

TYPE MFG. NUMBER SIZE REMARKSMARK

19'-0"X11'-0"
6'-0"X11'-0"

WINDOW SCHEDULE

DOOR & FRAME SCHEDULE

STOREFRONT
STOREFRONT

8'-0"6'-0"
1

Manuf.

NOTE:
1.  PROVIDE TEMPERED GLASS NOTED BELOW
2. PROVIDE CLOSERS AT ALL RATED DOORS

TYPE  1

MARK "A" MARK "B"
DOOR & FRAME ELEVATIONS

WINDOW ELEVATIONS

1 3/4"3'-0" 7'-0" METAL
2
3

1.   ALL GLAZING TO 1" CLEAR LOW "E"
2.  ALL STOREFRONT OPENINGS SHALL RECEIVE A CORRUGATED GALV.
STEEL STORE PANEL SYSTEM W/ PERMANENT EXTRUDED ALUM. TRACK
SYSTEM BY EASTERN METAL SUPPLY OR EQ. HURRICANE PANEL

TYPE  2 TYPE  3

FLUSH
METAL

KAWNEER 451
KAWNEER 451

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

ALUM. ALUM.
METAL

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

TEMPERED
GLASS

4 NA31 3/4"3'-0" 7'-0" METAL METAL

3
/8

"

3
/8

"
3

/8
"

JAMB

ALUM. PAN W/ END
DAMS IN SEALANT

SILL W/
WEEP HOLES

(2) TR. 2X6 BUCKS

BACKER ROD &
SEALANT

7/8" CEMENT STUCCO ON MTL.
LATH & TYVEK STUCCO WRAP

5/4X6 CEMENT
BOARD TRIM

CEMENT BOARD DRIP
CAP

EXPOSED ALUM.
FLASHING TO MATCH
TRIM

BACKER ROD &
SEALANT

EXTRUDED ALUM. TRACK
FOR STORM PANEL AS
PER MANUF.

HEAD

BACKER ROD &
SEALANT

5/4X4 CEMENT
BOARD TRIM

CEMENT BOARD SIDING W/
BOTTOM BEAD TO MATCH
EXISTING BUILDING

JAMB

SILL

STUCCO BAND
BELOW

CUT LINE

6" MIN. FLASHING STRIPS
TURNED INTO OPENING

BUILDING WRAP IS
INSTALLED IN A SHINGLED
(OVERLAPPING) PATTERN-
CUT INTO OPENING

HEAD FLASHING TURNED
INTO OPENING

TYVEK WRAP OR EQ. CUT
INTO WALL WRAP &
OVERLAPPED HEAD
FLASHING

SILL FLASHING TURNED
UNDER JAMBS

TYVEK OR EQ. WRAP
VAPOR BARRIER

JAMB FLASHING TURNED
INTO OPENING- OVER JAMBS

2'-0"

1 1/2"

4
"

8
'-0

"

2'
-0

"
5

'-6
"

TR. 2X6 CAP SLOPE
 SLIGHTLY

1 X 6 TRIM

1 X 4 TREATED WD.
BLADES

STUCCO TO
MATCH BUILDING

TR. 4X4 POSTS
W/ (3) 5/8" MASONARY
LAG BOLTS

3 CONT. #5 BARS
W/ PERPENDICULAR
#5'S @ 32" O.C.

#5'S VERT. BARS @ 32"
O.C. TIED TO HOOK
BARS WITH 30 DIAM.
MIN. OVERLAP

8" C.M.U. W/ CONC.
FILLED CELLS

1 X 6 TRIM

1 X 4 TRIM ON THE
SIDES

CMU COLUMNS
WITH TYP. STUCCO
FINISH BEYOND

1'-8"

5 1/2" 1'-8"

2'-10"

7'
-7

"

3'-0"1'-0"

5"2'-5"1'-6"

8"X8" POWDER
COATED ALUM.
BRACKETS

8"X12" POWDER
COATED ALUM.
BEAMS

6"X12" POWDER
COATED ALUM.
BEAMS

CLCLCLCL

2 1/2"X8" POWDER
COATED ALUM.
BEAMS

A-2

SCALE: 1/8"=1'-0"
1

A-2
ROOF PLAN

SCALE: 3"=1'-0"
3

A-2
WINDOW DETAIL

SCALE: 3"=1'-0"
4

A-2
FLASHING DETAIL

SCALE: 3"=1'-0"
2

A-2
SERVICE YARD DETAIL

SCALE: 1/2"=1'-0"
5

A-2
TRELLIS DETAIL
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3
'-8

"TABBY STUCCO
BASE

POWDER COATED
ALUM. TRELLIS-SEE
5.A2 FOR NOTES

BEADED CEMENT
BOARD SIDING

TYP. ASPHALT
SHINGLES

12

7

STOREFRONT
WINDOWS AND
DOORS

F E B A

DP35 DP45 DP35

A A1

CD

3
'-8

"
7'

-4
"

2 3 41

CMU COLUMNS
W/ TABBY STUCCO FINISH

WOOD LOUVERS DP45

B

5

SCALE: 1/4"=1'-0"

2
A-3

RIGHT SIDE ELEVATION

SCALE: 1/4"=1'-0"

1
A-3

ENTRY SIDE ELEVATION

A-3
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DP45

5" DOWNSPOUTS- COORDINATE
WITH CIVIL PLANS

B

METAL CANOPY

5

6" GUTTER
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FEBA

CEMENT BOARD
PANELS

4" EXPOSURE CEMENT
BOARD SIDING

SEE ELECT. FOR
LIGHTING FIXTURES

4'-0" X12'-0" CEMENT
BOARD PANEL

DP35

3

METAL CANOPY

METAL POSTS AND
LOUVERED GATES

DC

SCALE: 1/4"=1'-0"

2
A-4

LEFT SIDE ELEVATION

SCALE: 1/4"=1'-0"

1
A-4

REAR ELEVATION

A-4
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17
'-0

"

SBS-MODIFIED BITUMINOUS MEMBRANE
ROOFING- SEE SPECS

CORRUGATED METAL
SIDING

STEEL STUDS, COLUMNS
AND BEAMS- SEE STRUCTURAL

2
A6

FEBA C D

2 3 41

3
A6

STEEL STUDS, COLUMNS
AND BEAMS- SEE STRUCTURAL

5

SCALE: 1/4"=1'-0"

1
A-5

BUILDING SECTION

A-5SCALE: 1/4"=1'-0"

2
A-5

BUILDING SECTION
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2'-0"

1 1
/2

"

2" 1" 4"

6
 1/

2"
4

"
1 1

/2
"

METAL SIDING
BASE DRIP EDGE

STEEL COLUMN  -SEE
STRUCTURAL

STEEL COLUMN SPREAD
FOOTING BEYOND-SEE
STRUCTURAL

4" 3000 PSI CONCRETE
SLAB WITH RIENF. AND 6
MILL VAPOR BARRIER
SEE STRUCTURAL

CORRUGATED METAL SIDING
ON BACK SIDE ON PARAPET
WALLS THAT ARE NOT
VISABLE

COMPACTED AND  POISENED
FILL

7/8" CEMENT STUCCO ON
METAL LATH, TYVEK VAPOR
BARRIER OR EQUAL ON
5/8" GEORGIA PACIFIC DENS
GLASS GOLD SHEATHING

TR. 2X8 BAND WRAPPED
IN STUCCO

EXPOSED
METAL FLASHING

6" MTL. STUDS @ 16" SEE
STRUCTURAL FOR GAUGE
AND SHEAR WALL LOCATIONS

CEMENT BOARD SIDING WITH
BOTTOM BEAD TO MATCH
EXISTING BUILDING

BACKWRAP FOAM DETAILING
AS PER MANUFACTURERS
RECOMENDATIONS

ROOFING SYSTEM TO RUN UP
WALL ON TYP. SHEATHING

CANT STRIP

3/8" BLOCKING TO ACCEPT
TYP. SIDING

CEMENT BOARD FASCIA AND
SOFFIT W/ 1/2" BATTENS@
SEAMS

TYP. METAL DRIP

STANDING SEAM METAL
ROOFING ON 30# FELT

5/8" PLYWOOD
SHEATHING

12

7

METAL TRUSSES AS
PER STRUCTURAL

SEE SPECIFICATIONS FOR
ROOFING INSULATION

METAL ROOF DECK
AS PER STRUCTURAL

METAL ROOF BAR
JOISTS AS PER STRUCTURAL

STUDS AS PER STRUCTURAL

TYP. TPO ROOFING
SEE SPECIFICATIONS

1 1
/2

"

3
'-8

"

STEEL COLUMN  -SEE
STRUCTURAL

STEEL COLUMN SPREAD
FOOTING BEYOND-SEE
STRUCTURAL

4" 3000 PSI CONCRETE
SLAB WITH RIENF. AND 6
MILL VAPOR BARRIER
SEE STRUCTURAL

COMPACTED AND  POISENED
FILL

7/8" CEMENT STUCCO ON
METAL LATH, TYVEK VAPOR
BARRIER OR EQUAL ON
5/8" GEORGIA PACIFIC DENS
GLASS GOLD SHEATHING

TR. 2X8 BAND WRAPPED
IN STUCCO

EXPOSED
METAL FLASHING

6" MTL. STUDS @ 16" SEE
STRUCTURAL FOR GAUGE
AND SHEAR WALL LOCATIONS

CEMENT BOARD SIDING WITH
BOTTOM BEAD TO MATCH
EXISTING BUILDING

SLOPE 1/4" PER 1'-0"

5" ALUM.DOWNSPOUT

6" ALUM. GUTTER

2X8 CEMENT BOARD
TRIM

TYP. METAL DRIP

SEE SPECIFICATIONS FOR
ROOFING INSULATION

METAL ROOF DECK
AS PER STRUCTURAL

METAL ROOF BAR
JOISTS AS PER STRUCTURAL

BEAMS AS PER STRUCTURAL

TYP. TPO ROOFING
SEE SPECIFICATIONS

12
'-5

"

12
'-3

"

4" 3000 PSI CONCRETE
SLAB WITH RIENF. AND 6
MILL VAPOR BARRIER
SEE STRUCTURAL

COMPACTED AND
POISENED FILL

7/8" CEMENT STUCCO ON
METAL LATH, TYVEK VAPOR
BARRIER OR EQUAL ON
5/8" GEORGIA PACIFIC DENS
GLASS GOLD SHEATHING

6" MTL. STUDS @ 16" SEE
STRUCTURAL FOR GAUGE
AND SHEAR WALL LOCATIONS

CANT STRIP

METAL ROOF DECK
AS PER STRUCTURAL

CEMENT BOARD FASCIA AND
SOFFIT W/ 1/2" BATTENS@
SEAMS

FYPON BRACKET BKT36X36

1X12 PVC TRIM ON
1X8 PVC TRIM

TR. 2X6 WITH
ALUMINUM CAP

SLOPED METAL ROOF JOISTS-
SEE STRUCTURAL

BACKWRAP FOAM DETAILING
AS PER MANUFACTURERS
RECOMENDATIONS

TYP. TPO ROOFING
ON TYP. COVER BOARDS
SEE SPECIFICATIONS

ALUMINUM CAP

1/2" EXPANSION JOINT

STEEL BEAM -
SEE STRUCTURAL

RUN MEMBRANE
OVER 2X6

BATT INSULATION TO
EQUAL R38

TYP. STOREFRONT SEE
SPECIFICATIONS

SLOPE 1/4" PER 1'-0"

SCAB METAL JOISTS TO
CREAT FLAT CEILING

SCALE: 1/4"=1'-0"

1
A-6

TYP. WALL SECTION
SCALE: 1/4"=1'-0"

2
A-6

TYP. WALL SECTION
SCALE: 1/4"=1'-0"

3
A-6

TYP. WALL SECTION
A-6
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1. Allowance items will include materials and labor, unless noted.

2. All items specified shall be as specified , or equal as approved by the Owner and
Architect.

DIVISION 9: FINISHES

PORTLAND CEMENT STUCCO
GENERAL - Section Requirements: Incorporate stucco sample into color board on site
consisting of all materials and colors located as they would be on the structure.

PRODUCTS

 Lath:
a. Expanded-Metal Lath: ASTM C 847, diamond mesh, no underline, flat or
self-furring configuration as indicated, and with minimum 3.4-lb/sq. yd. (1.8-kg/sq.
m) weight. No paper back lath accepted.

 Accessories: Comply with material provisions of ASTM C 1063 for zinc ,
aluminum or galvanized steel components ; coordinate depth of accessories with
thicknesses and number of plaster coats required.

Portland Cement Plaster: Three  coats of 7/8" cement stucco with oyster shell finish ( small chips)..
a.  Provide submittal for architects review before incorporating it into the field markup..

PAINTING
 Interior masonry walls:  Prime and finish coats of epoxy masonry paint

. All roof penetrations to be painted to match roof.
All exterior wall & soffit penetrations to be painted to match surrounding surface unless
noted otherwise.

DIVISION 1: GENERAL

DIVISION 2: SITE CONSTRUCTION

1. See civil drawings for all related work.

1. SEE STRUCTURAL FOR SPECIFICATIONS IN THIS SECTION

DIVISION 3 - CONCRETE

1. CMU Foundation Wall : Lightweight Grade N ,
sizes as indicated on drawings.

2. Mortar and Grout: Portland Cement ASTM C150, Type I except Type III may be used for
cold weather construction . Hydrated lime ASTM C 207 type S
Aggregate for Mortor ASTM C144.

3. Joint Reinforcement: Hot-dip galvanized steel wire ASTM A
2 for zinc coating. Reinforcement to be 9 gauge truss design at every other course

DIVISION 4 - MASONRY

1  Anchor Bolts : See wall section and structural engineering calculations . All items to be
galvanized zinc coated.

2. Nails and Fasteners : Size, number and spacing as specified in S .B.C. 12 Fastening
Schedule or as shown on drawings . No staples will be allowed. All exterior fasteners to
be stainless.

3.

4.

Framing Anchors: Simpson “ZMAX”, size and type as required to provide continuous tie
from roof rafters to foundation at 16" o.c. maximum. See Structural Drawings.

DIVISION 5 - METALS DIVISION 8 - WINDOWS & DOORS

DOORS
1. Hollow metal frames:  Standard wrap hollow metal frames with a 2 inch face.

a. General: Comply with ANSI/SDI A250.8.
b. Exterior Frames: Fabricated from metallic-coated steel sheet.

 1. Fabricate frames with mitered or coped corners.
 2. Fabricate frames as full profile welded unless otherwise indicated.
 3. Frames for Level 4 Steel Doors: 0.067-inch- (1.7-mm-) thick steel sheet

c. Prime Finish: Apply manufacturer 's standard primer immediately after cleaning
and pretreating.
1. Shop Primer: ANSI/SDI A250.10.
2. All welded joints to be ground smooth.

2. Exterior doors: Hollow metal doors
a. General: Fabricate doors in accordance with ANSI A 250.8 (SDI-100) or HMMA

-

860 (NAAMM).
b. Factory Primer : After fabrication , clean and spray coat all exposed surfaces of

doors and frames with a rust inhibitive prime paint , of even consistency to provide a

MISCELLANEOUS METALS

DIVISION 13: SPECIAL EQUIPMENT

DIVISION 14: CONVEYING SYSTEMS

DIVISION 15: MECHANICAL

DIVISION 16: ELECTRICAL

1. See Mechanical and Plumbing drawings for notes and specifications.

1. See Electrical drawings for notes and specifications.

2. TERMITE CONTROL

GENERAL

1.1 SUMMARY
A. Section Includes:

Adjust list below to suit Project.
1. Soil treatment with termiticide.

B See Division 6 Section “Rough Carpentry” for wood preservative treatment by pressure process.
1.2 SUBMITTALS
First paragraph below is defined in Division 1 Section "Submittal Procedures" as an "Action Submittal."

A. Product Data:  For each type of product indicated.  Include the EPA-Registered Label.
B. Product certificates.
C. Soil Treatment Application Report:  Include the following:

1. Date and time of application.
2. Moisture content of soil before application.
3. Brand name and manufacturer of termiticide.
4. Quantity of undiluted termiticide used.
5. Dilutions, methods, volumes, and rates of application used.
6. Areas of application.
7. Water source for application.

1.3 QUALITY ASSURANCE
A. Installer Qualifications:  A specialist who is licensed according to regulations of authorities having jurisdiction to apply termite control

treatment and products in jurisdiction where Project is located.
B. Regulatory Requirements:  Formulate and apply termiticides according to the EPA-Registered Label.

1.4 WARRANTY
Warranty in paragraph below is for protection of construction from infestation and not specifically for methods used.  Insert bait-station system
and warranty terms if applicable.  If required, contact HUD for its current "Subterranean Termite Soil Treatment Builder's Guarantee."

A. Special Warranty:  Manufacturer’s standard form, signed by Applicator and Contractor certifying that termite control work, consisting of
applied soil termiticide treatment, will prevent infestation of subterranean termites.  If subterranean termite activity or damage is
discovered during warrant period, re-treat soil and repair or replace damage caused by termite infestation.

Verify available warranties and warranty periods with manufacturers listed in Part 2 articles.
1. Warranty Period:  Renewable one-year from date of Substantial Completion.

1.5 MAINTENANCE SERVICE
Retain or delete this article to suit products and the needs of Owner.  Coordinate with warranty requirements if any.  Example below is for soil
treatment.  Bait-station systems require product-specific and continuing postconstruction monitoring and treatment.

A. Continuing Service:  Beginning at Substantial Completion, provide continuing service including monitoring, inspection, and re-treatment
for occurrences of termite activity.  Provide a standard continuing service agreement.  State services, obligations, conditions, terms
for agreement period, and terms for future renewal options.

PART 2 -  PRODUCTS
2.1 MANUFACTUERS

A. Termiticides:
1. Aventis Environmental Science USA LP; Termidor.

2.2 SOIL TREATMENT
A. Termiticide:  Provide an EPA-Registered termiticide, complying with requirements of authorities having jurisdiction, in an aqueous solution

formulated to prevent termite infestation.  Provide quantity required for application at the label volume and rate for the maximum
termiticide concentration allowed for each specific use, according to product's EPA-Registered Label.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers and products.  See Division 1 Section "Product
Requirements."
PART 3 -  EXECUTION
3.1 PREPARATION

A. General:  Remove all extraneous sources of wood cellulose and other edible materials such as wood debris, tree-stumps and roots,
stakes, formwork, and construction waste wood from soil within and around foundations.

3.2 APPLYING SOIL TREATMENT
A. Application:  Mix soil treatment termiticide solution to a uniform consistency.  Provide quantity required for application at the label volume

and rate for the maximum specified concentration of termiticide, according to manufacturer’s EPA-Registered Label, to the following
so that a continuous horizontal and vertical termiticidal barrier or treated zone is established around and under building construction.
Distribute treatment evenly.
1. Slabs-on-Grade and Basement Slabs:  Under ground-supported slab construction, including footings, building slabs, and

attached slabs as an overall treatment.  Treat soil materials before concrete footings and slabs are placed.
2. Foundations:  Adjacent soil including soil along the entire perimeter of foundation walls, along both sides of interior partition

walls, around plumbing pipes and electric conduit penetrating the slab, and around interior column footers, piers, and chimney
bases; also along the entire outside perimeter, from grade to bottom of footing.  Avoid soil washout around footings.  Use 6”
wide/6” deep trench as required by Termidor manufacturer.

3. Masonry:  Treat voids.
a. Penetrations:  At expansion joints, control joints, and areas where slabs will be penetrated.

B. Avoid disturbance of treated soil after application.  Keep off treated areas until completely dry.
C. Protect termiticide solution, dispersed in treated soils and fills, from being diluted until ground-supported slabs are installed.  Use

waterproof barrier according to EPA-Registered Label instructions.
D. Post warning signs in areas of application.
E. Reapply soil treatment solution to areas disturbed by subsequent excavation, grading, landscaping, or other construction activities

following application.

1. N.A.

1. N.A.

DIVISION 12 - FURNISHINGS

DIVISION 11 - EQUIPMENT

DIVISION 10 - SPECIALTIES

1.

2.

1.
2.
3.

3.

DIVISION 7- THERMAL & MOISTURE PROTECTION

ROOFING AND INSULATION
1.

a.  TPO (Thermoplastic Polyolefin Membrane)

b. Underlayment
1.  30# felt underlayment

CAULKING AND SEALING
 Caulking: DAP Latex or equal.

 Sealant: DAP Flexiseal or equal.

I

Fabrication Steel:  Hot dipped Galvanized after Fabrication.  Provide in Gauges as
Indicated w/ fully welded joints

Aggregate for Grout ASTM C404.

4. Installation

a. Cut Masonary w/ mortor driven saws.  Allow  to dry before placing.  Install
units with cut edge concealed to the greatest extent possible.

b. Waste disposal:  Do not dispose of masonary waste on site.  Remove and
Legally dispose of off owners property.

WORK RESTRICTIONS:

1. Contractors use of premises:  Contractor will have full use of site indicated.

2. Contractors will comply with all restrictions & Requirements of the town of  Hilton Head Island.

EXECUTION REQUIREMENTS

GENERAL

1  CLOSEOUT SUBMITTALS

A. Operation and Maintenance Data: Organize data into 3-ring binders, with pocket folders for folded sheet information.

  1. Copies of warranties.
  2. Shop Drawings and Product Data.
  3. Subcontractor's List including phone numbers.

PRODUCTS (Not Applicable)

EXECUTION

1  EXAMINATION AND PREPARATION

 A. Examine substrates and conditions for compliance with manufacturer's written requirements including, but not limited to,
surfaces that are sound, level, and plumb; substrates within installation tolerances; surfaces that are smooth, clean, and free of
deleterious substances; and application conditions within environmental limits.  Do not proceed with installation until
unsatisfactory conditions have been corrected.

 B. Prepare substrates and adjoining surfaces according to manufacturer's written instructions, including, but not limited to, the
application of fillers and primers.

2  CUTTING AND PATCHING

 A. Do not cut structural members without prior written approval of Architect.

 B. For patching, provide materials whose installed performance will equal or surpass that of existing materials.  For exposed
surfaces, provide or finish materials to visually match existing adjacent surfaces to the fullest extent possible.

3  INSTALLATION

 A. Comply with manufacturer's written instructions for installation.  Anchor each product securely in place, accurately located and
aligned.  Clean exposed surfaces and protect from damage.  If applicable, prepare surfaces for field finishing.

4  FINAL CLEANING

 A. Clean each surface or item as follows before requesting inspection for certification of Substantial Completion:

  1. Remove labels that are not permanent.
  2. Clean transparent materials, including mirrors.  Remove excess glazing compounds.  Replace chipped or broken glass.
  3. Clean exposed finishes to a dust-free condition, free of stains, films, and foreign substances.  Leave concrete floors

broom clean.
  4. Vacuum carpeted surfaces.
  5. Wipe surfaces of mechanical and electrical equipment.  Remove excess lubrication.  Clean plumbing fixtures.  Clean light

fixtures and lamps.
  6. Clean the site.  Sweep paved areas; remove stains, spills, and foreign deposits.  Rake grounds to a smooth, even-

textured surface.

PRODUCTS:

Exterior Paint:  Prime & 2 finish coats satin.4.

DIVISION 6 - WOOD

ROUGH CARPENTRY
1. Non Structural Framing lumber(not treated)

a. Maximum moisture content 19% stud grade SPF for studs

2. Preservative Treatment : All lumber noted as "treated" or in contact with concrete or
ground to have "Celcure" or "Wolman Pressure" treatment. All treated lumber shall be
air dried after treatment.

1. Roof Sheathing: 5/8" fire treated exterior glue attached with shank nails and covered with
# asphalt saturated felt (O.S.B. will not be an approved equal.) Do NOT staple.

1. N.A.

1. N.A.

to include blocking, nailers. rooftop support curbs, cants, furring and grounds:

SHEATHING

2. Wall Sheathing: Glass-Mat Wall Sheathing: GP Dense Glass Gold

a.  Type and Thickness:  Regular 5/8" thick

3. Fastners: General: Provide fastners of size and type indicated:

a.  For wall and roof sheathing panels, provide fasteners with corrosion-protective coating
having a salt-spray resistance of more than 800 hours according to ASTM B 117

ALUMINUM-FRAMED ENTRANCES AND STOREFRONTS
1. Basis-of-Design Product:

a. Kawneer Company Inc.
b. Trifab® VG 451 (non-Thermal)
c. 2” x 4-1/2” (50.8 mm x 114.3 mm) System Dimensions
d. Glass: Center, Exterior or Interior

TPO Roofing System:

b.  Roof Board
2.  Basis of Design is John Manville Invinsa Roof Board

c.  Roof Insulation
a.  Basis of Design is John Manville Enrgy 3

1.  Basis of Design is John Manville JM TPO-60 mil

b.  Insulation is to provide R 20 value

2. Asphalt Shingles:
a.  Asphalt Shingles

1.  Basis of Design GAF Timberline HD lifetime High Definition asphalt shingles

1.  Aluminum color to match fascia to the greatest extent possible
b. Metal Drip Edge

N.A..1

A-7
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: SCTC Building 108 – ALTERATION/ADDITION   DRB#: DRB-002151-2014 
 (formerly Building 109) 
  
DATE: December 9, 2014 
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood     
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment     
Utilizes natural materials and colors     
Avoids distinctive vernacular styles     
Design is appropriate for its use     

All facades are have equal design characteristics    

“Right Side Elevation” has some detail but not much 
for a primary pedestrian walkway.  “Left Side 
Elevation” has little-no detail but is not a pedestrian 
area; consideration should be given to adding detail 
on the left side from the rear of the building until the 
“connection” to 110.  “Rear Elevation“ has some 
detail but will be visible from parking lot and Shelter 
Cove Lane; consideration should be given to adding 
detail to rear elevation. 

Avoids monotonous planes or unrelieved repetition     



 2 

Has a strong roof form with enough variety to provide 
visual interest     

Minimum roof pitch of 6/12    Pitch is 7/12 and has not changed since previous 
submittal. 

Overhangs are sufficient for the façade height.     
Forms an details are sufficient to reduce the mass of the 
structure     
Human scale is achieved by the use of proper proportions 
and architectural elements     
Utilizes a variety of materials, textures and colors    Wood, tabby stucco, glass 
Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     
Utilities and equipment are concealed from view     
Decorative lighting is limited and low wattage and adds 
to the visual character     

Accessory elements are design to coordinate with the 
primary structure     

 
LANDSCAPE/HARDSCAPE DESIGN 
Minor modifications were made to site plan due to separation of buildings.  Sidewalk to left of building entrance does not appear to coordinate with overall site 
plan; consideration should be given to complementing existing level of detail/design characteristics.    
 
Landscape plan has not changed since plan was previously reviewed/approved however plan will require adjustments based on removal of sidewalk between 
buildings 110 & 108 and addition of sidewalk to the left of building 108.  Additional landscape should be included on rear of building (Shelter Cove Lane side) 
to accommodate removal of storage area and addition of smaller service area. 
 
MISC COMMENTS/QUESTIONS 
Shelter Cove Harbour Company ARB has reviewed/approved plans. 
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TYPE

092614

Acid
Rust 

-BAR/CAR

Acid
Verde 

-BAV/CAV

Black Acid
Treatment

-BAT

Chrome 
Powder

-CPR

Rubbed 
Verde

-RBV

Stucco

-STU

Weathered 
Brown

-WBR

Weathered 
Iron

-WIR

Rust

-RST

Hunter 
Texture

-HTX

White 
Texture

-WTX

Camel

-CAM

Bronze 
Texture

-BRT

Antique  
Verde

-ATV

Black Texture
(Standard)

-BLT

BRASS & COPPER ONLYLFL-02-HE Cut Sheet

ORDERING INFORMATION
CATALOG NO. DESCRIPTION  LAMP SHIP  WEIGHT

LFL-02-HE2727BLT Aluminum Floodlight, hood extension 27w, 2700K LED 3.0 lbs.

LFL-02-HE2753BLT Aluminum Floodlight, hood extension 27w, 5300K LED 3.0 lbs.

LFL-02-HE2727BRS Brass Floodlight, hood extension 27w, 2700K LED 4.0 lbs.

LFL-02-HE2753BRS Brass Floodlight, hood extension 27w, 5300K LED 4.0 lbs.

LED FLOOD LIGHTS
LFL-02-HE SERIES

JOB INFORMATION

Type: Date:

Job Name:

Cat. No.:

Lamp(s):

Specifier:

Contractor:

Notes:

FOCUS INDUSTRIES INC. www.focusindustries.com
25301 COMMERCENTRE DRIVE sales@focusindustries.com
LAKE FOREST, CA 92630 (949) 830-1350 • FAX (949) 830-3390

12.5”
318mm 7.5”

191mm

6.5”
165mm

3.5”
89mm

9”
229mm

LFL-02-HE

SPECIFICATIONS

CONSTRUCTION:  Extruded brass floodlight or aluminum with matching cast adjustable 
swivel. Heavy-duty stamped brass or aluminum hood extension

LENS:  High impact clear acrylic

REFLECTOR:  None

LIGHT SOURCE:  120v, 27w integrated LED light engine, warm white 2700K or
cool white 5300K

LIFETIME RATING:  50,000 hours

LUMENS: 2700K is 1900 Lumens | 5300K is 2400 Lumens

SOCKET:  None

120v-277v EXTERNAL DRIVER:  See Driver Specification below 
Note: External driver must be housed in FA-26 mounting post or weatherproof junction box 
no more than 20' from fixture.

WIRING 120v: Standard 120v Black, White and Ground 9" lead wires

MOUNTING:  None supplied. See Mounting Accessories below for options 

FINISH:  Aluminum - Black texture polyester powder coat. Optional finishes available 
Brass - Unfinished brass. Optional finishes available

EXTERNAL DRIVER SPECIFICATIONS

Note: External driver must be housed in FA-26 mounting post or weatherproof junction box 
no more than 20' from fixture. 

INPUT:  90 to 295vAC

EFFICIENCY:  88%

POWER FACTOR:  >0.96 / 120vAC,  >0.90 / 277vAC

OUTPUT VOLTAGE:  20vDC (constant current)

OUTPUT POWER:  60w

RATED CURRENT:  3A

TEMPERATURE RANGE:  -30C to 70C

OVER TEMPERATURE PROTECTION:  Shut down and re-power on to recover (85C  ±10C)

MOUNTING ACCESSORIES

2.65"
67mm

FA-24-MD-CST/-BRS

1.4"
36mm

2.65"
67mm

FA-24-MD-CST-PC/-BRS

1.4"
36mm

2.65"
67mm

FA-24-MD-CST/-BRS

1.4"
36mm

2.65"
67mm

FA-24-MD-CST-PC/-BRS

1.4"
36mm

C/FA-25/-26/BRS

3"
76mm

20"
508mm

3"
76mm

20"
508mm

3"
76mm

26"
660mm

C/FA-26-75W/BRS

20"
508mm

3"
76mm

C/FA-39/BRS
6' Cord and Plug

C/FA-26-GFIC/BRS
with covered receptacle

C/FA-25/-26/BRS

3"
76mm

20"
508mm

3"
76mm

20"
508mm

3"
76mm

26"
660mm

C/FA-26-75W/BRS

20"
508mm

3"
76mm

C/FA-39/BRS
6' Cord and Plug

C/FA-26-GFIC/BRS
with covered receptacle

4.75"
121mm

0.875"
22mm

FA-24-LG-CST / -BRS
FA-24-LG-SPUN / -BRS

4.75"
121mm

0.875"
22mm

FA-24-LG-DH-SPUN/-BRS
FA-24-LG-DH-CST/-BRS

FA-24-LG-DH-SPUN-COP

FA-22-CST/-BRS
FA-22/-BRS
FA-22-COP

 

5.75"
146mm

5.25"
133mm

3.5"
83mm 1.125"

25mm
.875"
22mm

FA-23-CST/-BRS
FA-23/-BRS
FA-23-COP

 

3.25"
83mm

GOGREEN

IN
TERTEK

LISTED

IP65
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LED FLOOD LIGHTS
LFL-02-HE SERIES

LIGHT DISTRIBUTIONS AND PHOTOMETRICS

1’ 2’ 3’ 4’ 5’ 6’ 7’ 8’ 9’ 10’ 11’

5’

6’

2’

3’

4’

7’

1’

8’

9’ 9’

152

233

78

LFL-02-HE2727  (2700K)

VERTICLE FOOTCANDLES    •    FIXTURE 2’ FROM WALL

67

1’ 2’ 3’ 4’ 5’ 6’ 7’ 8’ 9’ 10’ 11’

5’

6’

2’

3’

4’

7’

1’

8’

27

0.5

11

2

39

LFL-02-HE2727  (2700K)

VERTICLE FOOTCANDLES    •    FIXTURE 4’ FROM WALL

14

2

1’ 2’ 3’ 4’ 5’ 6’ 7’ 8’ 9’ 10’ 11’

5’

6’

2’

3’

4’

7’

1’

8’

9’ 9’

185

342

96

LFL-02-HE2753  (5300K)

VERTICLE FOOTCANDLES    •    FIXTURE 2’ FROM WALL

84

1’ 2’ 3’ 4’ 5’ 6’ 7’ 8’ 9’ 10’ 11’

5’

6’

2’

3’

4’

7’

1’

8’

34

1

15

3

49

LFL-02-HE2753  (5300K)

VERTICLE FOOTCANDLES    •    FIXTURE 4’ FROM WALL

19

3



From: Forest Beach Owners Association
To: DMcAllister@woodandpartners.com
Cc: Ray Jennifer
Subject: Re: Marriott Grande Ocean Sales Center Sign
Date: Tuesday, December 02, 2014 5:38:56 PM
Attachments: image002.png

image003.png
image004.png
image005.png
image006.png

David - This email represents your ARB approval from the Forest Beach Owners' Association for the
planned signage at the Sales Center building on South Forest Beach Drive, Central Forest Beach
Subdivision.  This approval is based on the information submitted to us in your application dated
11/25/14 and the drawings documents received with the application on that date.  Any changes made
to the proposed project that differs from those submitted with this application must be submitted to us
for ARB approval before they are made.  The following conditions apply:

1) Our ARB approval is subject to approval by the Town of Hilton Head Island and any applicable DRB
approvals

2) All materials and colors are to be as specified in the application.

3) Only the scope of the new signage listed in the submitted documents is approved.  Any additional
changes to the project will require approval.

Once completed, a written notification must be received by the Association advising us of the projects
completion in order to complete our file and release any compliance deposits.

If you have any questions, please contact us.

Sincerely,

John D. Snodgrass

Executive Director,
Forest Beach Owners' Association, Inc

-----Original Message-----
From: David McAllister <DMcAllister@woodandpartners.com>
To: fbassn <fbassn@aol.com>
Sent: Tue, Nov 25, 2014 7:29 am
Subject: Marriott Grande Ocean Sales Center Sign

John,
 
Attached is the sign package for the Marriott Grande Ocean Sales Center.  Please let me know if you
have any questions or need additional information.
 
Thanks,
 
David McAllister
Project Planner

Wood+Partners Inc.



Landscape Architects / Land Planners
Hilton Head Island n Tallahassee

7 Lafayette Place
Hilton Head Island, SC 29925
(843)681-6618 Ext. 240
(843)681-7086 fax
www.woodandpartners.com

WEEDS | WPi Energy + Environmental Design Solutions
 
Visit Us:                         

If you must print this e-mail, please recycle.
 
 



2012 Wood + Partners Inc., 7 Lafayette Place, Hilton Head Island, SC 29926 Tel. 843-681-6618 Fax 843-681-7086, www.woodandpartners.com

Document is preliminary and subject to change.

PRIMARY ID SIGN01-14011PROJECT No 11 25 2014DATE Scale: 1/2” = 1’

MARRIOTT GRANDE OCEAN SALES CENTER
Hilton Head Island

Stucco Columns
SW 7550 Resort Tan
(to match Building stucco)

Tongue and Groove
SW 7548 Porco
(to match Building siding)

Trellis and Trim
(to match exisng Trellis 
Features at Grande Ocean)

Marrio Logo - Gold
Pantone 872

SALES GALLERY
50 S Forest Beach Dr
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Grande Ocean Sales Center Sign - SIGN    DRB#: DRB-001836-2014 
  
DATE: December 9, 2014 
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
Applicant proposes to construct freestanding monument sign associated with DRB approved Sales Center.  Colors and materials are 
consistent with approved building.  Landscape plan includes minor adjustments to accommodate actual sign footprint.  Finish of sign 
light should be bronze to match approved site lighting. 
 
Thickness of dimensional logo and address numbers/letters should be specified.  Consider consistent material for sign face logo and 
name, i.e. both laser cut acrylic or both anodized aluminum. 
 
Forest Beach Owners Association ARB has approved project. 
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