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 Town of Hilton Head Island 
Regular Design Review Board Meeting 

 

Tuesday, April 8, 2014 
1:15 p.m. – Benjamin M. Racusin Council Chambers 

 

AGENDA 
 

As a Courtesy to Others Please Turn Off All Cell Phones and Pagers during the Meeting. 

1. Call to Order  

2. Roll Call 

3. Freedom of Information Act Compliance 
Public notification of this meeting has been published, posted, and mailed in compliance with 
the Freedom of Information Act and the Town of Hilton Head Island requirements 

4. Approval of Agenda 

5. Approval of Minutes – Meeting of March 25, 2014 

6. Staff Report  

7. Board Business 

8. Unfinished Business 

A. Alteration/Addition 

1) DR 140004 – Shelter Cove Towne Centre – Building 121 

9. New Business 

A. Alteration/Addition 

1) DR 140018 – Bluewater Resort & Marina (Facilities Building) 

B. New Development - Final 

1) DR 140008 – Hilton Head Presbyterian Church 

2) DR 140007 – Shelter Cove Community Park  

10. Appearance by Citizens 

11. Adjournment 

 
 
 
 
 

Please note that a quorum of Town Council may result if four (4) or more of Town 
Council members attend this meeting. 
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 Town of Hilton Head Island 

                                                     Design Review Board                                     DRAFT 
Minutes of the Tuesday, March 25, 2014 Meeting   

1:15p.m – Benjamin M. Racusin Council Chambers 
 

 
Board Members Present: Chairman Scott Sodemann, Vice Chairman Deb Welch,  

Jake Gartner, Jennifer Moffett, Tom Parker and Todd Theodore 
 
Board Members Absent: Galen Smith 
 
Town Council Present: None 
 
Town Staff Present: Jennifer Ray, Urban Designer 

Heather Colin, Development Review Administrator  
Richard Spruce, Floodplain Administrator 
Kathleen Carlin, Administrative Assistant 

 
1. Call to Order 

Chairman Scott Sodemann called the meeting to order at 1:15p.m. 
 

2. Roll Call 
 

3. Freedom of Information Act Compliance 
 

4. Approval of the Agenda 
Ms. Ray stated that the application for Frankie Bones (awning) DR140017 is withdrawn from the   
agenda.  The applicant would like to make a change to the project but was unable to receive ARB 
approval within the required timeframe.  The application will most likely appear on a future agenda.   

 
5. Approval of the Minutes 

The Board approved the minutes of the March 11, 2014 meeting as presented by general consent.   
 

6. Staff Report 
a) Ms. Ray stated that due to problems with maintenance issues, theft and vandalism staff would like 

to replace the copper-colored plastic post caps on Town pathways.  Ms. Ray presented a sample 
of the proposed wood cap.  The cap will be glued on the posts and nailed through.  The proposed 
wood cap is solid, sturdy and attractive.  Over time the wood cap will weather just like the wood 
posts do. The Board discussed the proposed wood cap and agreed with staff’s recommendation 
for approval.    
  

b) The Planning Commission will hold a special Community Workshop to review Coligny Area 
Improvements on Wednesday, April 2, 2014 at 4:00p.m in Council Chambers.  Key elements to 
be discussed include a destination park and playground, surface parking, streetscape 
improvements, roadway and intersection improvements and pedestrian improvements.  The 
Design Review Board is encouraged to attend the April 2nd Community Workshop.  
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7. Board Business             
 None 

 
8. Unfinished Business 

Mr. Theodore recused himself from review of the following application, Shelter Cove Towne Centre 
Building 121, DR140004, due to a professional conflict of interest.  A Conflict of Interest Form was 
completed, signed by Mr. Theodore and attached to the record. 
 
A. Alteration/Addition 

1. Shelter Cove Towne Centre – Building 121 - DR 140004 

Ms. Ray presented background details regarding the Board’s previous review of this project in 
February 2014.  At that time the Board provided several comments but no action was taken on the 
application. 

Ms. Ray presented an in-depth overhead review of the project including the site plan, elevations, 
and mesh handrail.  The staff’s presentation included changes that have been made by the 
applicant in response to the Board’s earlier comments: (a)  the roof color has been changed from 
‘Colonial Red’ to ‘Teal’; (b) the main roof pitch has been lowered by 6-ft. and all dormers have 
been removed (the Design Guide references a typical minimum pitch of 6/12); (c) the color of all 
roofs (upper and lower) have been changed to ‘Teal’; (d) Portico “craftsman style” columns have 
been replaced with standard box columns and re-sized.  The staff feels these columns are fine on 
the north elevation but they appear thin on the west elevation relative to the cupola; (e) column 
support omitted at second level hip roof has been added back; (f) the applicant has provided a 
photo sample of the color and style of the proposed guard rail detail; (g) all store fronts have been 
changed to light aluminum (the same as Kroger); (h) Poseidon stucco logo has been removed 
from the east elevation; (i) re-sized second story porch column supports and bases. 

Ms. Ray presented the applicant’s changes in roof color and trim color. Ms. Ray presented the 
changes in elevations relative to adjacent buildings.  The storefront is shorter and should be the 
same height as adjacent.  The short section of elevation (zig zag with the roof) needs additional 
study.     

Ms. Ray stated that the Shelter Cove ARB has reviewed and approved the applicant’s changes.  
Staff recommends approval of the application with the following conditions:  (1) the site plan and 
the landscape plan should be revised to show what is actually happening versus the marked up 
plan.  The paving should be restudied and the zig zag in the roofline should be restudied.   
Following staff’s presentation, Chairman Sodemann requested that the applicant make his 
presentation. 

Mr. Bill DeTorre, SERG Group, and Mr. Don Baker, Architect, presented statements in support 
of the application.  Mr. DeTorre and the Board reviewed the originally approved elevations and 
the new elevations. The Board stated their concern with the ‘jog’ in the short section of the 
roofline.   The Board agreed that the “Teal’ roof color is much better than the ‘Colonial Red’.     

Mr. DeTorre presented comments regarding the proposed lighting which includes traditional 
up/down lighting as well as specialty sconces designed to look like horse shoe crabs.  The Board 
and Mr. DeTorre discussed the second floor roof, the roof of the adjoining building, and a few 
comments regarding the landscape plan.  

The Board stated that they approve the change in colors, particularly the change in roof color to 
‘Teal’.  The Board stated that they are concerned with the columns, the different roof pitches, and 
the lack of detail on the ‘sugar shack’.  The roof does not seem to blend well with the roof of the 
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adjacent building.  Cable railing is preferred over the proposed stainless steel mesh railing.      

The Board stated that the second floor roof seems very low -- it does not flow well and seems 
choppy.   The proportion between the columns would be more pleasing if the roof line were 
improved.  A double pitch roof would be a better solution. The Board inquired about the square 
tube column detail and how it interacts with the header. The Board will need to see additional 
details on all of the columns. The working drawings provided to the Board today do not provide 
sufficient information.  

The Board stated that the ‘sugar shack’ building in the walkway lacks sufficient character and 
detail to be in such a prominent location.  The skinny columns and cupola lack design quality.  
The loss of palm trees in front is unfortunate and needs to be mitigated.  Vertical elements will be 
important to the design.  More second floor porch should have a wrap around design.  The Board 
stated that they will need to see additional details regarding the roof line, the columns, and the 
‘sugar shack’.   

Mr. Richard Spruce presented statements regarding the permitting process on behalf of staff.  
Following the Board’s discussion, Chairman Sodemann requested that a motion be made. 

Mr. Parker made a motion to approve the Shelter Cove Towne Centre, Building 121, application 
DR 140004, on a structural basis only.  The Board requested additional information on details 
including:  (a) revisions to the landscape and hardscape; (b) west elevation roof line and 
storefront; (c) second floor porch roof; (d) column details; (e) north elevation cupola; (f) ‘Sugar 
Shack’ and (g) railing.    

9. New Business 
A. Alteration/Addition 

 
1. One Hot Mama’s – DR140015 
 
This restaurant is located at 7 Greenwood Drive in Reilley’s Plaza at the entrance to Sea Pines.  
Ms. Ray presented an in-depth overhead review of the application including the site plan, 
demolition plan, photos of existing site conditions and samples of colors and materials.    

 
The applicant proposes to create covered outdoor dining on the north end of the existing Dining 
Room. The area will be converted to outdoor dining by the addition of a 619 square foot standing 
seam metal roof.  Under the roof will be 8 or 9 tables for seating for about 35 customers.  The 
roof will be supported by exposed wood roof trusses, which will be supported by wood posts with 
a brick skirt to match an existing condition at the Plaza.  The perimeter of the dining area will be 
partially enclosed by a +/- 36” tall wall of a painted, expanded mesh metal material that is 
selected as it matches existing material on the interior.  Ms. Ray reviewed the elevations, colors 
and material boards.   
 
Ms. Ray discussed her concerns with the dark building color and location of inset brick pavers.    
Ms. Ray reviewed the proposed wood panels and metal panels.  The applicant needs to provide a 
landscape plan and photo/cut sheet of the proposed perforated metal panels.  Significant 
landscaping (somewhere within the Plaza) should be a condition of approval.  The staff 
recommended approval of the application with the following conditions:  (1) the applicant needs 
to rethink the proposed colors because they are too dark; (2) the paving should be replaced; (3) a 
landscape plan should be submitted and approved.  Following staff’s presentation, Chairman 
Sodemann requested that the applicant make his presentation. 
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Mr. Don Baker, Square Feet Architects, presented statements in support of the application.  The 
applicant will comply with staff’s recommendations regarding the color and the brick.   

 
The Board discussed the existing and the proposed roof color.  The Board preferred the Evergreen 
over the red color.  The Board recommended that the applicant replace the sidewalk and the 
applicant agreed.  The Board and the applicant discussed the brackets and the rafters.  Additional 
brackets going all around the building would be a good idea.  The loss of a tree should be 
mitigated with another tree somewhere on the site. Following final comments by the Board, 
Chairman Sodemann requested that a motion be made. 

 
Mr. Gartner made a motion to approve One Hot Mama’s application, DR 140015, with the 
following conditions:  (a) the brackets wrap the entire building; (b) the color will be re-studied 
with Town staff.  Staff is to approve final selection of colors for the building and the perforated 
metal fence; (c) a new sidewalk shall be installed adjacent to the outdoor seating area; (d) 
Evergreen roof color shall be used instead of the red color on the overhang. Mr. Theodore 
seconded the motion and the motion passed with a vote of 6-0-0. 

 
B. Minor External Change 

1. Resort Source (awning) – DR 140016 

Ms. Ray introduced the application and stated its location at 20 Executive Park Road, Suite 100.  
The applicant proposes to install a new awning for Resort Source to match the existing awning on 
the other end of the building.   

Ms. Ray presented an in-depth overhead review of the project including photos of existing site 
conditions.  The color will be dark green to match existing.  The style is dome and the staff 
recommends that it have the same scalloped valance as the existing.  The signage on the awning 
will be approved under a separate application. 

Following staff’s presentation, Chairman Sodemann requested that the applicant make her 
presentation.  The applicant, Ms. Heather Rath, stated that she has nothing to add to staff’s 
presentation.  Following the Board’s discussion, Chairman Sodemann requested that a motion be 
made.  

Vice Chairman Welch made a motion to approve Resort Source (awning), application DR 
140016, with the following conditions:  (1) the dark green color shall match the existing; (2) the 
dome awning shall have the same scalloped valance as the existing.  Mr. Parker seconded the 
motion and the motion passed with a vote of 6-0-0. 

  
10. Appearance by Citizens 

None 
 

11. Adjournment 
The meeting was adjourned at 3:00p.m.  
 

Submitted By: Approved By:   

 
____________________ ____________________ 
Kathleen Carlin Scott Sodemann 
Administrative Assistant Chairman 
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Bluewater Resort & Marina (Facilities Building) –   DRB#: DR 140014    

ALTERATION/ADDITION 
 

DATE: April 8, 2014  
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
The applicant proposes to construct a new facilities building at Bluewater Resort & Marina, in keeping with the approved master plan.  
The building is compatible with recently approved building in colors, materials, and design.   
 
Site plan indicates building with enclosed service yard; provide details for enclosure fence.  Provide landscape plan or photos of 
existing landscaping if applicable. 
 









VRB4 LED Round Bollard
Dual Function, Vandal-Resistant, Aluminum Shaft 

revision 6/29/11 •  kl_vrb4led_spec.pdf

Approvals:

Specifications Flat Top Cap: One-piece sand-cast F" minimum thickness, 
secured to louvers by concealed allen screws in keyhole slots. For 
relamping access, allen screws shall not require complete 
removal.
Louvers: Sand-cast with horizontal and vertical blades. Horizontal 
louvers shall provide 210° of downlighting with source cutoff 
above horizontal. Vertical louvers shall provide 150° of non-cutoff 
lighting. Horizontal louver blades shall have a 1L" depth with a 
65° upward pitch from horizontal. Vertical louver blades shall have 
a 1L" depth with a 30° spacing. Louver assembly shall be secured 
to shaft by four internal tie rod.
Lamp Enclosure: One-piece tempered molded glass with 
internal flutes and full gasketing at bottom edge.
Fixture Head: Allows flow-through ventilation around and above 
the lamp enclosure.
Shaft: One-piece extruded aluminum, .125" wall thickness with 
a heavy cast aluminum twist-lock anchor base concealed within 
the shaft. Concealed set screws shall lock shaft onto the cast 
anchor base.
Electronic Module:  All electrical components are either UL or 
ETL recognized,  mounted on a single plate and factory prewired 
with quick disconnect plugs. Driver is rated for -40°F starting and 
has a 0-10V dimming interface for multi-level illumination 
options.
Optical Module: Each LED equipped with a directional optic for 
maximum beam angle projecting through louver stack spacings. 
LED boards to be mounted to an anodized inter-locking heat 
sink extrusion.  (Type I) two 5-LED boards for a total of 10-LED. 
(Type III) three 5-LED boards for a total of 15-LED.  (Type V) four 
5-LED boards for a total of 20-LED. Available in 3500K and 5100K 
color temperatures.
Anchor Bolts: Four C" x 10" + 2" zinc plated L-hooks, each with 
two nuts, washers and a rigid pressed board template.
Finish: TGIC thermoset polyester powder coat paint, 2.5 mil 
nominal thickness, applied over a titanated zirconium conversion 
coating; 2500 hour salt spray test endurance rating. Standard colors 
are Black, Dark Bronze, Light Gray, Stealth Gray™, Platinum Silver, 
or White. Custom colors are available.

CAUTION: Fixtures must be grounded in accordance with 
national, state and/or local codes. Failure to do so may result in 
serious personal injury or death.

Date:
Page: 1 of 2

Type:
Job:
Catalog number:

© 2011 KIM LIGHTING PO BOX 60080 CITY OF INDUSTRY CA 91716 0080 TEL 626/968 5666 FAX 626/369 2695

VRB4 /   /                                              / 
Fixture Electrical Module Luminaire Finish (includes top cap and shaft)    Option

See page 2

VRB4 - Dual Function Luminaire (Aluminum Shaft)
Maximum weight: 30 lb

1K"
(38 mm)

ANCHOR BOLT
PROJECTION

g

36"
(152 mm)

LIGHT
CENTER
HEIGHT

BASE PLAN
VRB 

ALUMINUM SHAFT

8" DIA.
(203 mm)

5" BOLT CIRCLE DIA.
(127 mm)

3L"
(95 mm)

CONDUIT
OPENING

*30" OR 36" OVERALL HEIGHT
AVAILABLE - CONTACT 
KIM REPRESENTATIVE

8" DIA.
(203 mm)

9"
(229 mm)

42"*
(1067 mm)

6"
(152 mm)

1 Suitable for wet locations
 KIM LIGHTING RESERVES THE RIGHT TO CHANGE SPECIFICATIONS WITHOUT NOTICE.

Listings and Ratings

UL, or ETL to UL Standards 1598 & 87501 IP46 Rated 25C Ambient



VRB4 LED Round Bollard
Dual Function, Vandal-Resistant, Aluminum Shaft 

revision 6/29/11 •  kl_vrb4led_spec.pdf

Fixture Cat. No.  VRB4  Dual Function, Aluminum Shaft, Flat Top

Page: 2 of 2
Type:

Job:

Standard Features

© 2011 KIM LIGHTING • P.O. BOX 60080, CITY OF INDUSTRY, CA 91716-0080 • TEL: 626/968-5666 • FAX: 626/369-2695

Electrical Module
LED = Light Emitting Diode

Cat. Nos. for LED Electrical Modules available:

Finish
TGIC thermoset polyester 
powder coat paint applied 
over a Titanated Zirconium 
conversion coating on 
fixture and shaft.

NOTE: Black and Dark Bronze colors will produce slightly less louver brightness than Light Gray 
or White.
1Custom colors subject to additional charges, minimum quantities and extended lead times. 
 Consult representative. Custom color description:

Color: Black Dark Bronze Light Gray Stealth Gray™  Platinum Silver White Custom Color1

Cat. No.: � BL � DB � LG � SG � PS � WH � CC

FIXTURE TOTAL SYSTEM WATTS VOLT OPERATING AMPS

VRB4 – 10 LED 12 120 / 208 / 240 / 277 .10 / .05 / .05 / .04

VRB4 – 15 LED 18 120 / 208 / 240 / 277 .15 / .09 / .08 / .07

VRB4 – 20 LED 24 120 / 208 / 240 / 277 .20 / .12 / .10 / .09

xxL xK

Color Temperature:

� 3K = 3500K
� 5K = 5100K

Voltage:

� UV

Universal 
Voltage shall 
range from 
120V-277V

Source:

� 10L = 10 LED
   (IES Type I)
� 15L = 15 LED
   (IES Type III)
� 20L = 20 LED
   (IES Type V)



NOTES:

1. SOIL TYPE Rd

(RIDGELAND FINE SAND)
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SAW CUT ASPHALT FLUSH

WITH BUS DRIVE EOP

TEMPORARY CONSTRUCTION

EASEMENT

TEMPORARY CONSTRUCTION

EASEMENT

PCA PROPERTY LINE

ASPHALT DRIVE

TO BE REMOVED

REMOVE RCP AND

REGRADE SLOPES

TO MATCH EXISTING

ASPHALT PARKING

TO BE REMOVED

CONCRETE SIDEWALK

TO BE REMOVED

CONCRETE SIDEWALK

TO BE REMOVED

PROPERLY ABANDON

PVC CULVERTS

REMOVE PVC

CULVERT AND

REGRADE

ASPHALT DRIVE

TO BE REMOVED

ASPHALT PARKING

TO BE REMOVED

ASPHALT PARKING

TO BE REMOVED

ASPHALT PARKING

TO BE REMOVED

GENERAL DEMOLITION NOTES :

1. DEMOLITION LIMITS SHOWN ARE REQUIRED MINIMUM.  CONTRACTOR

SHALL ESTABLISH REQUIRED DEMOLITION AREA BASED ON

CONSTRUCTION METHODS AND REGULATIONS.

2. ALL EDGES OF ASPHALT DEMOLITION SHALL BE SAW CUT ADJACENT TO

ASPHALT TO REMAIN.

3. ANY ROAD CLOSINGS SHALL BE COORDINATED AND APPROVED BY THE

BEAUFORT COUNTY SCHOOL DISTRICT.

4. CONTRACTOR SHALL VERIFY UTILITY CROSSINGS IN DEMOLITION

AREAS PRIOR TO COMMENCING WORK IN THAT AREA.  THE

CONTRACTOR SHALL SCHEDULE ADEQUATE TIME FOR RELOCATION OF

UTILITY CONFLICTS, IF REQUIRED.

5. WHERE UTILITY ACTIVITIES CROSS FIBER OPTIC LINES, CONTRACTOR

SHALL HAND DIG TO LOCATE.  ONCE LOCATED, ALL EFFORTS SHALL BE

MADE TO INSTALL NEW  UTILITIES WITHOUT DISTURBANCE.  IF NOT

POSSIBLE, CONTACT ENGINEER IMMEDIATELY.

6. CONTRACTOR SHALL HAND DIG TO LOCATE EXISTING UTILITIES PRIOR

TO DEMOTION ACTIVITIES IN THAT AREA.  DAMAGE TO ANY UTILITIES IS

CONTRACTOR'S RESPONSIBILITY.

7. CONTRACTOR SHALL LEAVE ONE LANE OPEN AT ENTRANCE DRIVES AT

ALL TIMES.  TRAFFIC CONTROL SHALL BE CONTRACTOR'S

RESPONSIBILITY.

8. PRIOR TO ANY TREE REMOVALOR COMMENCEMENT OF CONTRUCTION

ON SITE, THE FOLLOWING UNIFORM COLORED RIBBON SYSTEM SHALL

BE USED:

8.1. BLUE FOR TREES TO BE SAVED

8.2. RED FOR TREES TO BE REMOVED

9.     WORK TO BE DONE RELOCATING TREES SHALL BE PERFORMED TO THE

RECOMMENDATIONS OF THE LATEST AMERICAN STANDARD FOR NURSERY

STOCK.
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LIMITS OF DISTURBANCE

LIMITS OF DISTURBANCE

LIMITS OF DISTURBANCE

EXISTING 18" RCP

INV IN 11.12'

INV OUT 11.14'

12" DIA. NYOPLAST OR

EQUIV. OUTLET STRUCTURE

INVERT ELEV.: 12.0 MSL

GRATE ELEV.: 13.75 MSL

12" DIA. NYLOPLAST OR

EQUIV. OUTLET STRUCTURE

INVERT ELEV.: 12.0 MSL

GRATE ELEV.: 12.9 MSL

10" DIA. HDPE CULVERT

INVERT IN: 11.5 MSL

INVERT OUT: 11.25 MSL

1' W X 6" D TRENCH DRAIN

INVERT: 13.8 MSL

GRATE ELEV: 14.3 MSL

DOUBLE ROW SILTFENCE

LIMITS OF DISTURBANCE

LIMITS OF DISTURBANCE

1
4

1
4

1
4

1
3

1
2

1
2

DESCRIPTION SYMBOL

EROSION PREVENTION

LAND GRADING:

TEMPORARY SEEDING:

SEDIMENT CONTROL

ROCK CHECKDAMS:

SEDIMENT BASIN:

INLET AND OUTLET PROTECTION

CONSTRUCTION ENTRANCE

POTENTIAL TOPSOILING:

NOTES:

1.  CONTRACTOR SHALL USE ORANGE SILT FENCE WHICH

SHALL FUNCTION AS BOTH A SEDIMENT CONTROL DEVICE

AND TREE PROTECTION FENCE.

2.  SEE THE STORMWATER PLAN FOR ALL PIPING AND INLET

AND OUTLET STRUCTURES.  DO NOT BUILD ANY ASPECT OF

THE STORMWATER PLAN FROM THIS SHEET.

3.  ALL SILT FENCE SHALL HAVE WIRE BACKING.

SINGLE ROW REINFORCED

ORANGE SILT FENCE AND
TREE PROTECTION FENCE

DOUBLE ROW REINFORCED

ORANGE SILT FENCE AND
TREE PROTECTION FENCE

12" NYLOPLAST STANDPIPE

STORMWATER PIPING

-SEE PLAN FOR SIZE

CLEARING LIMITS

24' x 100'

TYPE B - WIRE MESH AND STONE

DROP INLET PROTECTION:

GENERAL  NOTES:

1. NO WETLANDS EXIST ON SITE.

2. NO LAND DISTURBANCE INCLUDING TREE REMOVAL IS TO OCCUR

OUTSIDE THE LIMITS OF DISTURBANCE SHOWN ON THE PLANS.

3. TREE PROTECTION INSPECTION/APPROVAL REQUIRED PRIOR TO

ISSUANCE OF LAND DISTURBING PERMIT.

4. PROTECTIVE FENCING SHALL BE MAINTAINED THROUGHOUT THE

DURATION OF THE PROJECT.  LAND CLEARING AND CONSTRUCTION

CONTRACTORS SHALL RECEIVE ADEQUATE INSTRUCTION OF THE

PROTECTION REQUIREMENTS AND METHODS.

5. NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION

FENCING AND SILT FENCING HAS BEEN INSTALLED.

6. CONTRACTOR SHALL MAINTAIN AN ALL WEATHER ACCESS FOR

EMERGENCY VEHICLES AT ALL TIMES DURING CONSTRUCTION.

7. INSTALLATION OF NYOPLAST (OR EQUIV) OUTLET STRUCTURES

SHALL BE PERFORMED IN ACCORDANCE WITH PLANS AND

MANUFACTURER'S SPECIFICATIONS.

8. STRUCTURAL FILL MATERIAL SHALL BE COMPACTED TO 95% OF ITS

STANDARD PROCTOR MAXIMUM DRY DENSITY.

9. PRIOR TO COMMENCEMENT OF ANY GRADING, CONSTRUCTION OR

TREE REMOVAL, A TREE PROTECTION ZONE FOR ANY TREE

LOCATED WITHIN 25 FEET OF ANY PROPOSED GRADING,

CONSTRUCTION OR TREE REMOVAL SHOULD BE ESTABLISHED BY

PHYSICAL BARRIERS AND MAINTAINED UNTIL SUCH WORK IS

COMPLETED. PLACEMENT AND THE TYPE OF BARRIERS SHALL BE AT

THE DISCRETION OF THE ADMINISTRATOR. SPECIMEN TREES, AS

DEFINED IN SEC. 16-6-408, SHALL BE PROTECTED DURING

DEVELOPMENT BY STURDY PHYSICAL BARRIERS PLACED AT THE

DRIP LINE.

10. THE CLEANING OF EQUIPMENT, STORAGE OF MATERIALS OR DIRT,

DISPOSAL OF WASTE MATERIAL SUCH AS PAINT, OIL SOLVENTS OR

OTHER HARMFUL SUBSTANCES, OR ANY OTHER SUCH ACTS WHICH

MAY BE HARMFUL TO THE CONTINUED VITALITY OF THE TREE

WITHIN THE TREE PROTECTION ZONE SHALL BE PROHIBITED.

11. ANY TREE DAMAGED DURING CONSTRUCTION, OR DAMAGE

OCCURRING AS A RESULT OF SUCH CONSTRUCTION, SHALL BE

REPAIRED TO THE SATISFACTION OF THE ADMINISTRATOR

ACCORDING TO ACCEPTED INTERNATIONAL SOCIETY OF

ARBORICULTURE PRACTICES. TREE DAMAGE MUST BE REPAIRED

PRIOR TO THE ISSUANCE OF A CERTIFICATE OF COMPLIANCE.

12. ALL DISTURBED AREAS NOT RECEIVING LANDSCAPING SHALL BE

VEGETATED PRIOR TO RECEIVING RAINFALL.

13. CONTRACTOR SHALL PLANT OR OTHERWISE PROVIDE A

PERMANENT DRESSED GROUND COVER SUFFICIENT TO RESTRAIN

EROSION AFTER COMPLETION OF CONSTRUCTION OR

DEVELOPMENT WITHIN 30 CALENDAR DAYS FOLLOWING

COMPLETION.

14. SLOPES AND FILLS LEFT EXPOSED SHALL BE STABILIZED

SUFFICIENTLY AND DRESSED TO RESTRAIN EROSION WITHIN 30

CALENDAR DAYS OF COMPLETION OF ANY PHASE OF GRADING.

©

N

O

T

 

F

O

R

C

O

N

S

T

R

U

C

T

I

O

N

Copyright 2014
Sustainable Design Consultants, Inc.

SUSTAINABLE DESIGN

C O N S U L T A N T S ,  I N C .

Planning

Engineering

Landscape Architecture

810 Dutch Square Blvd.

Suite 217

Columbia, SC 29210

(803)786-2305

www.susdescon.com

H
I
L
T
O

N
 
H

E
A

D
 
I
S

L
A

N
D

,
 
S

O
U

T
H

 
C

A
R

O
L
I
N

A

SHEET NAME:

DATE:

03-24-2014

PROJECT #:

12111

REVISIONS:

H
I
L
T
O

N
 
H

E
A

D

P
R

E
S

B
Y

T
E
R

I
A

N
 
C

H
U

R
C

H

SCALE:  1"=20'

0 20 40 60



X

 

1

3

.

0

0

X

 

1

3

.

3

0

X

 

1

4

.

0

0

X

 

1

4

.

0

0

X

 

1

4

.

0

0

X

 

1

4

.

0

0

X

 

1

3

.

9

2

X

 

1

3

.

8

2

X

 

1

3

.

3

2

X

 

1

3

.

8

6

X

 

1

3

.

5

4

X

 

1

3

.

0

0

X

 

1

2

.

0

0

X

 

1

2

.

5

0

X

 

1

2

.

7

1

X

 

1

3

.

2

2

X

 

1

2

.

8

7

X

 

1

3

.

0

5

X

 

1

3

.

2

9

X

 

1

2

.

3

0

X

 

1

2

.

3

0

X

 

1

2

.

3

5

X

 

1

2

.

5

0

X

 

1

2

.

4

4

X

 

1

2

.

2

0

X

 

1

2

.

2

7

X

 

1

3

.

0

0

X

 

1

2

.

9

2

X

 

1

3

.

4

5

X

 

1

2

.

5

0

X

 

1

2

.

5

4

X

 

1

2

.

7

8

X

1

3

.

1

3

X

 

1

3

.

6

2

X

 

1

3

.

3

0

X

 

1

3

.

3

2

X

 

1

3

.

5

0

X

 

1

3

.

5

0

X

 

1

3

.

4

7

X

 

1

3

.

7

2

X

 

1

3

.

8

5

X

 

1

3

.

8

9

X

 

1

3

.

4

0

X

 

1

3

.

8

2

X

 

1

3

.

2

9

X

1

3

.

4

1

X

 

1

3

.

6

2

X

 

1

3

.

4

0

X

 

1

3

.

6

2

X

 

1

3

.

6

9

X

 

1

3

.

8

0

X

 

1

3

.

2

6

X

 

1

3

.

7

5

X

1

3

.

9

0

X

 

1

3

.

5

0

X

 

1

3

.

9

0

X

 

1

4

.

0

0

1

3

.

9

0

 

X

X

 

1

4

.

0

0

X

 

1

3

.

9

4
X

 

1

4

.

1

0

X

 

1

4

.

1

0

X

 

1

4

.

4

2

1

4

.

0

0

 

X

1

3

.

8

4

X

X

 

1

4

.

0

5

X

 

1

3

.

9

5

MATCH EXISTING ASPHALT

X

 

1

4

.

0

0

X

1

3

.

2

8

X

 

1

4

.

0

1

X

 

1

4

.

1

2

X

 

1

3

.

9

5

X

 

1

3

.

9

0

X

 

1

4

.

0

5

X

 

1

3

.

9

0

X

 

1

3

.

7

2

X

 

1

4

.

0

3

X

 

1

3

.

6

3

X

 

1

3

.

9

2

X

 

1

4

.

1

0

X

 

1

4

.

6

2

X

 

1

3

.

5

X

 

1

3

.

2

5

LIMITS OF DISTURBANCE

LIMITS OF DISTURBANCE

LIMITS OF DISTURBANCE

X

 

1

4

.

0

0

X

 

1

4

.

1

0

X

1

3

.

9

0

X

1

3

.

9

0

X

 

1

3

.

9

0

X

 

1

3

.

0

0

X

 

1

4

.

3

0

X

 

1

3

.

9

0

X

 

1

4

.

2

0

X

 

1

4

.

2

0

X

 

1

4

.

2

5

X

 

1

4

.

3

0

X

 

1

4

.

5

0

X

 

1

4

.

5

0

X

 

1

4

.

3

3

X

 

1

4

.

0

0

X

 

1

3

.

9

0

X

 

1

3

.

7

2

X

 

1

2

.

9

0

X

 

1

2

.

6

0

X

 

1

3

.

0

0

X

 

1

2

.

4

2

X

 

1

2

.

7

7

X

 

1

2

.

8

9

X

 

1

2

.

2

4

X

 

1

2

.

1

0

X

 

1

2

.

0

0

X

 

1

2

.

0

0

X

 

1

2

.

7

8

X

 

1

3

.

2

5

X

 

1

3

.

4

4

X

 

1

3

.

0

0

X

 

1

3

.

5

7

X

 

1

3

.

2

5 X

 

1

2

.

9

2

X

1

4

.

6

4

X

1

4

.

6

2

X

 

1

4

.

2

5

X

 

1

5

.

1

0

X

1

5

.

1

4

X

1

5

.

0

6

X

 

1

4

.

6

6

X

 

1

4

.

1

5

X

 

1

3

.

9

7

L
E

V
E

L

L
E

V
E

L

L
E

V
E

L

L
E

V
E

L

L
E

V
E

L

L
E

V
E

L

L
E

V
E

L

L
E

V
E

L

L
E

V
E

L

X

 

1

4

.

1

0

LIMITS OF DISTURBANCE

LIMITS OF DISTURBANCE

1
4

1
4

1
4

1
3

1
2

1
2

GENERAL  NOTES:

1. WETLANDS EXIST ON THE SITE.  SEE PLAN.

2. NO LAND DISTURBANCE INCLUDING TREE REMOVAL IS TO OCCUR

OUTSIDE THE LIMITS OF DISTURBANCE SHOWN ON THE PLANS.

3. TREE PROTECTION INSPECTION/APPROVAL REQUIRED PRIOR TO

ISSUANCE OF LAND DISTURBING PERMIT.

4. PROTECTIVE FENCING SHALL BE MAINTAINED THROUGHOUT THE

DURATION OF THE PROJECT.  LAND CLEARING AND CONSTRUCTION

CONTRACTORS SHALL RECEIVE ADEQUATE INSTRUCTION OF THE

PROTECTION REQUIREMENTS AND METHODS.

5. NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION

FENCING AND SILT FENCING HAS BEEN INSTALLED.

6. CONTRACTOR SHALL MAINTAIN AN ALL WEATHER ACCESS FOR

EMERGENCY VEHICLES AT ALL TIMES DURING CONSTRUCTION.

7. INSTALLATION OF NYOPLAST (OR EQUIV) OUTLET STRUCTURES SHALL BE

PERFORMED IN ACCORDANCE WITH PLANS AND MANUFACTURER'S

SPECIFICATIONS.

8. STRUCTURAL FILL MATERIAL SHALL BE COMPACTED TO 95% OF ITS

STANDARD PROCTOR MAXIMUM DRY DENSITY.

9. PRIOR TO COMMENCEMENT OF ANY GRADING, CONSTRUCTION OR TREE

REMOVAL, A TREE PROTECTION ZONE FOR ANY TREE LOCATED WITHIN

25 FEET OF ANY PROPOSED GRADING, CONSTRUCTION OR TREE

REMOVAL SHOULD BE ESTABLISHED BY PHYSICAL BARRIERS AND

MAINTAINED UNTIL SUCH WORK IS COMPLETED. PLACEMENT AND THE

TYPE OF BARRIERS SHALL BE AT THE DISCRETION OF THE

ADMINISTRATOR. SPECIMEN TREES, AS DEFINED IN SEC. 16-6-408, SHALL

BE PROTECTED DURING DEVELOPMENT BY STURDY PHYSICAL BARRIERS

PLACED AT THE DRIP LINE.

10. THE CLEANING OF EQUIPMENT, STORAGE OF MATERIALS OR DIRT,

DISPOSAL OF WASTE MATERIAL SUCH AS PAINT, OIL SOLVENTS OR

OTHER HARMFUL SUBSTANCES, OR ANY OTHER SUCH ACTS WHICH MAY

BE HARMFUL TO THE CONTINUED VITALITY OF THE TREE WITHIN THE

TREE PROTECTION ZONE SHALL BE PROHIBITED.

11. ANY TREE DAMAGED DURING CONSTRUCTION, OR DAMAGE OCCURRING

AS A RESULT OF SUCH CONSTRUCTION, SHALL BE REPAIRED TO THE

SATISFACTION OF THE ADMINISTRATOR ACCORDING TO ACCEPTED

INTERNATIONAL SOCIETY OF ARBORICULTURE PRACTICES. TREE

DAMAGE MUST BE REPAIRED PRIOR TO THE ISSUANCE OF A CERTIFICATE

OF COMPLIANCE.

12. ALL DISTURBED AREAS NOT RECEIVING LANDSCAPING SHALL BE

VEGETATED PRIOR TO RECEIVING RAINFALL.

13. CONTRACTOR SHALL PLANT OR OTHERWISE PROVIDE A PERMANENT

DRESSED GROUND COVER SUFFICIENT TO RESTRAIN EROSION AFTER

COMPLETION OF CONSTRUCTION OR DEVELOPMENT WITHIN 30

CALENDAR DAYS FOLLOWING COMPLETION.

14. SLOPES AND FILLS LEFT EXPOSED SHALL BE STABILIZED SUFFICIENTLY

AND DRESSED TO RESTRAIN EROSION WITHIN 30 CALENDAR DAYS OF

COMPLETION OF ANY PHASE OF GRADING.
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SCALE:  1"=20'
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SEE DEMOLITION PLAN

SEE DEMOLITION PLAN

SEE DEMOLITION PLAN

3/4" TYPE 'E' OVERLAY

SEE TYPICAL DETAIL

E
X

I
S

T
I
N

G
 
A

S
P

H
A

L
T

 
E

N
T

R
A

N
C

E

1-1/2" TYPE 'C' PAVEMENT

W/ 3/4" TYPE E' OVERLAY

SEE TYPICAL DETAIL

1-1/2" TYPE 'C' PAVEMENT

SEE TYPICAL DETAIL

1-1/2" TYPE 'C' PAVEMENT

SEE TYPICAL DETAIL

GENERAL  NOTES:

1. CONTRACTOR SHALL MAINTAIN AN ALL WEATHER ACCESS FOR

EMERGENCY VEHICLES AT ALL TIMES DURING CONSTRUCTION.

2. ANY BROKEN OR MISSING SIDEWALK PANELS  TO BE REPLACED BY

CONTRACTOR.

3. ALL SIGNS AND PAVEMENT MARKINGS IN AREAS OF PUBLIC TRAFFIC /

PARKING SHALL MEET MUTCD STANDARDS.
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RECESS 1" & GROUT

FLUSH WITH TOP

NO. 5 REBAR 18"

LONG, 2 PER STOP

NO. 4 REBAR

5'-6" LONG,

2 PER STOP

SECTIONS

SIDE WALK

NEW FLEXIBLE 

PAVEMENT

1'-6"

EDGE OF PAVEMENT

PAVEMENT

NEW FLEXIBLE 

1'-6"

12' 12'

6"

NOTES:

1.  COMPACT SUBGRADE ONLY AS NEEDED TO INSTALL PIPING.

2.  CONTRACTOR TO PROVIDE POSITIVE DRAINAGE ON OUTFLOW PIPES.

3.  INVERT (BOTTOM) OF IMPROVED SWALE TO BE ONE ELEVATION; FLAT AND LEVEL UNLESS SHOWN

OTHERWISE ON THE PLANS.

4.  CONTRACTOR TO INSTALL NYLOPLAST COMPONENTS PER MANUFACTURER'S SPECIFICATIONS.

5.  INVERTS VARY.  SEE PLAN.

12" NYLOPLAST IN-LINE DRAIN STANDPIPE

(OR APPROVED EQUAL)

-RIM ELEVATION SHALL BE SET

ACCORDING TO THE PLANS

-UNPERFORATED

C-900 PVC UNPERFORATED OUTFLOW PIPE - TIE TO

DOWN GRADIENT BMP OR STORM STRUCTURE

WHERE SHOWN ON PLAN

-SLOPE VARIES-SEE PLAN

-PIPE SIZE VARIES-SEE PLAN

COMPACTED SUBGRADE FOR

INSTALLATION OF PIPE ONLY

PVC REDUCER MANIFOLD

CAST IRON DOMED GRATE

IMPROVED SWALE SIDE SLOPE

+/-2"

VARIES

3000 PSI CONCRETE

MIN. 12" COMPACTED SUBGRADE

-95% MOD. PROCTOR

SUBGRADE

0.36'

1.07'

WWM 1 

1

2

" CLEAR

1/4" SEALTIGHT ASPHALT EXPANSION JOINT

FILLER BY W. R. MEADOWS - FLUSH WITH

FINISHED GRADE
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NOTE TO CONTRACTOR:
Construction of Improved Swales SHALL NOT be started
until the site is 95% stabilized or finished pavement is in place.
Before any work is done on Improved Swales, the contractor or
landscaper is required to give our office 48 hour notice.  Samples of
the soil mix must be tested prior to installation to insure
conformance to specifications.  Call this number:  803-798-2301
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Hilton Head Presbyterian Church Additions –    DRB#: DR140008 
 NEW DEVELOPMENT FINAL 
  
DATE: April 8, 2014 
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood     
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment     
Utilizes natural materials and colors     
Avoids distinctive vernacular styles     
Design is appropriate for its use     
All facades are have equal design characteristics     
Avoids monotonous planes or unrelieved repetition     
Has a strong roof form with enough variety to provide 
visual interest     

Minimum roof pitch of 6/12     

Overhangs are sufficient for the façade height.     
Forms an details are sufficient to reduce the mass of the 
structure     



 2 

Human scale is achieved by the use of proper proportions 
and architectural elements     
Utilizes a variety of materials, textures and colors    Wood siding, stucco, glass 
Incorporates wood or wood simulating materials    Wood siding 
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     
Utilities and equipment are concealed from view     

Decorative lighting is limited and low wattage and adds 
to the visual character    

No lighting shown on building.  Site lighting includes 
parking lot fixtures and bollards at drop-off.  Provide 
cut-sheet for bollard-style fixture. 

Accessory elements are design to coordinate with the 
primary structure    Provide detail for dumpster screen. 

 
 
LANDSCAPE DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Treats the Landscape as a major element of the project 

   

Landscaping on parking lot side of building, including 
parking lot medians, is extensive.  Little-to-no 
landscaping is included on Hwy 278 side of building.  
Provide additional landscaping to transition to buffer 
materials.  Provide landscaping to screen dumpster 
enclosure. 

Provides Landscaping of a scope and size that is in 
proportion to the scale of the development          

Landscape is designed so that it may be maintained in 
its natural shape and size     

Preserves a variety of existing native trees and shrubs     
Provides for a harmonious setting for the site’s 
structures, parking areas or other construction     

Location of existing trees and new trees provides 
street buffers, mitigation for parking lots, and an 
architectural complement that visually mitigates 
between parking lots and building(s) 

   
 

Shrubs are selected to complement the natural setting, 
provide visual interest and screen less desirable 
elements of the project 

   
 

A variety of species is selected for texture and color     
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Provides overall order and continuity of the 
Landscape plan     

Native plants or plants that have historically been 
prevalent on the Island are utilized     

A variety of sizes is selected to create a “layered” 
appearance for visual interest and a sense of depth     

The location of existing mature trees is taken into 
account in placement of shrubs so as not to damage 
tree roots 

   
 

Proper spacing and location for plants to reach their 
mature size and natural shape while avoiding 
excessive or unnatural pruning 

   
 

Proposed groundcovers are evergreen species with 
low maintenance needs     

Large grassed lawn areas encompassing a major 
portion of the site are avoided     

The adjacent development is taken into account in 
determining the most appropriate buffer so as not to 
depart too dramatically from the neighborhood 

   
 

Ornamentals and Annuals are limited to entrances and 
other focal points     

 
NATURAL RESOURCE PROTECTION 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

An effort has been made to preserve existing trees and 
under story plants     
Supplemental and replacement trees meet LMO 
requirements for size, species and number    Calculations will be provided during DPR process. 

Wetlands if present are avoided and the required 
buffers are maintained     
Sand dunes if present are not disturbed     
 
 
MISC COMMENTS/QUESTIONS 
 
      
      
 









 

 
14 Palmetto Way, Suite A 

Bluffton, SC 29910 
Tel: 843-757-7411 

 

March  25,  2014  
  
Jennifer  Ray  
Town  of  Hilton  Head  Island  
Community  Development  Department  
One  Town  Center  Court  
Hilton  Head  Island,  SC  29928  
  
Shelter  Cove  Park  will  be  a  civic  place  for  people  to  gather  and  enjoy  the  built  and  natural  environment  on  Hilton  
Head  Island.  The  design  will  honor  the  legacy  and  heritage  of  the  low  country  while  incorporating  the  attitude  of  
forward  progress  by  way  of  subtle  contemporary  detailing  not  uncommon  to  the  architecture  and  style  of  Hilton  
Head  Island.      

  
The  design  objectives  include:  
-‐Flexible  and  functional  space  to  accommodate  the  variety  of  activities  and  events  that  will  occur  at  the  park  
-‐Limiting  impacts  to  the  existing  environment  
-‐Health,  safety  and  welfare  of  the  park  users  
-‐Considering  the  impacts  of  long  term  maintenance  and  upkeep  
  
The  following  design  features  will  be  incorporated  to  achieve  the  design  objectives:  
  

1.    Entrance  Plaza  and  Water  Feature  –  A  non-‐interactive  centerpiece  water  feature  surrounded  by  specialty  paving  
that  will  provide  a  visual  connection  between  Shelter  Cove  Shopping  Center  and  the  Park  located  on  the  Marshes  of  
Broad  Creek.    Similar  to  that  of  other  Town  Parks  the  paving  along  with  the  fountain  will  identify  the  park  as  a  special  
Civic  Space  for  visitors  and  the  community.    The  view  of  the  Marshes  of  Broad  Creek  will  be  framed  and  accented  by  
the  fountain.    The  design  is  very  careful  not  to  block  this  significant  visual  connection.    
2.    A  Bulk  Head  Promenade  –  with  seating  and  interpretive  signage  will  be  a  desirable  mid-‐island  connection  for  park  
users  to  the  Marshes  of  Broad  Creek  
3.  A  Performance  Pavilion  at  the  north  end  of  the  park  adjacent  to  the  existing  lagoon,  which  will  accommodate  
larger  performances  in  the  Park.    Two  sets  of  stairs  will  raise  the  elevation  of  the  Performance  Pavilion  +/-‐3’  above  
the  average  elevation  of  the  main  park  which  will  improve  the  line  of  sight  for  performances  in  the  park.    The  stairs  
will  also  provide  plenty  of  flexible  seating  and  conversation  areas  for  park  users.  
4.    The  Sunset  Pavilion  -‐  Adjacent  to  the  marsh  side  trail  that  stretches  from  one  end  of  the  park  to  the  other,  this  
space  offers  users  a  place  to  enjoy  sunset  views  of  Broad  Creek  in  a  slightly  more  intimate  setting  within  the  park.      
The  structure  itself  is  a  type  of  “trail  head”  for  the  rest  of  the  park  where  restrooms,  picnic  tables  and  a  drinking  
fountain  are  located  for  users  convenience.        
5.  Adjacent  to  the  Sunset  Pavilion  a  small  Playground  with  multiple  components  that  relate  to  Hilton  Head  Island  
specifically  will  facilitate  fun  and  interactive  learning  into  physical  activity  for  children  of  various  age  groups  and  
needs.    All  components  and  surfaces  meet  active  play  safety  standards  with  a  few  rated  for  special  needs  play.  
6.    Four  Multi  functional  lawn  spaces  of  various  sizes  provide  passive  park  space  as  well  as  space  for  community  
events/  festivals  currently  located  at  the  existing  Shelter  Cove  Park  such  as  Wing  Fest,  Snow  Day,  etc.  
7.  Two  shade  structures  will  provide  interest  and  refuge  from  the  elements  adjacent  to  the  formal  central  lawn  in  the  



 
 

2 

park.    Movable  chairs  will  be  located  adjacent  to  the  shade  structures  to  offer  park  patrons  flexibility  in  finding  the  
most  comfortable  place  to  relax.    The  shade  structures  have  been  designed  with  light  components  and  located  along  
the  outside  edge  of  the  walkways  to  preserve  panoramic  views  of  the  Marshes  of  Broad  Creek  from  the  Main  Street  
of  the  Shopping  Center.  
8.    Conservative  and  eco  sensitive  Lighting  that  is  consistent  with  Shelter  Cove  Harbour  and  the  adjacent  Shopping  
Center  will  be  incorporated  throughout  the  park  in  all  the  elements  listed  above  in  a  way  that  is  subtle  yet  effective  
in  accenting  these  various  elements  while  assuring  the  park  is  safe  after  dark.  
9.    Interpretive  and  Wayfinding  Signage  that  provides  context  to  park  patrons  via  identification  of  the  various  natural  
and  built  elements  surrounding  the  park.  The  signage  will  be  durable  and  will  be  very  similar  to  the  signage  in  other  
Town  Parks.  
  
The  layout  and  style  of  these  park  features  will  honor  the  legacy  and  heritage  of  the  low  country  while  incorporating  
the  attitude  of  forward  progress  by  way  of  some  subtle  contemporary  detailing  not  uncommon  to  the  architecture  
and  style  of  Hilton  Head  Island.    Building  materials  that  are  common  to  the  region  and  other  Hilton  Head  Island  Parks,  
such  as  tabby  concrete,  savannah  grey  brick  and  wood  will  be  incorporated  into  the  park  along  with  some  
contemporary  materials  like  corten  steel  and  plank  style  pavers  which  mimic  wood  decking.      The  Park  will  be  highly  
flexible  and  functional  to  accommodate  the  variety  of  activities  and  events  that  will  occur  there.        Power  outlets  and  
hose  bib  locations  have  been  located  to  accommodate  the  various  park  functions  in  a  way  that  is  maintenance  
friendly.    While  some  tree  removal  and  grading  will  be  required  to  achieve  flexibility  in  the  layout  of  the  park,  
significant  specimen  trees  along  the  marsh  front  edge  of  the  park  will  be  preserved.    New  trees  as  well  as  other  
native  and  indigenous  plantings  will  be  incorporated  to  provide  shade,  buffering  for  natural  areas  and  adjacent  
residential  uses  as  well  as  seasonal  color  and  interest.    Particular  care  will  be  taken  to  provide  new  plantings  in  the  
park  that  are  appropriately  sized  to  achieve  a  level  of  function  and  aesthetic  that  is  immediately  desirable  for  a  
successful  Civic  Space.    Plantings  that  will  perform  in  extreme  conditions  are  being  utilized  to  limit  park  maintenance  
over  time.    Drainage  will  be  directed  away  from  Broad  Creek  and  into  a  system  that  promotes  infiltration  first  and  
then  overflow  into  existing  capacity  in  nearby  lagoons.      
  
The  goal  of  the  park  is  to  provide  a  successfully  executed  public  place  for  people  to  enjoy  on  Hilton  Head  Island  that  
is  considerate  of  the  health  safety  and  welfare  of  its  users  as  well  as  its  long  term  maintenance  and  upkeep.  
  

 

 
 
 
 
 

Wallace Milling, CNU  
  
cc:  
Matt Mills 
Tom Parker 
Brian Witmer 
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  
  

 
PROJECT NAME: Shelter Cove Park – NEW DEVELOPMENT FINAL   DRB#: DR140007 
  
DATE: April 8, 2014 
 
RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 
ARCHITECTURAL DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Structure is designed to be appropriate to the 
neighborhood     
Promotes pedestrian scale and circulation     
Design is unobtrusive and set into the natural 
environment     
Utilizes natural materials and colors     
Avoids distinctive vernacular styles     
Design is appropriate for its use     
All facades are have equal design characteristics     
Avoids monotonous planes or unrelieved repetition     
Has a strong roof form with enough variety to provide 
visual interest     

Minimum roof pitch of 6/12     

Overhangs are sufficient for the façade height.     
Forms an details are sufficient to reduce the mass of the 
structure     
Human scale is achieved by the use of proper proportions     
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and architectural elements 
Utilizes a variety of materials, textures and colors    Tabby, wood, metal, steel 
Incorporates wood or wood simulating materials     
Windows are in proportion to the facade     
Details are clean, simple and appropriate while avoiding 
excessive ornamentation     
Utilities and equipment are concealed from view     
Decorative lighting is limited and low wattage and adds 
to the visual character     

Accessory elements are design to coordinate with the 
primary structure     

 
 
LANDSCAPE DESIGN 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

Treats the Landscape as a major element of the project 
   

Landscaping is conceptual only at this time; complete 
landscape plans including plant schedule are required 
with final submittal. 

Provides Landscaping of a scope and size that is in 
proportion to the scale of the development          

Landscape is designed so that it may be maintained in 
its natural shape and size     

Preserves a variety of existing native trees and shrubs     
Provides for a harmonious setting for the site’s 
structures, parking areas or other construction     

Location of existing trees and new trees provides 
street buffers, mitigation for parking lots, and an 
architectural complement that visually mitigates 
between parking lots and building(s) 

   
 

Shrubs are selected to complement the natural setting, 
provide visual interest and screen less desirable 
elements of the project 

   
 

A variety of species is selected for texture and color     
Provides overall order and continuity of the 
Landscape plan     

Native plants or plants that have historically been 
prevalent on the Island are utilized     

A variety of sizes is selected to create a “layered”     
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appearance for visual interest and a sense of depth 
The location of existing mature trees is taken into 
account in placement of shrubs so as not to damage 
tree roots 

   
 

Proper spacing and location for plants to reach their 
mature size and natural shape while avoiding 
excessive or unnatural pruning 

   
 

Proposed groundcovers are evergreen species with 
low maintenance needs     

Large grassed lawn areas encompassing a major 
portion of the site are avoided    Large grassed areas are included due to proposed use 

of park. 
The adjacent development is taken into account in 
determining the most appropriate buffer so as not to 
depart too dramatically from the neighborhood 

   
 

Ornamentals and Annuals are limited to entrances and 
other focal points     

 
NATURAL RESOURCE PROTECTION 
DESIGN GUIDE/LMO CRITERIA Complies 

Yes 
 
No 

 
Not Applicable Comments or Conditions 

An effort has been made to preserve existing trees and 
under story plants     
Supplemental and replacement trees meet LMO 
requirements for size, species and number     
Wetlands if present are avoided and the required 
buffers are maintained     
Sand dunes if present are not disturbed     
 
 
MISC COMMENTS/QUESTIONS 
Buildings should not exceed 300 square feet if they are located below the C base flood elevation. 
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